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RATIONALE
THIS TECHNICAL REPORT IS BEING STABILIZED BECAUSE IT COVERS TECHNOLOGY, PRODUCTS, OR
= PROCESSES WHICH ARE MATURE AND NOT LIKELY TO CHANGE IN THE FORESEEABLE FUTURE.
o
3 STABILIZED NOTICE
-
2 THIS DOCUMENT HAS BEEN DECLARED "STABILIZED" BY SAE G-3, AEROSPACE COUPLINGS, FITTINGS, HOSE,
TUBING ASSEMBLIES COMMITTEE AND WILL NO LONGER BE SUBJECTED TO PERIODIC REVIEWS FOR
CURRENCY. USERS ARE RESPONSIBLE FOR VERIFYING REFERENCES AND CONTINUED SUITABILITY OF

TECHNICAL REQUIREMENTS. NEWER TECHNOLOGY MAY EXIST.
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AS1654 SLEEVE AS1655 COUPLING BODY

ELECTRICAL BONDING DETAIL NOT SHOWN
HINGE DETAIL NOT SHOWN

LATCH DETAIL NOT SHOWN
FIGURE 1 - COUPLING ASSEMBLY, EXPLODED VIEW

TABLE 1 - COUPLING ASSEMBLY WEIGHTS
BASIC NO. NOM

AS1652 TUBE LB/EA LB/EA LB/EA
114/ SIZE MAX MAX MAX
SIZECODE  REF ALUM CRES TI
08 500 1039 107 TBD
10 625 040 114 TBD
12 750 051 139 TBD
16 1.000 062 175 TBD
20 1.250 069 193 TBD
24 1.500 078 217 TBD
28 1.750 084 233 TBD
32 2.000 100 274 TBD
36 2.250 114 321 TBD
40 2,500 126 356 TBD
48 3.000 178 501 TBD
56 3.500 215 606 TBD
64 4.000 289 813 TBD
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