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For more information on this standard, visit 
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CURRENCY. USERS ARE RESPONSIBLE FOR VERIFYING REFERENCES AND CONTINUED SUITABILITY OF 
TECHNICAL REQUIREMENTS. NEWER TECHNOLOGY MAY EXIST. 
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FIGURE 1 - SLEEVE 

TABLE 1 - DIMENSIONS AND WEIGHTS /6/ 

BASIC NO. 
AS1654 

/15/ 
SIZE CODE 

NOM 
TUBE 
SIZE 
REF 

A 
±.002 B 

C 
±.004 

LB/EA 
NOM 
REF 

ALUM 

LB/EA 
NOM 
REF 

CRES 

LB/EA 
NOM 
REF 
TI 

08   .500   .692 .590   .762 .004 .010 .006 
10   .625   .817 .590   .887 .004 .012 .007 
12   .750   .997 .670 1.067 .006 .017 .010 
        

16 1.000 1.273 .750 1.343 .008 .022 .013 
20 1.250 1.523 .750 1.593 .009 .027 .015 
24 1.500 1.793 .750 1.863 .011 .031 .018 
        

28 1.750 2.044 .750 2.114 .012 .035 .020 
32 2.000 2.317 .780 2.387 .015 .042 .024 
36 2.250 2.567 .780 2.636 .016 .046 .026 
        

40 2.500 2.817 .780 2.887 .018 .051 .029 
48 3.000 3.317 .780 3.387 .021 .060 .034 
56 3.500 3.831 .780 3.901 .025 .070 .040 
        

64 4.000 4.337 .780 4.407 .028 .079 .045 
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