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RATIONALE
THIS TECHNICAL REPORT IS BEING STABILIZED BECAUSE IT COVERS TECHNOLOGY, PRODUCTS, OR
= PROCESSES WHICH ARE MATURE AND NOT LIKELY TO CHANGE IN THE FORESEEABLE FUTURE.
0
3 STABILIZED NOTICE
-
2 THIS DOCUMENT HAS BEEN DECLARED "STABILIZED" BY SAE G-3, AEROSPACE COUPLINGS, FITTINGS, HOSE,
TUBING ASSEMBLIES COMMITTEE AND WILL NO LONGER BE SUBJECTED TO PERIODIC REVIEWS FOR
CURRENCY. USERS ARE RESPONSIBLE FOR VERIFYING REFERENCES AND CONTINUED SUITABILITY OF

TECHNICAL REQUIREMENTS. NEWER TECHNOLOGY MAY EXIST.
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FIGURE 1 - COUPLING BODY
TABLE 1 - DIMENSIONS AND WEIGHTS /6/
BASIC NO. _NOM
AS1655 TUBE A c D E F LBEA  LBEA  LBEA
16/ SIZE MAX B +003 MAX MIN MAX  MAX MAX MAX
SIZECODE REF  /8/ MAX -007  /8/ /8 /9  ALUM  CRES 7|
08 500 1120  .891 609 640 766 1.600  .035 096 TBD
10 625 1200 .891 609 765 891 1720  .036 102 TBD
12 750 1320 971 689 925 1071 1850  .044 121 TBD
16 1000 1540 1.051 769 1.190 1.347 2100  .054 152 TBD
20 1250 1.800 1.051 769 1.440 1597 2.350  .059 166 TBD
24 1500 2080 1.051 769 1690 1.867 2.600  .066 186 TBD
28 1750 2300 1.051 .769 1940 2118 2.850  .072 197 TBD
32 2000 2580 1.091 .799 2193 2391 3.100  .084 228 TBD
36 2250 2920 1.091 .799 2443 2640 3350  .097 274 TBD
40 2500 3.080 1.091 .799 20693 2891 3600  .107 302 TBD
48 3000 3740 1.131 799 3193 3391 4120  .156 440 TBD
56 3.500 4240 1.131 799 3693 3905 4.620  .188 530 TBD
64 4000 4840 1.131 799 4193 4411 5120 257 725 TBD
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