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THIS DOCUMENT IS UP FOR 5-YEAR REVIEW, SO IT NEEDS TO BE REVIEWED AND THEN IT IS THE DESIRE OF THE
COMMITTEE TO STABILIZE IT.

STABILIZED NOTICE

THIS DOCUMENT HAS BEEN DECLARED "STABILIZED" BY THE SAE ACBG ROLLING ELEMENT BEARING
COMMITTEE AND WILL NO LONGER BE SUBJECTED TO PERIODIC REVIEWS FOR CURRENCY. USERS ARE
RESPONSIBLE FOR VERIFYING REFERENCES AND CONTINUED SUITABILITY OF TECHNICAL REQUIREMENTS.
NEWER TECHNOLOGY MAY EXIST.
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SAE reviews each technical report at least every five years at which time it may be revised, reaffirmed, stabilized, or cancelled. SAE invites your written comments and suggestions.

SAE Technical Standards Board Rules provide that: “This report is published by SAE to advance the state of technical and engineering sciences. The use of this report is entirely

voluntary, and its applicability and suitability for any particular use, including any patent infringement arising therefrom, is the sole responsibility of the user.”
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on this Technical Report, please visit
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FIGURE 1
TABLE 1
D LIMIT
BORE d OUTSIDE DIA WIDTH B CORNER BREAK CAPACITY CONTINUOUS
RPM
) (2) .
DASH rs (4) fa MAX r- MAX c. | ¢ @ 325 °F MAX
NO. [ MM | INCH | MM | INCH | MM | INCH | MM | INCH | MM | INCH | MM | INCH | (LB) | (LB) | GREASE | OIL
4 20 7874 42 1.6535 12 4724 | 0.6 | 0.024 | 2.0 [0.079 | 1.0 | 0.039 850 | 1620 12,000 15,000
5 25 .9843 47 1.8504 12 4724 | 0.6 | 0.024 | 2.0 [0.079| 1.0 | 0.039 830 | 1700 10,000 12,000
6 30 |1.1811| 55 | 21654 | 13 | 5118 | 1.0 [0.039| 3.0 |0.118 | 1.5 | 0.059 | 1210 | 2280 | 8,300 | 10,000
7 35 1.3780 62 2.4409 14 5512 1.1 [{0.039| 3.0 {0.118 | 1.5 | 0.059 | 1500 | 2760 6,700 8,500
TABLE 2
RADIAL INTERNAL CLEARANCE (MFG. LIMITS)
BORE (d) MM
OVER | INCL. | RADIAL PLAY (.0001 INCH)
10 18 5- 9
18 30 6-10
30 50 7-12
AEROSPACE STANDARD REV
% BEARING, BALL, ANNULAR, PRIMARILY FOR AS17109 :
AIRCRAFT GENERATORS AND MOTOR-GENERATORS, SHEE
R THIN EXTRA LIGHT, TYPE IlI A VL TBﬁeumenltS

Document Sharing Hub

Full document details: SAE AS17109A


http://www.avadocuments.com/doc/sae-as17109a
http://www.avadocuments.com/doc/sae-as17109a

