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1. SCOPE:

This specification covers the requirements for format and outline of contents of operating instructions
in published form or in manuscript form suitable for publication.

1.1 Purpose:

The operating instructions covered by this specification are published for the purpose of providing a
background of engine operating information with which a pilot and his crew should be familiar when
operating an aircraft powered by a particular engine model. Operating instructions also contain
engine operational procedures which serve as a guide for: (1) the preparation of the flight manual by
the aircraft manufacturer, (2) operating an engine prior to the publication of the aircraft flight manual,
and (3) instructional purposes.

2. REFERENCES:
There are no referenced publications specified herein.
3. GENERAL REQUIREMENTS:
3.1 Operating Instructions:
Only those similar engine models and/or series whose operating procedures are identical shall be
included in a basic operating instruction. Where a multiplicity of series exist for a given engine

model, one or several similar engine series of the particular model may be further described, as
necessary, by the publication of applicable supplements to the basic operating instructions.
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3.1.1 Supplements and Revisions: Supplements, when used in addition to the basic operating
instructions, shall present the engine operating limits, curves and other data which pertain to one
specific engine series of to several whose operation is similar. The supplements shall also include
specific procedures and information for a given engine series which may differ from those
presented in the basic operating instructions. Revisions to the supplements shall be effected either
by the publication of later editions or through the use of revised pages. A statement shall be
included in the front of the supplement describing the means whereby any subsequent revisions
thereto may be readily identified.

3.2 Symbols:
The use of symbols and abbreviations is to be avoided wherever practicable.
3.3 Units of Measurement:

For length, weight, temperature, pressure, etc., which are used throughout the instructions shall
conform to SAE standard practice and/or (when known) the units in which the aircraft instruments will
be calibrated (i.e., °C, psi, etc.).

3.4 Material and Process Specifications:

Reference to material and process specifications shall be made by SAE, MIL or ASTM specification
humber, if any, unless the customer or the engine manufacturer desires that his own specification
humber be used. In case there is no specification humber of any type applicable to certain materials,
it shall be permissible to refer to that material by its trade name. The materials referred to are
primarily fuels and lubricants. Vwhen known, the fuel and/or oil grade should also be included and a
statement made, when applicable, whether it is for winter or summer use.

3.5 Binding:

Printed operating instructions shall be furnished in suitable form for inclusion in standard 8.5 x 11
inch looseleaf binders.

3.6 Phraseology:

Technical phraseology requiring specialized knowledge shall be avoided except in cases where no
other phraseology will clearly convey the intended meaning. Instructions covering standard
operations and description of engine parts and instruments need not be entered into in any greater
detail than is necessary for personnel having a general training in the operation of aircraft engines to
understand.
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