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Superseding AS18276A 

Lighting, Aircraft Interior, 
Installation of 

FSC 6220 

RATIONALE 

Updated Applicable Documents; added consideration for non‐incandescent/halogen lighting; added alternate to NVIS 
goggle for observation of light leaks; removed some “redundant” information. 

AS18276B has been reaffirmed to comply with the SAE Five-Year Review policy. 

A reaffirmed status is given to technical reports that have been reviewed by the technical committee and deemed to be 
current with no need for immediate revision. No changes have been made to this document as a result of this review. 

1. SCOPE 

1.1 This specification covers the installation of aircraft interior lighting for military aircraft. 

2. APPLICABLE DOCUMENTS 

The following publications form a part of this document to the extent specified herein. The latest issue of SAE publications 
shall apply. The applicable issue of other publications shall be the issue in effect on the date of the purchase order. In the 
event of conflict between the text of this document and references cited herein, the text of this document takes 
precedence. Nothing in this document, however, supersedes applicable laws and regulations unless a specific exemption 
has been obtained. 

2.1 SAE Publications 

Available from SAE International, 400 Commonwealth Drive, Warrendale, PA 15096-0001, Tel: 877-606-7323 (inside 
USA and Canada) or 724-776-4970 (outside USA), www.sae.org. 

AS18012 Markings for Aircrew Station Displays, Design and Configuration of 

AS25027  Light Assembly, Cockpit, Fixed 

AS25050 Colors, Aeronautical Lights and Lighting Equipment, General Requirements for 

Copies of specifications, standards, drawings, and publications required by suppliers in connection with specific 
procurement functions should be obtained from the procuring activity or as directed by the contracting officer. 
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2.2 Specifications Military 

MIL-C-6781 Control Panel: Aircraft Equipment, Rack or Console Mounted 

MIL-M-8650 Mockups, Aircraft Construction of 

MIL-L-25467 Lighting, Integral, Red, Aircraft Instrument, General Specification for 

MIL-DTL-25866 Light, Emergency Exit, Aircraft LEU-1/A 

MIL-DTL-7788 Panels, Information, Integrally Illuminated 

2.3 Standards Military 

MIL-STD-203 Aircrew Station Controls and Displays; Location, Arrangement and Actuation of, for Fixed-Wing 
Aircraft 

MIL-STD-411 Aircrew Station Alerting Signals 

MIL-STD-810 Environmental Engineering Considerations and Laboratory Tests 

MIL-STD-3009 Lighting, Aircraft, Night Vision Imaging System (NVIS) Compatible 

MIL-STD-7080 Selection and Installation of Aircraft Electrical Equipment 

AIR FORCE-NAVY AERONAUTICAL 

AN3037 Light Assembly, Cabin Dome 

Copies of the above specifications and standards are available from DLA Document Services, Building 4/D, 700 Robbins 
Avenue, Philadelphia, PA 19111-5094, Tel: 215-697-6396, http://quicksearch.dla.mil/. 

3. REQUIREMENTS 

3.1 General Requirements 

3.1.1 Installation 

Interior lighting equipment shall be installed in accordance with MIL-STD-7080. 

3.1.2 Mockup 

The lighting mockup shall conform to MIL-M-8650 and as noted in 3.5.4 herein. 

3.1.3 Locations of Lighting Fixtures 

The locations of lighting fixtures shall be given careful consideration in order to provide satisfactory illumination, to prevent 
undesirable reflections in windshields, canopies and other enclosures, and to prevent glare from a direct or reflected view 
of lamps, lenses and surfaces.  Lighting installation shall conform to MIL-STD-203.  

3.1.4 Reflections 

Reflections of instruments and consoles in windshields and other enclosures shall be avoided.  If necessary, a suitable 
nonrigid shield shall be provided around the instrument panel or console. 
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3.1.5 Lighting Colors and NVIS Radiance 

3.1.5.1 Instrument Panel Light (IPL) Red or White 

The light emitted by the illumination source (either lamp, lamp-filter or LED or LED-filter combination), to illuminate the 
panel, shall conform to AS25050 if red or white. 

3.1.5.2 Instrument Panel Light (IPL) - NVG 

If NVG colors are required to illuminate the panel, the chromaticity limits and NVIS radiance requirements shall conform to 
MIL-STD-3009, not only on the panel but as reflected from any surrounding components. 

3.1.6 Lighting Power 

All lights shall operate from a power source compatible with the aircraft power bus noted in 3.5.10.3.3. 

3.1.7 Explosive Atmosphere 

Whenever a light is installed in an area normally containing an explosive vapor, the light shall be a vapor proof light 
conforming to the test requirements of MIL-STD-810, Method 511.5, Procedure II, explosion and flame arresting 
characteristics of equipment designed for that purpose.  Lights installed in areas which may contain explosive vapors 
shall be equipped with covers to prevent inadvertent breakage of the lamp(s). 

3.1.8 Mechanical Damage 

Whenever a light is installed so as to be subject to damage from cargo, passenger, or crew normal movement, it shall be 
protected by a cover to prevent breakage of the lamp(s). 

3.1.9 Control Configuration and Markings 

Control configuration and markings for information panels, control panels, and placards shall be chosen, arranged and 
marked in accordance with AS18012.   

3.2 Aircrew Station Signals 

Visual aircrew station signals, illuminated aircrew station signals shall conform to MIL-STD-203, MIL-STD-411, or 
MIL-STD-3009 as required. 

3.3 Circuit Breaker Panels 

Circuit breaker panels shall be lighted when the aircraft is designed for in-flight maintenance. 

3.4 Chart Board Lighting 

Chart boards not self-lighted shall be provided with lighting sufficient for reading maps and charts, and for navigation. 

3.5 Cockpit Lighting 

3.5.1 Instrument Lighting 

The instrument lighting shall conform to this specification, unless the contractor is authorized in writing by the procuring 
activity to install an alternate nonstandard instrument lighting system which does not conform to this specification.  The 
request for authorization to install an alternate lighting system shall be made before the lighting mockup inspection and 
shall include samples, photographs, drawings, or other data to indicate its superiority over the requirements of this 
specification for installation in the particular aircraft under consideration.  The right is reserved to require the contractor to 
mock up both the alternate and the standard installations. 
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