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RATIONALE 

This technical report is being stabilized because it covers technology, products, or processes which are mature and not 
likely to change in the foreseeable future. 

STABILIZED NOTICE 

This document has been declared “STABILIZED” by SAE G-3, Aerospace Couplings, Fittings, Hose, Tubing Assemblies 
Committee and will no longer be subjected to periodic reviews for currency. Users are responsible for verifying references 
and continued suitability of technical requirements. Newer technology may exist. 
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1. SCOPE: 

1.1 Scope: 

This SAE Aerospace Standard (AS) establishes the requirements for internally or 
externally swaged or welded sleeves or tube end adapters for use with 24° cone flareless 
fluid connection fittings per AS18280. 

1.2 Classification: 

Sleeves and tube end adapters shall be furnished in the types and styles designated by 
the applicable AS and other engineering standard drawings.  This specification is intended 
to serve as a procurement specification for the fittings described herein and in Section 6. 

2. REFERENCES: 

2.1 Applicable Documents: 

The following publications form a part of this document to the extent specified herein.  The 
latest issue of SAE publications shall apply.  The applicable issue of other publications 
shall be the issue in effect on the date of the purchase order.  In the event of conflict 
between the text of this document and references cited herein, the text of this document 
takes precedence.  Nothing in this document, however, supersedes applicable laws and 
regulations unless a specific exemption has been obtained. 
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