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SAE INDUSTRY TECHNOLOGIES CONSORTIA AEROSPACE STANDARDS AND PART QUALIFICATION PROGRAM
FOREWORD

On the 1% January 2015 the SAE Industry Technologies Consortia (SAE ITC) acquired the ADS Aerospace Standards, previously
known as the Society of British Aerospace Companies (SBAC) Aerospace Standards. The SAE ITC established in 2003 operates
as a trade association as part of the SAE International Enterprise providing a unique framework serving the automotive, aerospace,
and commercial vehicle sectors. Clients include private companies, government agencies, individuals, and trade associations.
Building consensus and breakthrough barriers to achieve solutions, and the ways by which those solutions take shape, are tailored
to each client’s individual needs.

The legal obligations and copyright authority of all Aerospace Standards that were issued by the ADS Group Limited are therefore
assigned / transferred to the SAE ITC.

These Standards are produced by the SAE ITC with the assistance of, and for the benefit of the Aerospace Industry, as part of a
continuous programme of Standardisation for Aerospace application under the control of the Technical Standards Committee (TSC)
of the SAE ITC.

SAE ITC Standards are published as part of the series of SAE ITC Aerospace Industry Standards, and where appropriate, additional
manufacturing and inspection requirements are issued as Reference Sheets (RS) or Technical Specifications (TS). It is the
responsibility of those using or specifying a Standard to ensure the product, process, or manufacturer so used or specified, is
appropriate for the task or role in question. The SAE ITC wishes to draw special attention to the fact Technical Specifications (TS)
include testing and procedures by which a user or Design Authority can establish whether a particular manufacturer, prima facie,
has the capability to produce hardware in accordance with the appropriate standards and related specifications.

The SAE ITC, its servants, or representatives accept no responsibility for the continued quality of hardware items produced against
the relevant drawings and specifications; this responsibility remains with the user.

Whilst the SAE ITC takes all reasonable care in the preparation of its Standards, neither the SAE ITC, its officers, employees,
servants, agents, or representatives, shall have any responsibility or liability whatsoever with respect to any act or omission (whether
negligent or not) of whatsoever nature, or in connection with the preparation of the Standards or any part thereof. These
responsibilities are those of the user or Design Authority. Users of SAE ITC Standards agree that any such liability on the part of the
SAE ITC is excluded to the maximum extent permitted by law. SAE ITC Standards may be changed from time to time, and both
users and manufacturers of these parts should ensure they are in possession of the latest issue of the Standards and supporting
documentation before adoption or the commencement of production.

It is recommended that Technical Specification TS260, Metallic Materials List of Alternative Material Standards, be consulted prior
to manufacture of SAE ITC products.

Each Standard is a facsimile or electronic reproduction of a master drawing and, therefore, any outline view scales stated are not
necessarily reproduced accurately. A Master Index of all SAE ITC Aerospace Standards is published separately on the SAE ITC
website.

All references to Standards include reference to RS and TS publications.

Details of this and any further information can be obtained from the SAE ITC.

SAE Industry Technologies Consortia provides that “This standard is published by SAE ITC to advance the state of technical and engineering sciences. The use of this
standard is entirely voluntary and its applicability and suitability for any particular use, including any patent infringement arising therefrom, is the sole responsibility of the user.”

Copyright © 2015 SAE ITC.

All rights reserved. No part of this publication may be reproduced, stored in a retrieval system or transmitted, in any form or by any means, electronic, mechanical,

photocopying, recording or otherwise, without prior written permission of SAE ITC.
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AS 18600 -18699] L6, L - w8 650
1SSUE ALY No 2. DIMENSIONS AND TOLERANCES, EXCEPT FOR THREADS, ARE IN MILLIMBTRES AL APPLY ASTER COATING. INCH CONVERZIONS
) _ PART No. AND MANUFAC TURERS _cmz,i_ni_moz ARE Il PARENTHESIS. TOLERAMCES ON LINEAR DIMELSIONS 6.mquoEW UNLESS OPHERWISE SPECIPIED.
HERE. -0,25(-.010]
E W _:w 6 SCALLOPS EQUALLY SPACED AND LOCATED 3. MANUFACTURE AND INSPECTION S.B.A.C. SPEC. NO. T.8.21.
WITHIN 0,25 (-OIO) EITHER tomo_“ TRUE POSITION. 4. UNDERHEAD RADIUS TO BE COLD ROLLED (SEE MANUFACTURING SPEC.) SURFACE TEXTURE 0,8 MICROLS (32 MICRO-INCHES).
.
s c 3°MAX, 19(-031) 5. THREADS TO BE ROLLED (SEE MAMJPACTURING SPEC.) SURPACE TEXTUKE 0,8 MICRONS {32 MICRO-INCHES).
w_..uzu.uw.n._qu Ross = E. Nmo >_11.0x. 6. BREAK SHARP EDGES 0,08 (,003) TO 0,38 (.215) UNLESS OTHERWISE SPECIFIED.
7. SURPACE TEXTURE: B.S.1134. ALL UNSPECIFIED SURFACES 6,3 MICRONS (250 MICRO-INCHES) .
- - g. i D 8. STRAIGHTNESS OF SHANK INCLUDING THREAD SHALL BE WITHIN 0,003 PSR ma (.003 PER IHCR) OF BOLT LEIGTH.
) : 9. SQUARENESS OF FACE E WITH DIANETER x AND THREAD SHALL BE ITMIN 0,08 (.0035) FULL INDICATCR MOVEMET .
10, CONCENTRICITY OF THREAD EFF. DIA. AND RELIEVED DIAMETER WITH DIAMETER x SHALL BE WITHIN 0,16 {.00¢)
FULL INDICATOR MOVEMENT.
i 11, CONCENTRICITY OF DIAMETER < AND DOUBLE HEXAGON OUTSIDE DIAMETER WITH DIAMETER x SHALL BE WITHIN
|_3,607(:142) BIAMETER. G, Q . 0,16 (.006) FULL INDICATOR MOVEMENT.
u.g:uﬁ i 12, HARDNESS:- 248-341 HB.
b Y J“.: . “”Mw DIAMETER: X Gif 3. DO NOT USE UNASSIGNED PART NUMBEES. INACTIVE AFTER 5th OCTOBER 1978
o ] it
M,w%nwwww CIAMETER : y Due to the introduction of bolts with full pitch UNJ thread
) 3 4
: AFTER form
MAX ] COATING. 1
o direct replacement.
15* BASIC POSITION OF 1800 SPL Y BEFORE N
T SCALLOPS RELATIVE TO 1633 SPLJ COATING
DOUBLE HEXAGON. X K X
PART [ moo, [TRCHES | PART | w.m. | INCHES PART
buwpza [0,25 | +.010] ™™ |T™CHES| wngme [30,25 [ +.010] ™% | VUS| wnepem 075 +eote| mem- | mHcHEs
-0,25 | -.010 0,25 | -.010 -0,25 | -.010
w,wwaMuw LS 318623 | 36,55 | 1.438] 20521 -8%8} is186u | 6 2.750] 33:8 | 2120
. ; 336,55 | 143855 T8 9,85 | 2.750 5532 | 2,060
22,1 .870 57,02 | 2.245
asvaez | 38,1 | rosoo J0ec | rplo | 4sv86u6 | 73,02 | 2.675| 55%5" | Blis
_.Nw 050)
0,23(010) ™ 3,E{122) MIN. 1518625 | 39,67 | 1.562| 2°67 | 92| asrseu8 | 76,2 | 3.000| 80,2 | 2.370
NGRS MR T AR mal . T 2
X ) ok . 2.4,95|
as1g61117,48 [ 608 | 0000 | Toyp | Ast8626 | 41,28 1625 [ 2307 | 1333 | asreeso | 79,38 | 3125 a5 | 20433,
- 10,97 432 26,87 | 1.058 66,55 | 2.620
0,0254 (001) MAX A518612|19,05 | 750 1576 | 132 518627 | 42,88 | 1.688 | 5050 | 'Tg38 318652 1 82,55 | 3.250 | ¢35 | 20560
> . 10,97 w32 28,45 1.120 69,72 2. Th5
as18613| 20,62 | 812 10200 | 7eqp | 4818628 [ alu5 | 1750 | 5693 | 4060 31865 | 85,72 | 3.375 | g5 | 2685
10,97 [ .32 30,02 | 1.182 72,9 | 2.870
asisow2z,22 | .875 |02l | 1iqs | as18629 Ju6,02 | 1812 ] 56757 | (14 318656 | 88,9 | 3.500 | 775, | 5lgi0
10,97 | - 432 o[ 31,62 voas . 76,07 | 2.995
v . 1318615(23,83 | 938 |yg'al | T ayp | As18630 47,62 1 1.875 | 35" )7 | 47 gy | AS18698 | 92,08 362502755 | 20935
10,97 [ .32 33,22 [ 1.308 79,25 | 3.120
As18616)25,4 | 1,000 _o“: a2 AS18631 | 49,23 | 1.938 307 | s AS18660 | 95,25 | 3.750 1232 | 3,060
10,97 | .432 3,8 | 1.370 82,42 | 3.25
4318617|26,97 | 1.062 .o”rm a2 4318632 | 50,8 | 2.000 vw.ﬁ 3310 4318662 | 98,42 | 3.875 80,9 | 3.185
12 . ! 37,97 | v.u
PERMISSIBLE DISTORTION DUE 1O ssrsersan,se | vazs (23] | 12 fameen f53,98 | 2125 | 3000 | 143
|| COLD ROLLING MUST BLEND OUT - o56 RTE B0
SMOOTHLY INTO SHANK AND HEAD AS18619(30,18 | 1.188 .w.mw ugg | 4518636 | 57,15 | 2.250 ww.s 1,560
Kw ﬂnxmwMzhm _Nmm_&_o;.Oz . .N > :
AD BEARI 15,75 | 620 4,32 1 1745
431862031,75 | 1.250 :.Vn 7 4818638 | 60,32 | 2.275 peie) _.mmw
ENLARGED VIEW AT Z. . 17,32 | .682 47,5 | 1.870
as18621{33,32 | 1. 312 |5 *eag |A51080 1 63,5 ] 2.500 40, |y gg
< 18,92 | .75 . e | 59,67 [ 1.9%5
A PREPARED BY THE ENGINE STANDARDIZATION PANEL. as18622| 30,92 | 12575 [1770" | Iggs | A31662 | 66,60 | 2.625 | 195 | 11935
UsSED SILVER PLATE TO NOT TO UMITS
SEE NOTE 3 sCal NOT [SEE NOTE 2,| THIRD ANGLE PROJECTION.
on HT [see note _ PT _cu.o. 39, L6 ] TSCALE | giown
ISSUED BY THE SOCIETY OF BRITISH AEROSPACE COMPANIES LTD. _ DESIGNED _ DRAWN ~ TRACED _ CHECKED _ Al _.m-. (X _ DATE _wo_.,_.. EXTERNALLY RELIEVED BODY-DOUBLE HEXAGON EXTENDED > w _@ O OOI _ m OO 0
1. KING STREET, ST. JAMES'S, LONDON, S.W.1. [B5 etio] WAL | WAL] walL | Byactead 10t~ 2 - GI|WASHER HEAD, CUPWASHER LOCKED, HR650  -187-32UNS-3A s
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