FEDERAL SUPPLY CLASS
= RATIONALE 5340
X
14 REMOVE AS4108 REQUIREMENT.
|l n
o| W w
- pz4 a' (@]
= ol a 3 - 5
E -
8 = g =~ 3:’ g ﬂ o * [Te}
® o Slesle @ Q5 M » S0
o — o™ Zly o) = L i 1]
7)) e o Yz o = e
~ o
I EE L TR 0 c|lE 3
. = I I f g NN
g L 2] ~ a x
e 2 _ | I B
g 8 A 8 ! = a W olz
e 2 P —1 > v |O
o ® V - 1 7 4 3 o <|=
¢t g A 8 35
o8 £ . UPSET SAFETY © ] P
53 2 = S| & @
a2 £ = LATCH S| W -
Fs 8 o ol S ——
42 § ' LI MAX |G MAX g ' 2PLACES
g3 £ i Tl | | 120 MAX
22 s < B MIN o
o & 3 < " “ © @ AMAX /14/
2o & = \ X
£3 2 e 0
o 1y o)
CE=I-d ::<
Eo O 2
g5 3 x °
€% 9
25 T — g
&8s N 0] ~\ O] s
$ € B zZ % <N Zu n,: <
£2 2 JLl = 23w o S
88 < 51z = STy M $
§E & QL2 « Q = o
S E o |E O ' S
s- 5 E s a)
2§ 8 ~ 0
w © Eel -
55 3 T e 2
Zs 3 o|o § [i4
82 g 3|z = -
35 » <|E (S Q
52 € 2|z * o
0g 3 Z &
3 £ 8
te2 £
53 & =
g5 = | &
Fo 5 UPSET 2 PLACES P
5% 3 &
£8 >
gz 2 FIGURE 1 - STANDARD PROFILE COUPLING N
58 2z &
as > @
op O o
O > = L
o=E © THIRD ANGLE PROJECTION 8
=3 h =
E®© o . . . _ ] [0}
EL S For more information on this standard, visit =
§ = 3 https://www.sae.org/standards/content/AS1895/1K/ ﬁm M
e € A+ B
- <
é g 3 KJ \\J
bx & CUSTODIAN: G-3/G-3A PROCUREMENT SPECIFICATION: AS1895 /3/
[ o
=
‘g% g AEROSPACE STANDARD
£ 3 AS1895™/1 REV.
T = COUPLING, V-RETAINER, SINGLE LATCH,
2= 2 INTERNATIONAL: TYPE | STANDARD PROFILE SHEET 1 OFD5 ocum é(nt g

Copyright © 2026 SAE International .
All rights reserved. No part of this publication may be reproduced, stored in a retrieval system, transmitted, in any form or by any means, electronic, mQ:QQMm%B!o§h@ rééalgnljl Ub
or otherwise, or used for text and data mining, Al training, or similar technologies, without the prior written permission of SAE.
TO PLACE A DOCUMENT ORDER:  Tel: 1-877-606-7323 (U.S. and Canada only) Tel: 1-724-776-4970 (outside U.S. and Canada)
. Fax: 724-776-0790 Email: CustomerService@sae.or: SAE WEB ADDRESS: http://www.sae.or
Full document details: SAE AS1895_1K @sae.org g


http://www.avadocuments.com/doc/sae-as1895-1k
http://www.avadocuments.com/doc/sae-as1895-1k

TABLE 1 - DIVENSIONS AND WEIGHTS

BASIC
NUMBER
AS1895/1
SIZE CODE  (TUBE LB/EA

AI1211171  SIZE) A B D E F G H R MAX
150 150  2.385 100 1.843 1.780 2656 968 1.410 2126 40
175 175 2635 150 1.880 1.857 2.906 875 1.425 2.250 41
200 200 2885 175 2.093 2.030 3.156 898 1.450 2.360 42
225 225  3.135 175 2.130 2.107 3.406 898 1.450 2485 44
250 250  3.385 190 2.343 2.280 3.656 925 1.475 2.569 46
275 275 3635 190 2.468 2.410 3.906 984 1.525 2.700 49
300 300 3885 190 2593 2530 4.156 1.000 1.550 2.824 51
325 325 4135 190 2.630 2.607 4.406 1.024 1575 2.950 54
350 350 4385 190 2.755 2.780 4.656 1.059 1.550 3.058 57
400 400 4885 250 3.015 2.972 5.156 1.024 1575 3.263 63
450 450 5385 250 3.265 3.222 5.656 1.109 1.600 3.519 67
500 500 5885 300 3.520 3.467 6.156 1.074 1.625 3.732 72
550 550  6.385 300 3.765 3.722 6.656 1.149 1.650 3.970 77
600 600  6.885 400 4015 3.972 7.156 1.400 1.675 4.208 81
650 650  7.385 400 4.265 4222 7.656 1.400 1.675 4.468 86
700 700 7885 450 4515 4.477 8.156 1.400 1.675 4724 93
750 750 8385 450 4765 4732 8.656 1.400 1.800 4.973 98
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