
 

AEROSPACE STANDARD 
COUPLING, V-RETAINER, DOUBLE LATCH, 

TYPE II LOW PROFILE 

 

 

A
S

18
95

™
/2

0 

Copyright © 2021 SAE International 
All rights reserved. No part of this publication may be reproduced, stored in a retrieval system or transmitted, in any form or by any means, electronic, mechanical, photocopying, 
recording, or otherwise, without the prior written permission of SAE. 
TO PLACE A DOCUMENT ORDER:  Tel: 877-606-7323 (inside USA and Canada) Tel: +1 724-776-4970 (outside USA) 
 Fax: 724-776-0790 Email: CustomerService@sae.org SAE WEB ADDRESS: http://www.sae.org 

IS
S

U
E

D
 1

99
2-

06
   

  R
E

A
F

F
IR

M
E

D
 2

01
3-

0
1 

   
 R

E
V

IS
E

D
 2

02
1-

06
 

THIRD ANGLE PROJECTION 

CUSTODIAN: G-3/G-3A 

 

R
E

V
. 

E
 

FEDERAL SUPPLY CLASS 
5340 

AS1895™/20 
SHEET 1 OF 4 

REV. 
E 

PROCUREMENT SPECIFICATION: AS1895 /3/ 

S
A

E
 E

xe
cu

tiv
e 

S
ta

nd
ar

ds
 C

om
m

itt
ee

 R
ul

es
 p

ro
vi

de
 th

at
: “

T
hi

s 
re

po
rt

 is
 p

ub
lis

he
d 

by
 S

A
E

 to
 a

dv
an

ce
 th

e 
st

at
e 

of
 t

ec
hn

ic
al

 a
nd

 e
ng

in
ee

rin
g 

sc
ie

nc
es

. 
T

he
 u

se
 o

f t
hi

s 
re

po
rt

 is
 

en
tir

el
y 

vo
lu

nt
ar

y,
 a

nd
 it

s 
ap

pl
ic

ab
ili

ty
 a

nd
 s

ui
ta

bi
lit

y 
fo

r 
an

y 
pa

rt
ic

ul
ar

 u
se

, 
in

cl
ud

in
g 

an
y 

pa
te

nt
 in

fr
in

ge
m

en
t a

ris
in

g 
th

er
ef

ro
m

, 
is

 t
he

 s
ol

e 
re

sp
on

si
bi

lit
y 

of
 th

e 
us

er
.”

 
 S

A
E

 r
ev

ie
w

s 
ea

ch
 t

ec
hn

ic
al

 r
ep

or
t a

t 
le

as
t 

ev
er

y 
fiv

e 
ye

ar
s 

at
 w

hi
ch

 ti
m

e 
it 

m
ay

 b
e 

re
vi

se
d,

 r
ea

ffi
rm

ed
, s

ta
bi

liz
ed

, 
or

 c
an

ce
lle

d.
 S

A
E

 in
vi

te
s 

yo
ur

 w
rit

te
n 

co
m

m
en

ts
 a

nd
 s

ug
ge

st
io

ns
. 

For more information on this standard, visit 
https://www.sae.org/standards/content/AS1895/20E/ 
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QPL DATE REQUIREMENT EXTENDED UNTIL JULY 2022. QUALIFICATION CONTINGENCY NOTE ADDED TO SECOND 
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FIGURE 1 - LOW PROFILE COUPLING 
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TABLE 1 - DIMENSIONS, TORQUE, AND WEIGHTS 

BASIC  
NUMBER  

AS1895/20  
SIZE CODE  
/1/ /2/ /16/ 

(TUBE 
SIZE) A B D F G H R 

/6/  
LB-IN  

TORQUE 
LB-EA  
MAX 

400 4.00 4.600 .100 2.903 4.916 1.150 1.600 3.240 100-115 .50 
450 4.50 5.100 .150 3.153 5.416 1.175 1.650 3.490 105-120 .56 
500 5.00 5.600 .200 3.403 5.916 1.200 1.675 3.700 105-120 .61 

           
550 5.50 6.100 .250 3.653 6.416 1.225 1.700 3.940 110-125 .65 
600 6.00 6.600 .300 3.903 6.916 1.400 1.725 4.170 110-125 .69 
650 6.50 7.100 .300 4.160 7.416 1.400 1.725 4.490 110-125 .74 

           
700 7.00 7.600 .300 4.410 7.916 1.400 1.725 4.700 110-125 .78 
750 7.50 8.100 .300 4.645 8.416 1.400 1.725 4.860 110-125 .82 

 
NOTES: 
 
/1/ 

TABLE 2 - COUPLING COMPONENT MATERIAL 

PART MATL TYPE SPEC REMARKS 

COUPLING HALVES 
NICKEL 
ALLOY 

718 AMS5662 SOLUTION AND PRECIPITATION HEAT TREATED. /2/ 

     
TRUNNION / CRES A286 AMS5731 SOLUTION AND PRECIPITATION HEAT TREATED OR 

EQUIVALENT MATERIAL PROPERTIES ACHIEVED BY 
COLD WORK. 

SADDLE WASHER   AMS5732 
   AMS5734 

   
AMS5737 

 

 
NICKEL  
ALLOY 

713 AMS5377 INVESTMENT CASTING. 

     
EYEBOLT CRES A286 AMS5731 /2/ AND /7/ 
   AMS5732  
   AMS5737  
     

SAFETY LATCH 
NICKEL  
ALLOY 

718 AMS5596 SOLUTION AND PRECIPITATION HEAT TREATED. 

     
SELF-LOCKING NUT CRES A286 AMS5731 /2/ AND /7/ 
   AMS5732  
     
EYEBOLT PIN CRES A286 AMS5731 SOLUTION AND PRECIPITATION HEAT TREATED. 
   AMS5732  
     
WASHER CRES 303 OR 304 AMS5640  
   AMS5313  
     
DRIVE SCREW CRES 302HQ   
 CRES 305   
 CRES A286   

 

 
NICKEL  
ALLOY 

 
718 
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