FEDERAL SUPPLY CLASS
5340

RATIONALE

NEW RELEASE FOR DOUBLE LATCH STANDARD PROFILE 6.50 TO 7.50 DIAMETER WITH QPL.
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This report is published by SAE to advance the state of technical and engineering sciences. The use of this report is

entirely voluntary, and its applicability and suitability for any particular use, including any patent infringement arising therefrom, is the sole responsibility of the user.”
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FIGURE 1 - STANDARD PROFILE COUPLINGS

THIRD ANGLE PROJECTION
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For more information on this standard, visit |
https://www.sae.org/standards/content/AS1895/25/ @ . i} .

SAE reviews each technical report at least every five years at which time it may be revised, reaffirmed, stabilized, or cancelled. SAE invites your written comments and suggestions.
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TABLE 1 - DIVENSIONS AND WEIGHTS

BASIC
NUMBER
AS1895/22 A286 718
SIZE 2 M
CODE (TUBE LBEA  LB/EA
AI12/17]  SIZE) A B D F G H R MAX MAX
650 6.50 7.385 300 4294 7718 1.400 1725 4534 91 94
700 7.00 7.885 300 4547 8.218 1.400 1.725 4768 98 1.01
750 7.50 8.385 300 4773 8.718 1.400 1.725 4.975 1.05 1.09
NOTES:
1
TABLE 2 - COUPLING COMPONENT MATERIAL
PART MATL TYPE SPEC REMARKS
COUPLING HALVES CRES A286 AMS5525 SOLUTION PRECIPITATION
AMS5732 HEAT TREATED. /2/
NICKEL 18 AMS5596
ALLOY AMS5662
TRUNNION/ CRES A286 AMS5731 SOLUTION AND PRECIPITATION
SADDLE WASHER AMS5732 HEAT TREATED OR EQUIVALENT
AMS5734 MATERIAL PROPERTIES ACHIEVED
AMS5737 BY COLD WORK.
NICKEL 13 AMS5377 INVESTMENT CASTING.
ALLOY
EYEBOLT CRES A286 AMS5731 /2/ AND 17/
AMS5732
AMS5737
SAFETY LATCH NICKEL SOLUTIONS AND PRECIPITATION
ALLOY 718 AMS5596 HEAT TREATED.
SELF-LOCKING CRES A286 AMS5731 /2/ AND /7/
NUT AMS5732
AMS5737
EYEBOLT PIN CRES A286 AMS5731 SOLUTION AND PRECIPITATION
AMS5732 HEAT TREATED.
WASHER CRES 303 OR 304 AMS5640
AMS5513
HINGE PIN CRES A286 AMS5731 SOLUTION AND PRECIPITATION
AMS5732 HEAT TREATED.
AMS5734
AMS5737
DRIVE SCREW CRES 302HQ
CRES 305
CRES A286
NICKEL
ALLOY 718
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