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For more information on this standard, visit 
https://www.sae.org/standards/content/AS1895/4K/ 

 
 

RATIONALE 
 

REMOVE AS4108 REQUIREMENT. 
 

 
 

FIGURE 1 - LOW PROFILE COUPLING 
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TABLE 1 - DIMENSIONS, TORQUE, AND WEIGHTS 

BASIC 
NUMBER 
AS1895/4 

SIZE CODE 
/1/ /2/ /16/ 

(TUBE 
SIZE) A B D E F G H R 

LB-IN 
TORQUE 

/6/ 
LB/EA 
MAX 

100 1.00 1.600 .100 1.403 1.387 1.916   .840 1.410 1.860   55-  70 .34 
125 1.25 1.850 .150 1.528 1.512 2.166   .850 1.410 2.020   55-  70 .34 
150 1.50 2.100 .150 1.653 1.637 2.416   .850 1.410 2.110   55-  70 .35 

            
175 1.75 2.350 .150 1.778 1.762 2.666   .875 1.425 2.220   55-  70 .36 
200 2.00 2.600 .175 1.903 1.887 2.916   .900 1.450 2.330   70-  85 .38 
225 2.25 2.850 .175 2.028 2.012 3.166   .925 1.475 2.440   75-  90 .39 

            
250 2.50 3.100 .190 2.153 2.137 3.416   .925 1.475 2.550   75-  90 .40 
275 2.75 3.350 .190 2.278 2.262 3.666   .950 1.525 2.700   75-  90 .42 
300 3.00 3.600 .190 2.403 2.387 3.916   .950 1.550 2.800   85-100 .43 

            
325 3.25 3.850 .210 2.528 2.512 4.166 1.100 1.575 2.920   90-105 .44 
350 3.50 4.100 .210 2.653 2.637 4.416 1.125 1.600 3.030   95-110 .45 
400 4.00 4.600 .100 2.903 2.887 4.916 1.385 1.700 3.240 100-115 .48 

            
450 4.50 5.100 .150 3.153 3.137 5.416 1.445 1.750 3.490 105-120 .54 
500 5.00 5.600 .200 3.403 3.387 5.916 1.470 1.775 3.700 105-120 .59 
550 5.50 6.100 .250 3.653 3.637 6.416 1.495 1.800 3.940 110-125 .62 

            
600  6.00 6.600 .300 3.903 3.887 6.916 1.670 1.825 4.170 110-125 .66 
650 6.50 7.100 .300 4.153 4.137 7.416 1.670 1.850 4.400 110-125 .73 
700 7.00 7.600 .300 4.403 4.387 7.916 1.670 1.850 4.630 110-125 .77 

            
750 7.50 8.100 .300 4.653 4.637 8.416 1.670 1.850 4.860 110-125 .80 

 
  

Full document details: SAE AS1895_4K

http://www.avadocuments.com/doc/sae-as1895-4k
http://www.avadocuments.com/doc/sae-as1895-4k

