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THIRD ANGLE PROJECTION 

CUSTODIAN: G-3/G-3D 
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PROCUREMENT SPECIFICATION: AS1339 /13/ 
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For more information on this standard, visit 
https://www.sae.org/standards/content/AS1914E/ 
 

 
RATIONALE 

 
PROCUREMENT SPECIFICATION NOTE UPDATED TO CURRENT VERBIAGE TO INCLUDE “VAD” REFERENCE. 
DESCRIPTION OF PART NUMBER CODING IN NOTE 22 REVISED TO SPECIFY CORRECT PART NUMBER CODE. 

 

FIGURE 1 - HOSE AND FITTING DIMENSIONS 

 

FIGURE 2 - FITTINGS (ENLARGED VIEW) 
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FIGURE 3 - ABRASION SLEEVE RETENTION 

 

FIGURE 4 - FITTING ANGULAR ORIENTATION 

 

FIGURE 5 - ALTERNATE ELBOW CONFIGURATION /21/ 
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FIGURE 6 - INTEGRAL FIRESLEEVE CUFF DIMENSIONS - SEE TABLE 7 /28/ 

 

FIGURE 7 - FITTING CAPTURED INTEGRAL ABRASION SLEEVE WITH FLUID BARRIER /29/ 

TABLE 1 - HOSE AND FITTING DIMENSIONS A-E 

HOSE 
ASSEMBLY 

AS1914 
SIZE CODE 

SIZE 
(REF) 

THREAD T 
PER AS8879 

(REF) 
A 

MAX 

B /2/ 
DIA 
MIN 

C 
HEX 

(REF) 

 
 

E 
MIN 

 
 

E 
MAX 

E   .250     .4375-24 UNJS-3B 1.69 .135      .56   .795   .983 
G   .375     .5625-20 UNJS-3B 2.21 .240      .69 1.000 1.125 
        

H   .500     .7188-20 UNJS-3B 2.10 .340      .88 1.033 1.240 
J   .625     .8438-18 UNJS-3B 2.29 .410    1.00 1.258 1.445 
        

K   .750   1.0000-16 UNJ-3B 2.79 .510    1.125 1.530 1.954 
M 1.000   1.2500-14 UNJS-3B 3.20 .760    1.50 1.795 1.920 
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