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1. PURPOSE AND SCOPE:

This aerospace standard provides the essential design, installation and removal standard for AS 3078 
inserts and AS 3077 lockrings and is applicable when specified on engineering drawings, or in 
procurement documents.

2. APPLICABLE DOCUMENTS:

The following publications form a part of this specification to the extent specified herein.  The latest 
issue of Aerospace Material Specifications and Aerospace Standards shall apply.  The applicable 
issue of other documents shall be as specified in AMS 2350.

2.1 SAE Publications:

Available from SAE, 400 Commonwealth Drive, Warrendale, PA 15096.

2.1.1 Aerospace Standards:

AS 568 Aerospace Size Standard for O-Rings
AS 1958 Port-Fluid Connection, Ring Locked Insert, Standard Dimensions for
AS 3077 Lockring - Fluid Connection Boss Insert, Internal Straight Thread
AS 3078 Insert - Fluid Connection Boss, Internal Straight Thread

2.2 U.S. Government Publications:

Available from Commanding Officer, Naval Publications and Forms Center, 5801 Tabor Avenue, 
Philadelphia, PA 19120.

2.2.1 Federal Specifications:

TT-P-1757 Primer Coating, Zinc Chromate, Low-Moisture-Sensitivity
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3. GENERAL DESIGN INFORMATION:

3.1 These inserts and lockrings provide a semi-permanent hydraulic port primarily for use in 3000 psi 
fluid systems.

3.2 Inserts as in AS 3078 and lockrings as in AS 3077 installed per this document into ports as in 
AS 1958 shall have for design purposes a stand-off per dimension "S" in Table I.

3.3 O-ring size as in Table I and AS 568 must be used.  The O-ring compound shall be specified by the 
using activity and shall be selected based on system fluid and temperature.

3.4 The lockring shall be preassembled to the insert and driven into the mating port after the insert has 
been torqued to the values in Table I.  This prevents the insert from rotating in the port during 
assembly and disassembly of a fitting and also eliminates the necessity of lock wiring the insert.

3.5 Insert removal is accomplished by lifting the lockring out of the port using a removal tool.

4. DESIGN REQUIREMENTS:

4.1 Minimum data to be specified on engineering drawing or specification.

4.1.1 Location of port.

4.1.2 Specify port size and dimensions per AS 1958.

4.1.3 Specify insert size per AS 3078.

4.1.4 Specify lockring size per AS 3077.

4.1.5 Specify O-ring size and compound (see 3.3).

4.1.6 Install insert per AS 1959.

4.1.7 Corrosion protection is specified in 5.3.6.  If materials or fluids require primer different from zinc 
chromate primer or if an additional sealant is required, it shall be specified.

4.1.8 Leakage testing is specified in 6.1.  When testing other than that shown, it shall be specified.
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