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 SAE values your input. To provide feedback 
 on this Technical Report, please visit  
 http://standards.sae.org/AS20659G 

 
 

RATIONALE 
 
UPDATE REQUIRED TO ADD THE MISSING 1/4 INCH STUD SIZE LUGS FOR THE 22-18, 16-14, AND 12-10 GAUGE 
TERMINAL LUGS IN TABLE 1 – DIMENSIONS ON PAGE 3. 
 

NOTICE 
 
THE COMPLETE REQUIREMENTS FOR PROCURING THE PRODUCT DESCRIBED HEREIN SHALL CONSIST OF THIS 
DOCUMENT AND THE LATEST ISSUE OF AS7928.  

 

 
 

                                    

WIRE INSULATION GRIP OPTIONS  

FIGURE 1 - TERMINAL AND WIRE INSULATION GRIPS FOR WIRE SIZE 22 THRU 14  

Full document details: SAE AS20659G

http://www.avadocuments.com/doc/sae-as20659g
http://www.avadocuments.com/doc/sae-as20659g
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FIGURE 2 - TERMINALS FOR WIRE SIZE 12 THRU 0000 (NO WIRE INSULATION GRIP) 

Full document details: SAE AS20659G

http://www.avadocuments.com/doc/sae-as20659g
http://www.avadocuments.com/doc/sae-as20659g
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TABLE 1 - DIMENSIONS 

 
DASH 
NO. 
TIN 

DASH 
NO. 

NICKEL 
WIRE 
SIZE 

STUD 
SIZE 

A 
MAX 

B 
MIN 

C 
MIN 

RADIUS 

D 

E 
DIA 2/ 

F 
DIA 3/ 

G DIA 
J 

DIA 
MIN 4/ 

W & H 1/ 

MAX MIN MAX MIN MAX MIN 

167 267 

22-18 

2 
(0.086) 

  .890 

.250 

.115 

.045 .023 
.140 
.115 

.073 

.052 

.098 .090 

.120 

.260 .178 

138 238 
4 

(0.112) 
  .890 .125 .122 .114 .260 .178 

101 201 
6 

(0.138) 
  .890 .125 .152 .142 .260 .210 

102 202 
10 

(0.190) 
  .968 .172 .203 .193 .320 .305 

168 268 
1/4 

(0.250) 
1.116 .265 .275 .260 .438 .406 

161 261 
5/16 

(0.312) 
1.187 .284 .338 .323 .540 .450 

125 225 
3/8 

(0.375) 
1.308 .328 .400 .385 .540 .520 

162 262 
1/2 

(0.500) 
1.530 .378 .525 .510 .733 .703 

139 239 

16-14 

4 
(0.112) 

.947 

.250 

.125 

.053 .029 
.162 
.145 

.095 

.081 

.122 .114 

.153 

.266 .234 

103 203 
6 

(0.138) 
.955 .172 .152 .142 .327 .297 

126 226 
6 

(0.138) 
.947 .125 .152 .142 .266 .234 

104 204 
10 

(0.190) 
.955 .172 .203 .193 .327 .234 

169 269 
1/4 

(0.250) 
1.135 .265 .275 .260 .438 .406 

163 263 
5/16 

(0.312) 
1.249 .284 .338 .323 .540 .450 

127 227 
3/8 

(0.375) 
1.290 .328 .400 .385 .540 .520 

164 264 
1/2 

(0.500) 
1.593 .378 .525 .510 .733 .703 

165 265 

12-10 

6 
(0.138) 

.955 

.250 

.202 

.080 .037 
.230 
.210 

.139 

.129 

.152 .142 

  

.317 .290 

105 205 
10 

(0.190) 
.969 .172 .203 .193 .391 .365 

170 270 
1/4 

(0.250) 
1.093 .265 .275 .260 .484 .453 

106 206 
5/16 

(0.312) 
1.156 .296 .338 .323 .547 .485 

128 228 
3/8 

(0.375) 
1.172 .328 .400 .385 .598 .536 

166 266 
1/2 

(0.500) 
1.718 .378 .525 .510 .733 .703 

140 240 

8 

8 
(0.164) 

1.150 

.315 

.234 

.084 .038 
.272 
.260 

.186 

.176 

.178 .168 

  

.429 .386 

107 207 
10 

(0.190) 
1.150 .234 .203 .193 .429 .386 

141 241 
1/4 

(0.250) 
1.219 .265 .275 .260 .478 .435 

108 208 
5/16 

(0.312) 
1.297 .296 .338 .323 .590 .547 

129 229 
3/8 

(0.375) 
1.297 .328 .400 .385 .590 .547 

142 242 
1/2 

(0.500) 
1.545 .440 .525 .510 .833 .680 

 

Full document details: SAE AS20659G

http://www.avadocuments.com/doc/sae-as20659g
http://www.avadocuments.com/doc/sae-as20659g

