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RATIONALE 
 
THESE BEARINGS ARE RARELY USED TODAY AND THE DOCUMENT WILL BE STABILIZED. 
 

STABILIZED NOTICE 
 
THIS DOCUMENT HAS BEEN DECLARED "STABILIZED" BY THE SAE ACBG PLAIN BEARING COMMITTEE AND WILL 
NO LONGER BE SUBJECTED TO PERIODIC REVIEWS FOR CURRENCY. USERS ARE RESPONSIBLE FOR 
VERIFYING REFERENCES AND CONTINUED SUITABILITY OF TECHNICAL REQUIREMENTS. NEWER TECHNOLOGY 
MAY EXIST. 

Full document details: SAE AS21155C

https://www.sae.org/standards/content/PRODCODE/
http://www.avadocuments.com/doc/sae-as21155c
http://www.avadocuments.com/doc/sae-as21155c
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FIGURE 1 – PART CONFIGURATION 

TABLE 1 - DIMENSIONS AND LOADS 

 
 
 

DASH 
NO. 

 
 
 

Ø B 
+.0000 
–.0005 

 
 
 

Ø D 
+.0000 
–.0005 

 
 
 

H 
±.005 

 
 
 

Ø K 

 
 
 

L 
±.005 

(a) 

 
 
 

Ø M 
MIN. 

 
 
 

Q° 
MIN. 

 
 
 

W 
+.000 
–.002 

ALLOY STEEL ALUMINUM BRONZE 
RADIAL 
STATIC 
LIMIT 
LOAD 

(b) 

AXIAL 
STATIC 
LIMIT 
LOAD 

(c) 

RADIAL 
STATIC 
LIMIT 
LOAD 

(b) 

AXIAL 
STATIC 
LIMIT 
LOAD 

(c) 
  -03   .1900   .5625 .218 

.047 .062 
  .293 

10 

  .281   4600   2100   2800     850 
  -04   .2500   .6562 .250   .364   .343   7080   2800   4300   1100 
  -05   .3125   .7500 .281 

.062 .078 

  .419   .375   8500   3550   5200   1400 
  -06   .3750   .8125 .312   .475 9   .406 11050   4400   6750   1760 
  -07   .4375   .9062 .343   .530 

8 

  .437 13900   5400   8500   2150 
  -08   .5000 1.0000 .390   .600   .500 18850   7050 11500   2800 
  -09   .5625 1.0937 .437   .670   .562 25500   8900 15600   3550 
  -10   .6250 1.1875 .500 

.078 .093 

  .739   .625 31950 11700 19500   4650 
  -12   .7500 1.4375 .593   .920   .750 46750 16500 28500   6575 
  -14   .8750 1.5625 .703   .980   .875 62750 23300 38300   9300 
  -16 1.0000 1.7500 .797 1.118 9 1.000 83350 30000 51000 12000 

(a) RACE ID GROOVE (L DIMENSION) AND HOLE DIAMETER TO BE MEASURED BEFORE BEARING ASSEMBLY BUT 
SWAGING SHALL NOT PREVENT GREASE FLOW. 

(b) THESE BEARINGS MAY EXPERIENCE SOME METAL YIELDING AT THE RADIAL STATIC LIMIT LOADS LISTED. 

(c) THE LIMIT AND ULTIMATE AXIAL LOAD CAPACITY OF THE BEARING CAN BE ACHIEVED ONLY WHEN THE SIDE 
FACE INSIDE THE GROOVE IS SUPPORTED AS DEFINED IN AS8976. 
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