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FIGURE 1 — PART CONFIGURATION

TABLE 1 — DIMENSIONS AND STRENGTHS

DASH 28 @D H w oM Q STA"—I-IOCAEIMIT OSCILLATING BgEoAkg'\?V[;\Y WT LB
NO [ +0000 1140000 - o [ +000 |y [y | RaDAL [axaL | EORREET MRS M
-3 .1900 5625 .218 .281 .293 10 3975 150 1500 0.5-5.0 .020
-4 .2500 .6562 .250 .343 .364 10 6040 430 2320 1.0-5.0 .020
-5 3125 .7500 .281 375 419 10 8750 700 3430 1.0-5.0 .030
-6 .3750 .8125 312 .406 475 9 10 540 1100 4200 1.0-5.0 .040
-7 4375 .9062 .343 437 530 8 13 200 1400 5700 1.0-5.0 .050
-8 .5000 1.0000 .390 .500 .600 8 17 900 2100 7900 1.0-5.0 .070
-9 5625 1.0937 437 .562 670 8 23 200 3680 10 300 1.0-5.0 .090
-10 .6250 | 1.1875 .500 .625 739 8 30 500 4720 13 400 1.0-5.0 120
-12 .7500 1.4375 593 .750 .920 8 46 400 6750 19 700 1.0-5.0 .210
-14 .8750 1.5625 .703 875 .980 8 62 300 9350 26 100 2.0-8.0 270
-16 1.0000 | 1.7500 797 1.000 1.118 9 82 200 12 160 34 100 2.0-8.0 .390
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