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 SAE values your input. To provide feedback 
 on this Technical Report, please visit  
 http://standards.sae.org/AS21447C 

 
RATIONALE 

 
THIS CHANGE IS TO BRING WASHER MATERIAL INTO ALIGNMENT WITH OTHER INDUSTRY STANDARDS. 
CORRECTED OUTER RING ID SURFACE FINISH. REMOVED REFERENCE TO “W” CALLOUT IN NOTE 2.  
 

NOTICE 
 
THE COMPLETE REQUIREMENTS FOR PROCURING THE PRODUCT DESCRIBED HEREIN SHALL CONSIST OF THIS 
DOCUMENT AND THE LATEST ISSUE OF AS39901. 
 

 

FIGURE 1 

TABLE 1 

 

  

Full document details: SAE AS21447C
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BEARING, ROLLER, NEEDLE, TRACK ROLLER, 
CROWN RADIUSED OD INTEGRAL STUD, 

TYPE VII ANTIFRICTION, INCH 
 

TABLE 2 - TOLERANCE VALUES 

Ø d 
BASIC 

STUD DIA 

ALLOWABLE 
DEVIATION 
FROM d OF 

SINGLE MEAN 
DIA, dmp 

ALLOWABLE 
DEVIATION 

FROM COTTER 
PIN DIA, 

d1  

Ø D 
BASIC 

OUTER RING 
OUTSIDE DIA 

ALLOWABLE 
DEVIATION 
FROM D OF 

SINGLE MEAN 
DIA, Dmp 

ALLOWABLE 
DEVIATION 

FROM OUTER 
RING WIDTH 

C 

OVER INCL HIGH LOW HIGH LOW  OVER INCL HIGH LOW HIGH LOW 

.1250 .5000 +0 -.0015 +.010 -0  .4375 1.1250 +.0010 -.0005 +0 -.005 

 
REQUIREMENTS: 
 
1. MATERIAL: 
 

a. OUTER RING AND NEEDLES: 52100 STEEL PER AMS6440, AMS6444, AMS6447, OR ASTM A295/A295M. 
 
b. STUD: 52100 STEEL PER AMS6440 OR 8620 STEEL PER AMS6274. 
 
c. ENDWASHER: 52100 STEEL PER AMS6440 OR 1010, 1018, 1070 THRU 1095, 1117 OR 1231 STEEL PER AIR4127. 
 
d. SEALS: POLYAMIDE (NYLON) PER L-P-410, TYPE 6/6 WEAR RESISTANT GRADE OR ACETAL COPOLYMER WITH LUBRICANT 

FILLERS PER ASTM D6778, OR THERMOPLASTIC POLYESTER ELASTOMER WITH ADDITIVES. 
 
2. HEAT TREAT: 
 

a. OUTER RING: HARDEN AND TEMPER TO 58 TO 62 HRC. 
 
b. NEEDLES: HARDEN AND TEMPER TO 60 TO 64 HRC. 
 
c. ENDWASHER: HARDEN AND TEMPER TO 52 TO 56 HRC. 1010, 1018, 1117, OR 1213 HARDENED TO A DEPTH OF .005 MINIMUM 

WITH A SURFACE HARDNESS OF 51 TO 59 HRC ON THE WEAR SURFACE. REMAINDER MAY BE SOFTENED FOR 
MANUFACTURING. 

 
d. STUD (RACEWAY): CARBURIZE WITH A SURFACE HARDNESS OF 60 HRC MINIMUM OR INDUCTION HARDEN TO 60 HRC 

MINIMUM. 
 
e. STUD (FLANGE): SURFACE HARDNESS 51 HRC MINIMUM. 
 
f. STUD (SHANK): HARDEN AND TEMPER TO 36 TO 46 HRC. 

 
3. SURFACE TREATMENT: 
 

a. OUTER RING: CHROME PLATE PER AMS2460, CLASS 2. OD AND CORNERS .0004 TO .0010 INCH THICKNESS. FACES MINIMUM 
.0003 INCH THICKNESS. 

 
b. ENDWASHER: ALL EXPOSED SURFACES ZINC-NICKEL IN ACCORDANCE WITH AMS2417, TYPE 2, GRADE B, OR CADMIUM 

PLATED IN ACCORDANCE WITH AMS-QQ-P-416, TYPE I, CLASS 2, WITH A THICKNESS OF .0003 TO .0006 INCH. 
 
c. STUD: ALL EXPOSED SURFACES ZINC-NICKEL IN ACCORDANCE WITH AMS2417, TYPE 2, OR CADMIUM PLATED IN 

ACCORDANCE WITH AMS-QQ-P-416, TYPE I, CLASS 2, WITH A THICKNESS OF .0003 TO .0006 INCH. 
 
 IF ZINC-NICKEL PLATING IS REQUIRED ON ENDWASHER AND STUD, ADD THE LETTER “E”. NO CODE DESIGNATES CADMIUM 

PLATING IS REQUIRED. 
 
4. MARKING: THE MARKING SHALL CONSIST OF THE MS PART NUMBER AND THE MANUFACTURER’S CAGE CODE MARKED IN 

ACCORDANCE WITH MIL-STD-130 AND LOT CONTROL NUMBER IF SPACE IS AVAILABLE. 
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