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For more information on this standard, visit 
https://www.sae.org/standards/content/AS21916H/ 

 
 

RATIONALE 
 
FITTING END DESIGN REVERTED FROM AS4375 TO AS33514 TO COINCIDE WITH END DESIGN BEING SPECIFIED 
ON AS219XX PART STANDARDS. TOLERANCE ADDED TO HEXAGON CHAMFER. 

 
NOTICE 

 
THE INITIAL SAE PUBLICATION OF THIS DOCUMENT WAS TAKEN DIRECTLY FROM U.S. MILITARY STANDARD 
MS21916. THIS SAE STANDARD MAY RETAIN THE SAME PART NUMBERS ESTABLISHED BY THE ORIGINAL 
MILITARY DOCUMENT. 
 
ANY REQUIREMENTS ASSOCIATED WITH QUALIFIED PRODUCTS LISTS (QPL’S) MAY CONTINUE TO BE 
MANDATORY FOR DoD CONTRACTS. REQUIREMENTS RELATING TO QPL’S HAVE NOT BEEN ADOPTED BY SAE 
FOR THIS STANDARD AND ARE NOT PART OF THIS SAE DOCUMENT. 
 

  
 

FIGURE 1 - REDUCER, EXTERNAL THREAD, FLARELESS TUBE 
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TABLE 1A - DIMENSION E 
 

 
DASH 
NO. 
/5/ 

LARGE END (PORT #1)              SMALL END (PORT #2) 

    E 
      MIN   MAX 

NOMINAL 
TUBE 
SIZE 
REF 

(T) THREAD 
AS8879  

NOMINAL 
TUBE 
SIZE 
REF 

(R) THREAD 
AS8879 

  -3-2   .188   .3750-24 UNJF-3A    .125   .3125-24 UNJF-3A      .615-  .628 
  -4-2   .250   .4375-20 UNJF-3A    .125   .3125-24 UNJF-3A      .678-  .691 
  -4-3   .250   .4375-20 UNJF-3A    .188   .3750-24 UNJF-3A      .678-  .691 

        
  -5-4   .313   .5000-20 UNJF-3A    .250   .4375-20 UNJF-3A      .740-  .753 
  -6-2   .375   .5625-18 UNJF-3A    .125   .3125-24 UNJF-3A      .803-  .816 
  -6-3   .375   .5625-18 UNJF-3A    .188   .3750-24 UNJF-3A      .803-  .816 
         
  -6-4   .375   .5625-18 UNJF-3A    .250   .4375-20 UNJF-3A     .803-  .816 
  -6-5   .375   .5625-18 UNJF-3A    .313   .5000-20 UNJF-3A     .803-  .816 
  -8-2   .500   .7500-16 UNJF-3A    .125   .3125-24 UNJF-3A     .990-1.003 

       
  -8-3   .500   .7500-16 UNJF-3A    .188   .3750-24 UNJF-3A     .990-1.003 
  -8-4   .500   .7500-16 UNJF-3A    .250   .4375-20 UNJF-3A     .990-1.003 
  -8-5   .500   .7500-16 UNJF-3A    .313   .5000-20 UNJF-3A     .990-1.003 

       
  -8-6   .500   .7500-16 UNJF-3A    .375   .5625-18 UNJF-3A     .990-1.003 
-10-4   .625   .8750-14 UNJF-3A    .250   .4375-20 UNJF-3A   1.113-1.128 
-10-6   .625   .8750-14 UNJF-3A    .375   .5625-18 UNJF-3A   1.113-1.128 

       
-10-8   .625   .8750-14 UNJF-3A    .500   .7500-16 UNJF-3A   1.113-1.128 
-12-4   .750 1.0625-12 UNJ-3A    .250   .4375-20 UNJF-3A   1.363-1.380 
-12-5   .750 1.0625-12 UNJ-3A    .313   .5000-20 UNJF-3A   1.363-1.380 

       
-12-6   .750 1.0625-12 UNJ-3A    .375   .5625-18 UNJF-3A   1.363-1.380 
-12-8   .750 1.0625-12 UNJ-3A    .500   .7500-16 UNJF-3A   1.363-1.380 
-12-10   .750 1.0625-12 UNJ-3A    .625   .8750-14 UNJF-3A   1.363-1.380 

       
-16-4 1.000 1.3125-12 UNJ-3A    .250   .4375-20 UNJF-3A   1.613-1.630 
-16-10 1.000 1.3125-12 UNJ-3A    .625   .8750-14 UNJF-3A   1.613-1.630 
-16-12 1.000 1.3125-12 UNJ-3A    .750 1.0625-12 UNJ-3A   1.613-1.630 

       
-20-4 1.250 1.6250-12 UNJ-3A    .250 .4375-20 UNJF-3A   1.863-1.880 
-20-12 1.250 1.6250-12 UNJ-3A    .750 1.0625-12 UNJ-3A   1.863-1.880 
-20-16 1.250 1.6250-12 UNJ-3A  1.000 1.3125-12 UNJ-3A   1.863-1.880 

       
-24-16 1.500 1.8750-12 UNJ-3A  1.000 1.3125-12 UNJ-3A   2.109-2.135 
-24-20 1.500 1.8750-12 UNJ-3A  1.250 1.6250-12 UNJ-3A   2.109-2.135 
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