FEDERAL SUPPLY CLASS
. 6145
o <
o RATIONALE
SPECIFICATION UPDATED TO INCLUDE AS29606 CONDUCTOR REQUIREMENTS, ROHS RESTRICTIONS AND
AS22759 MODIFICATIONS.
-
o
- NOTICE
=
=
'c_n THE COMPLETE REQUIREMENTS FOR PROCURING THE PRODUCT DESCRIBED HEREIN SHALL CONSIST OF THIS
2 DOCUMENT AND THE LATEST ISSUE OF AS22759.
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REQUIREMENT: ALL REQUIREMENTS SHALL CONSIST OF THIS DOCUMENT AND THE LATEST ISSUE OF AS22759.
1. WIRE CONSTRUCTION

WIRE CONSTRUCTION SHALL BE IN ACCORDANCE WITH FIGURE 1, TABLE 1, 2, 3, AND 4.

TABLE 2 - WIRE INSULATION MATERIAL

TAPE CODE | THICKNESS (NOM) MATERIAL
1 0012 .00045 (FP)/.00065 (POLYIMIDE)/.0001 (FP)
2 .002 FP (UNSINTERED)
3 0025 FP (UNSINTERED)
TABLE 3 - TAPE OVERLAP REQUIREMENTS 1/
WRAP 1 WRAP 2 NOMINAL
PERCENT PERCENT WALL
WIRE | TAPE | OVERLAP | TAPE | OVERLAP | THICKNESS
SIZE | CODE | MIN | MAX | CODE | MIN | MAX (MILS)
26 1 50.5 | 54.0 2 50.5 | 54.0 5.8
24 1 50.5 | 54.0 2 505 | 54.0 5.8
22 1 50.5 | 54.0 2 50.5 | 54.0 5.8
20 1 50.5 | 54.0 2 50.5 | 54.0 5.8
18 1 50.5 | 54.0 2 505 | 54.0 5.8
16 1 50.5 | 54.0 2 505 | 54.0 5.8
14 1 50.5 | 54.0 2 505 | 54.0 5.8
12 1 505 | 54.0 3 50.5 | 54.0 6.7
10 1 50.5 | 54.0 3 505 | 54.0 6.7

1/ WRAP 1 IS THE INNERMOST TAPE WHICH IS IN CONTACT WITH THE
CONDUCTOR WITH THE .00045 INCH FP SIDE OF THE TAPE AGAINST THE
CONDUCTOR.
2.  WIRE PERFORMANCE RATING
TEMPERATURE RATING: 200 °C (392 °F) MAXIMUM CONDUCTOR CONTINUOUS TEMPERATURE
VOLTAGE RATING: 600 VOLTS (RMS) AT SEA LEVEL. THIS INSULATION SYSTEM HAS BEEN USED IN AEROSPACE
APPLICATIONS USING 115 VOLTS (PHASE TO NEUTRAL), 400 HERTZ AC AND 28 VOLTS DC. VERIFICATION OF THE SUITABILITY
OF THIS PRODUCT FOR USE IN OTHER ELECTRICAL SYSTEM CONFIGURATIONS IS THE RESPONSIBILITY OF THE USER.
3.  MATERIALS AND PHYSICAL PROPERTIES

SEE AS22759 FOR MATERIAL REQUIREMENT. MATERIALS USED IN THE MANUFACTURE OF THESE PRODUCTS SHALL COMPLY
WITH THE RESTRICTION OF HAZARDOUS SUBSTANCES DIRECTIVE 2002/95/EC.

4. FINISH WIRE INSULATION PROPERTIES

FINISH WIRE INSULATION PROPERTIES SHALL BE IN ACCORDANCE WITH TABLE 4.
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