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AS22759 MODIFICATIONS. REMOVED REQUIREMENT FOR PROPELLANT RESISTANCE.
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REQUIREMENTS: ALL REQUIREMENTS SHALL CONSIST OF THIS DOCUMENT AND THE LATEST ISSUE OF AS22759.

1.

WIRE CONSTRUCTION

WIRE CONSTRUCTION SHALL BE IN ACCORDANCE WITH FIGURE 1, TABLES 1, 2, 3, AND 4.

WIRE PERFORMANCE RATING

TEMPERATURE RATING: 200 °C (392 °F) MAXIMUM CONDUCTOR CONTINUOUS TEMPERATURE

VOLTAGE RATING: 600 VOLTS (RMS) AT SEA LEVEL. THIS INSULATION SYSTEM HAS BEEN USED IN AEROSPACE APPLICATIONS
USING 115 VOLTS (PHASE TO NEUTRAL), 400 HERTZ AC AND 28 VOLTS DC. VERIFICATION OF THE SUITABILITY OF THIS
PRODUCT FOR USE IN OTHER ELECTRICAL SYSTEM CONFIGURATIONS IS THE RESPONSIBILITY OF THE USER.

MATERIALS AND PHYSICAL PROPERTIES

SEE AS22759 FOR MATERIAL REQUIREMENT. MATERIALS USED IN THE MANUFACTURE OF THESE PRODUCTS SHALL COMPLY

WITH THE RESTRICTION OF HAZARDOUS SUBSTANCES DIRECTIVE 2002/95/EC.

4. FINISHED WIRE

INSULATION PROPERTIES

PRIMARY INSULATION SHALL HAVE A CONTRASTING PIGMENTATION TO THAT OF THE JACKET.

PHYSICAL PROPERTIES OF INSULATION: PRIMARY INSULATION SHALL BE SEPARATED FROM THE OUTER JACKET FOR

DETERMINATION OF PRIMARY INSULATION TENSILE STRENGTH AND ELONGATION.

FINISHED WIRE INSULATION PROPERTIES SHALL BE IN ACCORDANCE WITH TABLE 2.

TABLE 2 — FINISHED WIRE INSULATION PROPERTIES REQUIREMENTS

INSULATION PROPERTIES

SPARK TEST VOLTAGE
(PRIMARY INSULATION)

1500 VOLT (RMS) AT 60 Hz

IMPULSE TEST VOLTAGE
(PRIMARY INSULATION)

6.0 KILOVOLTS (PEAK)

HIGH FREQUENCY TEST VOLTAGE
(PRIMARY INSULATION)

4.2 KILOVOLTS (RMS)

IMPULSE TEST VOLTAGE

8.0 KILOVOLTS (PEAK)

HIGH FREQUENCY TEST VOLTAGE

5.7 KILOVOLTS (RMS)

CROSSLINK PROOF

300 °C +3°C (572 °F £ 5.4 °F), 7 HOURS

INSULATION BLOCKING

230 °C + 3 °C (446 °F £ 5.4 °F)

SHRINKAGE

230 °C + 3 °C (446 °F + 5.4 °F)

MAXIMUM CHANGE .125 INCHES

LAYER WICKING

2.25 INCHES (MAX)

PROCEDURE: MULTI-LAYER WIRE

ELECTRICAL RESISTANCE (IR)

5000 MEGOHMS (MIN)-1000 FEET

ELECTRICAL SURFACE RESISTANCE

500 MEGOHMS - INCHES (MIN)

WET DIELECTRIC VOLTAGE

2500 VOLTS (RMS), 60 Hz

WALL THICKNESS

.003 INCH (MIN) FOR PRIMARY INSULATION

.004 INCH (MIN) FOR OUTER JACKET

.008 INCH (MIN) FOR TOTAL INSULATION

INSULATION TENSILE STRENGTH

5000 LBF/IN? (MIN) FOR PRIMARY INSULATION

5000 LBF/IN? (MIN) FOR TOTAL INSULATION

INSULATION ELONGATION

125% (MIN) FOR PRIMARY INSULATION

75% (MIN) FOR TOTAL INSULATION

CONTINUOUS LENGTH SCHEDULE
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