
 
 
 

  

AEROSPACE STANDARD 
COUPLING ASSEMBLY, HYDRAULIC, 
SELF-SEALING, FLARELESS FITTING 

TO INTERNAL THREAD BOSS 

 

 

A
S

2
4
3

3
4
™

 

Copyright © 2017 SAE International 
All rights reserved. No part of this publication may be reproduced, stored in a retrieval system or transmitted, in any form or by any means, electronic, mechanical, photocopying, 
recording, or otherwise, without the prior written permission of SAE. 
TO PLACE A DOCUMENT ORDER:  Tel: 877-606-7323 (inside USA and Canada) Tel: +1 724-776-4970 (outside USA) 

 Fax: 724-776-0790 Email: CustomerService@sae.org SAE WEB ADDRESS: http://www.sae.org 

IS
S

U
E

D
 1

9
9
8
-0

8
 

R
E

V
IS

E
D

 2
0
0

5
-0

4
 

  
  
R

E
A

F
F

IR
M

E
D

 2
0
1
3
-0

1
 

S
T

A
B

IL
IZ

E
D

 2
0
1
7
-0

4
 

                             

 

 

 
 

THIRD ANGLE PROJECTION 

CUSTODIAN: G-3/G-3A 
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 SAE values your input. To provide feedback on this 
 Technical Report, please visit  
 http://standards.sae.org/AS24334C 
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