FEDERAL SUPPLY CLASS
4730
RATIONALE
AS24335 HAS BEEN REAFFIRMED TO COMPLY WITH THE SAE FIVE-YEAR REVIEW POLICY.
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NOTES:

1. MATERIAL: 300 SERIES CRES PASSIVATED PER AMS-QQ-P-35 OR 1010 CRES PER AMS-QQ-S5-698.
THIS PRODUCT SHALL BE QUALIFIED IN ACCORDANCE WITH PROCUREMENT SPECIFICATION MIL-C-25427.
IDENTIFICATION: PER PROCUREMENT SPECIFICATION MIL-C-25427.

SURFACE TEXTURE: SYMBOLS PER ASME Y14.6M; REQUIREMENTS PER ASME B46.1 UNLESS OTHERWISE
SPECIFIED, MACHINED SURFACES TO BE 125 pin Ra.

BREAK EDGES .003 TO .015 UNLESS OTHERWISE SPECIFIED.
DIMENSIONING AND TOLERANCING: ASME Y14.5M-1994.
UNLESS OTHERWISE SPECIFIED, DIMENSIONS ARE IN INCHES.
EXAMPLE OF PART NUMBER:

Cal
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AS24£5-QL
TUBE SIZE IN .0625 in INCREMENTS (-08 = .500 in)

BASIC PART NUMBER

9. THIS DOCUMENT IS A CONVERSION OF MILITARY SPECIFICATION MS24335 COUPLING ASSEMBLY, HYDRAULIC,
AND IS NOT A WORD-FOR-WORD CONVERSION. THE MS24335 IS EQUIVALENT AND MAY BE SUBSTITUTED.
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