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N DOCUMENT AND THE LATEST ISSUE OF AS39901.
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This report is published by SAE to advance the state of technical and engineering sciences. The use of this report is

entirely voluntary, and its applicability and suitability for any particular use, including any patent infringement arising therefrom, is the sole responsibility of the user.”

SAE reviews each technical report at least every five years at which time it may be revised, reaffirmed, stabilized, or cancelled. SAE invites your written comments and suggestions.
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TABLE 1 - DIMENSIONS

TOTAL
D B C d1 C1 ra 1/ RADIAL LIMIT 2/ MASS
DASH d HOUSING | OVERALL | OUTER | WASHER | GROOVE | FILLET PLAY LOAD (APPROX)

NO. BORE DIA WIDTH WIDTH DIA WIDTH MAX MAX RATING (LBF) LB

-6 .3750 1.1875 .562 469 .812 125 .022 .0030 4530 .130

-7 4375 1.3125 .625 .531 .875 125 .032 .0031 5870 174

-8 .5000 1.5000 .750 .656 1.031 125 .032 .0031 8670 .293

-9 .5625 1.6875 .875 781 1.093 .156 .032 .0031 11800 .420
-10 .6250 1.7500 1.000 .906 1.156 .156 .032 .0032 15500 .520
-12 .7500 1.8750 1.125 1.000 1.281 .156 .032 .0034 20000 .630
-14 .8750 2.1250 1.250 1.125 1.500 .156 .032 .0037 25800 .870
-16 1.0000 2.2500 1.250 1.125 1.625 .156 .032 .0041 28700 .960
-20 1.2500 2.5000 1.250 1.049 1.906 .156 .032 .0041 31400 1.07
-24 1.5000 2.7500 1.250 1.049 2.156 .156 .032 .0041 36600 1.23
-32 2.0000 3.2500 1.250 1.049 2.656 .156 .032 .0045 47100 1.49
-40 2.5000 3.7500 1.250 1.049 3.154 .156 .032 .0046 57500 1.78
-48 3.0000 4.2500 1.250 1.049 3.656 .156 .032 .0056 67900 2.06
-56 3.5000 4.8750 1.250 1.049 4.219 .156 .032 .0057 80100 2.65

1/ THE CHAMFER ON BEARINGS MUST CLEAR THE MAXIMUM FILLET RADIUS GIVEN IN THE TABLE. THIS SPECIFICATION
DOES NOT CONTROL BEARING CHAMFER CONTOURS.

2/ THE LIMIT LOAD RATING CAN BE DEFINED AS THE MAXIMUM RADIAL LOAD WHICH CAN BE APPLIED TO A BEARING
WITHOUT IMPAIRING THE SUBSEQUENT FUNCTIONING OF THE BEARING IN AIRFRAME APPLICATIONS. THE ULTIMATE
OR STATIC FRACTURE LOAD RATING IS NOT LESS THAN 1.5 TIMES THE LIMIT LOAD RATING.

TABLE 2 - MOUNTING DATA

da HOUSING SIZE
CLAMPING +0.0000
DASH DIAMETER -0.0001
NUMBER MAX MIN LOW HIGH
-6 781 .641 1.1867 1.1872
-7 .844 .703 1.3116 1.3122
-8 1.000 .844 1.4991 1.4997
-9 1.062 .891 1.6866 1.6572
-10 1.094 .953 1.7491 1.7497

-12 1.156 1.070 1.8741 1.8747
-14 1.375 1.250 2.1238 2.1248
-16 1.500 1.375 2.2488 2.2496
-20 1.781 1.625 2.4988 2.4996
-24 2.062 1.875 2.7488 2.7496
-32 2.593 2.375 3.2496 3.2505
-40 3.062 2.875 3.7485 3.7495
-48 3.562 3.375 4.2485 4.2495
-56 4.141 3.969 4.8735 4.8745

TABLE 3 - OIL HOLE DATA

BORE - DASH NO. NUMBER OF HOLES
INNER OUTER SPHERICAL
OVER INCL RING RING HOUSING
5 10 2 4 2
10 56 4 4 2
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