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THIS DOCUMENT HAS BEEN DECLARED "STABILIZED" BY THE SAE AE-8A ELECTRICAL WIRING AND FIBER OPTIC
INTERCONNECT SYSTEM INSTALLATION COMMITTEE AND WILL NO LONGER BE SUBJECTED TO PERIODIC
REVIEWS FOR CURRENCY. THE CONDUIT IS A WELL-ESTABLISHED TECHNOLOGY WITH NO PROCUREMENT
SPECIFICATION. REFER TO AS50881 FOR CONDUIT APPLICATIONS.
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THIS DOCUMENT HAS BEEN DECLARED "STABILIZED" BY THE SAE AE-8A ELECTRIC WIRING AND FIBER OPTIC
INTERCONNECT SYSTEM INSTALL COMMITTEE AND WILL NO LONGER BE SUBJECTED TO PERIODIC REVIEWS
FOR CURRENCY. USERS ARE RESPONSIBLE FOR VERIFYING REFERENCES AND CONTINUED SUITABILITY OF
TECHNICAL REQUIREMENTS. NEWER TECHNOLOGY MAY EXIST.
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This report is published by SAE to advance the state of technical and engineering sciences. The use of this report is
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entirely voluntary, and its applicability and suitability for any particular use, including any patent infringement arising therefrom, is the sole responsibility of the user.”
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SAE reviews each technical report at least every five years at which time it may be revised, reaffirmed, stabilized, or cancelled. SAE invites your written comments and suggestions.
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NOTICE

AS25065 PROVIDES PIECE PARTS FOR AS25067 CONDUIT ASSEMBLIES, REQUIRES NO QUALIFICATION, AND HAS
NO PROCUREMENT SPECIFICATION
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FIGURE 1 — AS25065-2 COLLAR AND NUT ASSEMBLY FOR AS25067 CONDUIT ASSEMBLIES

TABLE 1 — AS25065 COLLAR AND NUT DIMENSIONS

CONDUIT ADIA B DIA CDIA D DIA MS25065
DASH SIZE E F R FERRULE COLLAR
NO. NOMINAL MAX MIN MAX MIN MAX MIN MAX MIN +.0005 +.0002 G SPHER PART NO. PART NO.
-2 3/16 425 452 438 433 .393 .383 A73 .168 130 .3640 .250 .257 -24 -25
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