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For more information on this standard, visit 
https://www.sae.org/standards/content/AS25067B/ 

RATIONALE 

THIS DOCUMENT HAS BEEN DECLARED "STABILIZED" BY THE SAE AE-8A ELECTRICAL WIRING AND FIBER OPTIC 
INTERCONNECT SYSTEM INSTALLATION COMMITTEE AND WILL NO LONGER BE SUBJECTED TO PERIODIC 
REVIEWS FOR CURRENCY. THE CONDUIT IS A WELL-ESTABLISHED TECHNOLOGY WITH NO PROCUREMENT 
SPECIFICATION. REFER TO AS50881 FOR CONDUIT APPLICATIONS. 
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FOR CURRENCY. USERS ARE RESPONSIBLE FOR VERIFYING REFERENCES AND CONTINUED SUITABILITY OF 
TECHNICAL REQUIREMENTS. NEWER TECHNOLOGY MAY EXIST. 
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NOTICE 

AS25067 CONDUIT ASSEMBLIES CONSIST OF AS25064 CONDUITS, AS25065 COLLARS, AS25067 NUTS, REQUIRES 
NO QUALIFICATION AND HAS NO PROCUREMENT SPECIFICATION. PERFORMANCE IS IN ACCORDANCE WITH 
AS25064. 

FIGURE 1 – MS25067-2 3/16 INCH CONDUIT ASSEMBLY 

TABLE 1 – MS25067-2 REQUIRED PART NUMBERS 

PART NUMBER CONDUIT PART 
NUMBER 

FERRELL, COLLAR, NUT 
ASSEMBLY PART NUMBER 

MS25067-2 MS25064-3 MS25065-2

CONDUIT

FERRULE, COLLAR AND NUT ASSY

LENGTH ± .250
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