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FOREWORD

On the 1% January 2015 the SAE Industry Technologies Consortia (SAE ITC) acquired the ADS Aerospace Standards, previously
known as the Society of British Aerospace Companies (SBAC) Aerospace Standards. The SAE ITC established in 2003 operates
as a trade association as part of the SAE International Enterprise providing a unique framework serving the automotive, aerospace,
and commercial vehicle sectors. Clients include private companies, government agencies, individuals, and trade associations.
Building consensus and breakthrough barriers to achieve solutions, and the ways by which those solutions take shape, are tailored
to each client’s individual needs.

The legal obligations and copyright authority of all Aerospace Standards that were issued by the ADS Group Limited are therefore
assigned / transferred to the SAE ITC.

These Standards are produced by the SAE ITC with the assistance of, and for the benefit of the Aerospace Industry, as part of a
continuous programme of Standardisation for Aerospace application under the control of the Technical Standards Committee (TSC)
of the SAE ITC.

SAE ITC Standards are published as part of the series of SAE ITC Aerospace Industry Standards, and where appropriate, additional
manufacturing and inspection requirements are issued as Reference Sheets (RS) or Technical Specifications (TS). It is the
responsibility of those using or specifying a Standard to ensure the product, process, or manufacturer so used or specified, is
appropriate for the task or role in question. The SAE ITC wishes to draw special attention to the fact Technical Specifications (TS)
include testing and procedures by which a user or Design Authority can establish whether a particular manufacturer, prima facie,
has the capability to produce hardware in accordance with the appropriate standards and related specifications.

The SAE ITC, its servants, or representatives accept no responsibility for the continued quality of hardware items produced against
the relevant drawings and specifications; this responsibility remains with the user.

Whilst the SAE ITC takes all reasonable care in the preparation of its Standards, neither the SAE ITC, its officers, employees,
servants, agents, or representatives, shall have any responsibility or liability whatsoever with respect to any act or omission (whether
negligent or not) of whatsoever nature, or in connection with the preparation of the Standards or any part thereof. These
responsibilities are those of the user or Design Authority. Users of SAE ITC Standards agree that any such liability on the part of the
SAE ITC is excluded to the maximum extent permitted by law. SAE ITC Standards may be changed from time to time, and both
users and manufacturers of these parts should ensure they are in possession of the latest issue of the Standards and supporting
documentation before adoption or the commencement of production.

It is recommended that Technical Specification TS260, Metallic Materials List of Alternative Material Standards, be consulted prior
to manufacture of SAE ITC products.

Each Standard is a facsimile or electronic reproduction of a master drawing and, therefore, any outline view scales stated are not
necessarily reproduced accurately. A Master Index of all SAE ITC Aerospace Standards is published separately on the SAE ITC
website.

All references to Standards include reference to RS and TS publications.

Details of this and any further information can be obtained from the SAE ITC.

SAE Industry Technologies Consortia provides that “This standard is published by SAE ITC to advance the state of technical and engineering sciences. The use of this
standard is entirely voluntary and its applicability and suitability for any particular use, including any patent infringement arising therefrom, is the sole responsibility of the user.”

Copyright © 2015 SAE ITC.

All rights reserved. No part of this publication may be reproduced, stored in a retrieval system or transmitted, in any form or by any means, electronic, mechanical,

photocopying, recording or otherwise, without prior written permission of SAE ITC.

TO PLACE A DOCUMENT ORDER: Tel: 877-606-7323 (inside USA and Canada) Doc u m ents
Tel: +1 724-772-7545 (outside USA) Document Sha ring Hub
Fax: 724-776-0790
Email: CustomerService@sae.org

http://itc.sae.org/
Full document details: SAE AS25200-3


http://avadocuments2026.com/doc/sae-as25200-3
http://avadocuments2026.com/doc/sae-as25200-3

i | 2 I ] I 4 I 5 [ 6
_:»m:N.WNOO- 25299 L _I“eo.oo#\_aogw\_.ooﬁl I MATERIAL = BS HR 601.
1 tamznn_zo CONFIGURATION 973 CSVLWA L (250) 2. DIMENSIONS AND TOLERANCES, EXCEPT FOR THREADS, ARE IN MILLIMETRES, inx@
TO R$.680 OVER THIS LENGTH: K163(250, CONVERSIONS ARE IN PARENTHESES, TOLERANCES ON LINEAR DIMENSIONS 1025 (¢-010)
o Mﬂ“ |/..ﬂ.ﬂa_m_42v K70 FuLL THELAS ] |~ INCOMPLETE THREAD UNLESS OTHERWISE SPECIFIED )
T Tn.1.83] PART No. AND MANUFACTURERS 381 150 LENGTH NOT TO EXCEED || 3 MANUFACTURE, AND INSPECTION TO S.B.A.C SPEC NoTS23.
bl IDENTIFICATION HERE TO 15.23 +—3 “ v 2 PITCHES INCLUDING
0b4(-025) 3054120 CHAMFER. 4 UNDER HEAD RADIUS TO BE COLD ROLLED (SEE MANUFACTURING SPEC ) SURFACE
».Q:A.o_u TEXTURE O,8 MICRCMETRES (32 MICROINCHES)
1,11(-4375) ACROS § FLATS , /520
AU 3o 1,2 (-047) s THREADS TO BE ROLLED (SEE MANUFACTURING SPEC.) SURFACE TEXTURE
- SOMAX— ] AT 450 APPROX. 0,8 MICROMETRES (32M1C ROINCHES).
63(250) : ' mmuow - 6. BREAK SHARP EDGES 0,08 (003) TO Q38 (OI5) UNLESS OTHERWISE SPECIFIED
Y g os w\ — 7 SURFACE TEXTURE .- BS.1i34. ALL UNSPECIFIED SURFACES 3,2 MICROMETRES
<I~I..F ]! (125 MICROINCHES) -
-1 4 #ni3(438) Lm -1 H H‘\ -—-———| 8 DRAWING PRACTICE TO 85308
o ﬁ F o, HARDNESS: ROCKWELL C30 MIN ASTM E18 OR 3N 53 MIN ASTM K18,
L 1.. — q.:ﬁ.u_ov I THREAD PITCH DIAMETER VICKERS 310-370 HV,
. 7,75 308 10, DO NOT USE UNASSIGNED PART NUMBERS,
' ¢ 6p(:260 ! V] 11, QUALIFIED MANUPACTURSRS TO T8200,
a 1427562 CURVED, FLAT OR 3359 ‘S.v ] |
w8 i DRILLEC BOTTOM 942 \37
(-1 OPTIONAL- 350 MIN ' @ ¢ q16/ (OOLXH W®
© w] |
Z ‘
€= QON_AOO%@ << -375-24 UNJE-JA. BS 4084 .
=& ) .
2 RO3B(OIS)MAX | bmowmmmvﬁz. PART X PART K PART PART |
EZ ) NUMBER [ mm [INCHES] mm [INCAES |NUMBER | mm |INCRES| mm |INCHES |NUMBER[mm [INCHES, TNCHES| MUMBE R Tom _[INCRES
E8lc o selio psesaie[ 22,2 | 015 38 L osaud 41,6 1875 | 222 | 213 lasasaed 95,2 3750 awm wszs202| 146 [5.150
58
wd 0282 hszsz15] 23.8 | 938 438 lisasan| 492 [1-938 aszs2e2] 984 3-875 T3 uszs294 | 149,2[5-875
=+ 41 2815
3 -
E us25216 | 25,4 |1-000 438 hszsasz|s0e 2000 .mmni_o_.o 4-000 3000 Wszs296| 1524 | 6.000
O el —
<3 hsas217{27  {t-062 A3h hsaszu|se |2i2s >m~ms__2_. 4125 w%m.m
28 hszs218|2 8,6 {1125 “ww Wszsz3d 57,2 | 2250 szs268]108 | 4-250 m..ﬂ
2§
a8 025 (CO)MAX. ns2s219| 30,2 1188 438 hisasass| 603 |2375 ns2szrol1 11,1 | 4375 3T
©eo._amoo&® \ 525220{ 3 1, 8 |1250 439 |aszsead] 635 2500 s25272)114,3 | 4500 EoP
As25221{ 33,3 (1312 439 hsasag 67 2625 As2524{11 7,5 | 4-625 wmw
8 4 -T50
s25222 34,9 [1375 408 bszsad 69,8 | 2750 as25276]1206 | 4-750 [36
s25223[3 6,5 |1-438 T Tszsoe| 73 2875 2528|1238 | 4-875 e
szs224) 38,1 [1:500 | 127} 500 Usas4d 762 | 3000 las2s280 127 | 5-000 4000
u_m uﬁ;w_rumﬂo owwaownmudxor«m _,Hwo n%._wwaxmbw_zvm;,o 4 5 4
- AS252! t -
i D T O o 1ot HeAD hs2sz2s]39,7 [562 aos 794 | 325 As25262]1302 | 5125 s
BEARING FACE ws2s226[ 41,3 [162s | 139 | 825 sasesd 83,6 | 3250 as25284133,4[ 5250 4250
. 17,5 [-688 y - L.wﬁ_‘..
ENLARGED VIEW AT Z As2s227( 42,9 [1ess | (o3 |70 Wsaszsd 857 3375 As25284136,5 | 5375 g
; 15,0 1750 ; - T
szszzef 4 4,4 1750 | 138 | T30 laszsmg e | 3500 As2s28d139,7] 5500 b
- 2067812 ) 625
. Us25229 (46 11812 | g | 7o WS2258/ 920 (3625 | 6o’y 2565 (AS25290] 142,91 5625 4565
UseD ] NOT TO | 'M1s
on _I._. Tmm Note3 | PT NONE SCAE | 'SEALE | 40T, [SEENOTEZ THIRD ANGLE PROJECTION
ISSUED BY THE SOCIETY OF BRITISH AEROSPACE COMPANIES LTD. PREPARED BY THE ENGINE APTROYED PR oate _|BOLT, EXTERNALLY RELIEVED BODY-DOUBLE HEXAGON EXTENDED
19, KING STREET, ST. JAMES'S, LONDON. swW.t.  (C) 1968 STANDARDIZATION  PANEL 27 mAR 68| WASHER HEAD, BSHRE01,-375-24 UNJF-3A.85.4084 AS.25200-25299
! I 2 I 3 [ 4 | | [

Documents

Document Sharing Hub

Full documeridetail's: SAE AS25200-3



http://avadocuments2026.com/doc/sae-as25200-3
http://avadocuments2026.com/doc/sae-as25200-3

