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THIRD ANGLE PROJECTION

AEROSPACE STANDARD
AS25439 REV.
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 SPLICE-PERMANENT CRIMP STYLE, 2 WAY TYPE
FOR ALUMINUM AIRCRAFT WIRE,

CLASS 1

PREPARED BY SAE SUBCOMMITTEE AE-8C2 PROCUREMENT SPECIFICATION:  MIL-T-7099

FEDERAL SUPPLY CLASS 
5940

RATIONALE

THERE IS NO KNOWN CURRENT USAGE FOR THESE PARTS.

CANCELLATION NOTICE

THIS DOCUMENT HAS BEEN DECLARED “CANCELLED” AS OF OCTOBER 2006. BY THIS ACTION, THIS 
DOCUMENT WILL REMAIN LISTED IN THE NUMERICAL SECTION OF THE AEROSPACE STANDARDS INDEX.

Full document details: SAE AS25439A

http://www.avadocuments.com/doc/sae-as25439a
http://www.avadocuments.com/doc/sae-as25439a
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REV. 
A

NOTICE

THIS DOCUMENT HAS BEEN TAKEN DIRECTLY FROM U.S. MILITARY SPECIFICATION MS25439A AND CONTAINS 
ONLY MINOR EDITORIAL AND FORMAT CHANGES REQUIRED TO BRING IT INTO CONFORMANCE WITH THE 
PUBLISHING REQUIREMENTS OF SAE TECHNICAL STANDARDS.  THE INITIAL RELEASE OF THIS DOCUMENT IS 
INTENDED TO REPLACE MS25439A.  ANY PART NUMBERS ESTABLISHED BY THE ORIGINAL SPECIFICATION 
REMAIN UNCHANGED.

THE ORIGINAL MILITARY SPECIFICATION WAS ADOPTED AS AN SAE STANDARD UNDER THE PROVISIONS OF THE 
SAE TECHNICAL STANDARDS BOARD (TSB) RULES AND REGULATIONS (TSB 001) PERTAINING TO ACCELERATED 
ADOPTION OF GOVERNMENT SPECIFICATIONS AND STANDARDS.  TSB RULES PROVIDE FOR (A) THE 
PUBLICATION OF PORTIONS OF UNREVISED GOVERNMENT SPECIFICATIONS AND STANDARDS WITHOUT 
CONSENSUS VOTING AT THE SAE COMMITTEE LEVEL, AND (B) THE USE OF THE EXISTING GOVERNMENT 
SPECIFICATION OR STANDARD FORMAT.

UNDER DEPARTMENT OF DEFENSE POLICIES AND PROCEDURES, ANY QUALIFICATION REQUIREMENTS AND 
ASSOCIATED QUALIFIED PRODUCTS LISTS ARE MANDATORY FOR DOD CONTRACTS.  ANY REQUIREMENT 
RELATING TO QUALIFIED PRODUCTS LISTS (QPL’S) HAS NOT BEEN ADOPTED BY SAE AND IS NOT PART OF THIS 
SAE TECHNICAL DOCUMENT.

Full document details: SAE AS25439A

http://www.avadocuments.com/doc/sae-as25439a
http://www.avadocuments.com/doc/sae-as25439a

