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NOTICE

This document has been taken directly from U.S. Military Specification MIL-C-26805G(USAF),
Amendment 2, Notice 1 and contains only minor editorial and format changes required to bring it into
conformance with the publishing requirements of SAE technical standards. The initial release of this
document is intended to replace MIL-C-26805G(USAF), Amendment 2, Notice 1. Any part numbers
established by the original specification remain unchanged.

The original Military Specification was adopted as an SAE standard under the provisions of the SAE
Technical Standards Board (TSB) Rules and Regulations (TSB 001) pertaining to accelerated adoption
of government specifications and standards. TSB rules provide for (a) the publication of portions of
unrevised government specifications and standards without consensus voting at the SAE Committee
level, and (b) the use of the existing government specification or standard format.

Under Department of Defense policies and procedures, any qualification requirements and associated

qualified products lists are mandatory for DOD contracts. Any requirement relating to qualified products
lists (QPL’s) has not been adopted by SAE and is not part of this SAE technical document.
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1. SCOPE:
1.1 Scope:

This specification covers the general requirements for the design and construction of air/gas
compressor units (see 6.4.1). The detail requirements for a particular air compressor unit shall be as
specified in the individual equipment specification for that particular air compressor unit (see 6.2).

1.2 Classification:
Compressor units shall be of the following types and classes, as specified (see 6.2):

Type | Air Compressor Unit - Portable Construction
Type Il Air Compressor Unit - Aircraft and Missile Support - Low Pressure

Class 1 Gasoline engine, trailer-mounted
Class 2 Electric motor, trailer-mounted
Class 3 Electric motor, skid-mounted

Type Il Air Compressor Unit - Aircraft and Missile Support - High Pressure

Class 1 Diesel Engine, trailer-mounted
Class 2 Electric motor, trailer-mounted
Class 3 Electric motor, skid-mounted
Class 4 as specified

Type IV Air Compressor Unit - Base-Mounted Stationary
Type V Air Compressor Unit - Special Purpose

Class 1 Gasoline engine, trailer-mounted
Class 2 Electric motor, trailer-mounted
Class 3 Electric motor, skid-mounted
Class 4 as specified

Type VI Air Compressor Unit - Paint Spray and Garage
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2. APPLICABLE DOCUMENTS:

2.1 The following documents, of the issue in effect on date of invitation for bids or request for proposal,
form a part of this specification to the extent specified herein:

SPECIFICATIONS

Full document details: SAE AS26805B

Federal

CC-M-641 Motor, Alternating Current (Integral Horsepower)

GG-G-76 Gage, Pressure and Vacuum, Dial Indicating (for Air, Steam, Water,
Amomina, Chloro-fluoro Hydrogen Gases, and Compressed Gases)

TT-C-490 Cleaning Method and Pretreatment of Ferrous Surfaces for Organic
Coatings

VV-F-800 Fuel Qil, Diesel

Military

MIL-V-173 Varnish, Moisture-And-Fungus-Resistant (For Treatment of
Communications, Electronic, and Associated Equipment)

MIL-L-2104 Lubricating Qil, Internal-Combustion Engine, Heavy-Duty

MIL-G-3056 Gasoline, Automotive, Combat

MIL-C-3432 Cable and Wire, Electrical (Power and Control, Flexible and Extra Flexible,
300 and 600 volts)

MIL-F-3541 Fittings, Lubrication

MIL-C-3600 Compressors, Air and Gas (Except Oxygen) Packaging of

MIL-H-4607 Heater, Engine and Shelter, Ground, Type H-1

MIL-C-4952 Cartridge, Oxygen Purifier, Type MA-1

MIL-A-5070 Adapter, Hose to Tube, Pipe and Flange, Reusable, Hydraulic, Fuel and
Oil Lines

MIL-G-5572 Gasoline, Aviation, Grades 80/87, 100/130, 115/145

MIL-T-5624 Turbine fuel, Aviation, Grades JP-4 and JP-5

MIL-L-6082 Lubricating Oil, Aircraft Reciprocating Engine (Piston)

MIL-1-6866 Inspection, Penetrant Method of

MIL-1-6868 Inspection Process, Magnetic Particle

MIL-H-7365 Hose, Air Duct, for Ground Heaters

MIL-M-8090 Mobility, Towed Aerospace Ground Equipment, General Specification for

MIL-A-8421 Air Transportability Requirements, General Specification for

MIL-L-9000 Lubricating Oil, Internal Combustion Engine, Diesel

MIL-L-10295 Lubricating Qil, Internal-Combustion Engine, Sub-Zero

MIL-B-11188 Batteries, Storage, Lead-Acid

MIL-L-17331 Lubricating Qil, Steam Turbine (Noncorrosive)

MIL-C-17596 Compressors, Reciprocating, or Rotary Power Driven (E.M.D), Air, Base
Mounted, 10 HP to 300 HP

MIL-P-23377 Primer Coating, Epoxy Polyamide, Chemical and Solvent Resistant

MIL-L-23699 Lubricating Oil, Synthetic Base

MIL-C-26058 Cartridge, Gas Purifier, Extremely Low Dewpoint, Type MA-2
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2.1 (Continued):

MIL-L-26087 Lubricating Oil, Reciprocating Compressor, Ground Support
MIL-H-26666 Hose Assembly, Pneumatic, High Pressure
MIL-H-27462 Hose Assembly, Pneumatic, High Pressure (8500 PSI)
MIL-H-38390 Hose Assembly, Tetrafluoroethylene, Pneumatic, High Pressure
MIL-C-83286 Coating Urethane, Aliphatic Isocyanate, for Aerospace Applications
MIL-C-83959 Cylinder, Air Purifier
STANDARDS
Military
MIL-STD-129 Marking for Shipment and Storage
MIL-STD-130 Identification Marking of U. S. Military Property
MIL-STD-143 Standards and Specifications, Order of Precedence for the Selection of
MIL-STD-431 Compressors: Construction, Paint Spray and Garage; Classification of
Types, Classes, Styles, Groups, and Capacities
MIL-STD-461 Electromagnetic Interference Characteristics Requirements for Equipment
MIL-STD-470 Maintainability Program Requirements (For Systems and Equipment)
MIL-STD-471 Maintainability Demonstration
MIL-STD-785 Requirements for Reliability Program (For Systems and Equipment)
MIL-STD-810 Environmental Test Methods
MIL-STD-882 System Safety Program, for Systems and Associated Subsystems and
Equipment: Requirements for
MIL-STD-1410 Methods for Selection of Industrial Engines for End Item Application
MS33586 Dissimilar, Metals
Federal
FED-STD-595 Colors

Air Force - Navy Aeronautical

AN6235 Filter Element - Hydraulic Replaceable Micronic Line Type
DRAWINGS
Air Force
7347114 Chuck Assembly - High Pressure Air
50C24046 Coupling - Male, 6 Inch Air Duct
50C24033 Coupling - Male, 12 Inch Air Duct

(Copies of specifications, standards, drawings, and publications required by contractors in
connection with specific procurement functions should be obtained from the procuring activity or as
directed by the contracting officer.)
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2.2 Other publications:

The following documents form a part of this specification to the extent specified herein. Unless
otherwise indicated, the issue in effect on date of invitation for bids or request for proposal shall

apply.
SOCIETY OF AUTOMOTIVE ENGINEERS
SAE 100R6 Hydraulic Hose and Hose Assemblies

(Application for copies should be addressed to the Society of Automotive Engineers, Inc.,
400 Commonwealth Drive, Warrendale, PA 15096.)

AMERICAN SOCIETY OF MECHANICAL ENGINEERS
ASME Power Test Codes

Auxiliary Material; General Instruction and Internal-Combustion Engines Supplements on
Instruments and Apparatus

Part 2, Pressure Measurement; Chapter 6
Part 3, Temperature Measurement; Chapter 6
Part 4, Head Measuring Apparatus

Part 5, Measurements of Quality of Materials
Part 6, Electrical Measurements

Displacement Compressors and Blowers
Unfired Pressure Vessels Code

(Application for copies should be addressed to the American Society of Mechanical Engineers,
United Engineering Center, 345 East 47th Street, New York 17, NY 10017.)

COMPRESSED GAS ASSOCIATION

Safety Device Standards
Pamphlet S-1 Safety Relief Device Standard

(Application for copies should be addressed to the Compressed Gas Association, 11 West 42nd
Street, New York, NY 10036.)

AMERICAN STANDARDS ASSOCIATION

Standard Z24.3 Sound Level Meters
Standard Z24.10 Octave-Band

(Application for copies should be addressed to the American Standards Association, 70 East 45th
Street, New York, NY 10017.)
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2.2 (Continued):

NATIONAL FIRE PROTECTION ASSOCIATION
Pamphlet 70 National Electrical Code

(Application for copies should be addressed to the National Fire Protection Association, 60
Batterymarch Street, Boston, MA 02110.)

DEPARTMENT OF LABOR, OCCUPATIONAL SAFETY AND HEALTH ADMINISTRATION
Occupational Safety and Health Act (OSHA) with Supplemental Revisions

(Application for copies should be addressed to the Superintendent of Documents, U. S.
Government Printing Office, Washington, DC 20402.)

NATIONAL BUREAU OF STANDARDS
Handbook H 28 Screw-Thread Standards for Federal Services

(Application for copies should be addressed to the Superintendent of Documents, Government
Printing Office, Washington, D. C. 20402.)

3. REQUIREMENTS:
3.1 Preproduction:

This specification makes provisions for preproduction testing.
3.2 Selection of standards and specifications:

Standards and specifications for necessary commaodities and services not specified herein shall be
selected in accordance with MIL-STD-143.

3.3 Materials:

3.3.1 Fungus resistance: Materials not naturally resistant to the effects of fungi and moisture shall be
treated with type | varnish conforming to MIL-V-173.

3.3.2 Dissimilar metals: The use of dissimilar metals, as defined by MIL-STD-889, in direct contact with
each other shall be prohibited. Metal plating or spraying of dissimilar base metals to provide
suitable mating surfaces, or separation by suitable insulating materials, shall be permissible.

3.3.3 Corrosion resistance: Materials selected shall be corrosion resistant or shall be protected by
plating, painting, or other surface treatment to resist corrosion.

3.3.4 Tubing: Tubing of Y-inch outside diameter and larger which is used at pressures above 500 psi,
shall be seamless, corrosion-resistant steel. All other tubing may be seamless copper.
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3.3.5 Tube fittings, valves and components: All tube fittings, valves and components shall be fabricated
from corrosion-resistant materials not adversely affected by extended contact with fluids such as
water or corrosion cleaning solvents (trichloroethylene).

3.3.6 Threads: All screw threads shall be in the inch system or metric system and shall conform to
Handbook H-28. All pipe threads shall be in the inch system and shall conform to Handbook H-28.
Threaded components designed for a working pressure in excess of 100 psi shall have established
torque limits to prevent overstressing.

3.3.7 Reclaimed materials: Recycled and recovered raw materials shall be used to the maximum extent
possible in lieu of virgin raw materials as long as these materials do not jeopardize the intended
use and fully comply with all contract requirements. Materials used shall be free from defects which
would adversely affect the performance or maintainability of individual components or the overall
assembly. Materials not specified herein shall be of the same quality used for the intended purpose
in commercial practice. None of the above shall be interpreted to mean that the use of used or
rebuilt products will be allowed.

3.4 Design and construction:

Design and construction shall be as stated herein and in the detailed specification for each
compressor unit type.

3.4.1 Safety: Provisions for the safety of personnel shall be incorporated to the maximum extent
possible with regard to anticipated operating conditions and the capability of operating personnel.
The unit shall be free of category Il and category IV hazards as determined in accordance with
MIL-STD-882.

3.4.1.1 Guards: Guards shall be provided for moving parts such as belts, gears, and linkages to protect
the operator during normal operation and guards or enclosures shall be provided for electrical
portions of the compressor. High-temperature parts shall be guarded or so located that contact
will not occur during normal operation. The guards shall be removable for access to the guarded
parts.

3.4.1.2 Sharp edges: Sharp edges, projections, and hinged devices with hazardous characteristics are
prohibited.

3.4.2 Reliability: The air compressor units shall have at 0.9 confidence the minimum reliability, for a
mission time of 1000 hours and a minimum mean-time-between-failure (MTBF) of 500 hours. A
reliability program shall be as specified in MIL-STD-785. Reliability testing and demonstration may
be included in the preproduction test, para 4.4.

3.4.3 Maintainability: Maintainability program requirements shall be as specified in MIL-STD-470 and
shall be demonstrated as required by MIL-STD-471.
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3.4.3.1 Operating clearances: Maintainability provisions shall incorporate proper clearances for
equipment operation, minor maintenance, and routine servicing at low ambient temperatures by
personnel handicapped by wearing heavy gloves and mittens and bulky clothing.

3.4.3.2 Fastening devices: All screws, pins, belts, and similar parts shall be installed in such a manner
as to prevent loss of tightness. Those subject to removal or adjustment shall not be swaged,

peened, staked or otherwise permanently deformed.

3.4.3.3 Cover plate fasteners: Covers or plates that must be removed for component replacement or
adjustments shall be equipped with substantial quick disconnect fastenings.

3.4.3.4 Foolproofness: Where improper installation of an item could cause malfunctioning of that item or
the system in which it is installed, an unsymmetrical mounting means shall be provided. The
mounting shall be so designed that the item can only be installed in its proper operating position.

3.4.4 Pressure relief devices: Pressure relief devices conforming to the Compressed Gas Association
Safety Device Standards or the ASME Unfired Pressure Vessels Code shall be provided to protect
against excessive pressure in any component of the compressor unit. Provisions shall be
incorporated, including consideration as to direction, to permit discharge of pressure without
danger to operating or maintenance personnel. Rupture disc relief devices shall be designed to

use commercially available rupture discs.

3.4.5 Safety factor: All pressurized components shall be fabricated in accordance with good engineering
practice with not less than a 4 to 1 safety factor based on the minimum tensile strength of the
material as tabulated in the ASME Unfired Pressure Vessels Code.

3.4.6 Compressor: The compressor shall be as specified herein for each specific type and class of

compressor unit.

3.4.6.1 Number of stages: The number of stages for a reciprocating compressor shall depend upon
rated pressure (see 6.4.2). Maximum compression ratio permitted shall be 4.5 to 1 for continuous

operation.

Typical Pressure

Range Sgsi gg.gg!

0 to 50
51 to 250
251 to 1,000
1,001 to 4,000
L,001 up

Full document details: SAE AS26805B
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as specified
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3.4.6.2 Capacity and pressure regulation: A compressor powered by a gasoline engine shall be
provided with a continuous-engine-running type unloader, and a compressor powered by an
electric motor shall be provided with a combination constant-speed unloader and a start-stop
control. Simple selector controls shall be provided to permit the desired operation. The range
between loading and unloading or stop-start operation shall be at the option of the contractor,
and the loading-unloading and start-stop pressure range shall be adjustable with common
handtools. When the compressor unit is shut down, the unloader on electric-motor-driven and
gasoline-engine-driven compressor units shall automatically unload the compressor to decrease
the starting load on the drive mechanism.

3.4.6.3 Pressure relief devices: Intercoolers when required shall be equipped with adjustable, spring-
loaded type pressure relief valves designed and adjusted to operate at a pressure that will
protect the compressor. The receivers shall have a rupture-disc type pressure relief device in
addition to an adjustable, spring-loaded relief valve. The relief valve shall be set at a lower
pressure than the rupture-disc device. Relief valves shall be set at 10 per cent above the
maximum working pressure.

3.4.6.3.1 Regulator safety device: Regulators shall be provided with a rupture disc or spring-loaded type
pressure relief valve on the outlet side to protect the hose, regulator, and equipment being
serviced. The relief valve shall be set at 10 percent above the maximum working pressure.

3.4.6.4 Airfilter: An oil-bath or dry cartridge type air filter shall be provided to filter the air being inducted
into the first stage of the compressor. The filter shall be designed to remove harmful dust and
sand particles from the intake air.

3.4.6.5 Balancing: Compressor parts that require balancing to minimize wear and vibration shall be
balanced by:

a. The removal of material

b. The use of noncorroding balancing weights that are securely attached in place.
c. Rivets

d. Steel weights securely welded in place.

3.4.6.6 Lubrication failure protection device: Compressor units shall be equipped with a means of
protecting the compressor in the event of a lubrication failure. The protective device shall be of
the type that will cause the compressor to stop operating in the event of oil pressure failure or
when the oil level falls to a point where adequate lubrication cannot be maintained. For
compressors which maintain a positive crankcase pressure, the protective device shall be of the
differential-pressure type to provide positive oil pressure above crankcase pressure. The device
shall operate in such a manner that the compressor will not run until the deficiency has been
corrected. A manual override shall be provided to operate the engine without the compressor
running.

3.4.7 Explosion-proof requirements: Electrical components of electric motor driven compressor units

shall be of explosion-proof design suitable for use in class |, division Il, group D hazardous
locations in accordance with Pamphlet 70, National Fire Protection Association (see 6.3).
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3.4.8 Power drive unit: The compressor shall be driven by a gasoline engine, a diesel engine, or an
electric motor, as specified in 1.2.

3.4.8.1 Internal combustion engine: The power source for compressor units shall be a single engine in
accordance with MIL-STD-1410.

3.4.8.1.1 Deleted

3.4.8.1.2 Deleted

3.4.8.1.3 Deleted

3.4.8.1.4 Deleted

3.4.8.1.5 Deleted

3.4.8.1.6 Fuels and lubricants: The engine power source shall be designed to operate as specified
herein when supplied with grade 80/87 gasoline conforming to MIL-G-5572, type | or Il gasoline
conforming to MIL-G-3056, or diesel fuel oil in accordance with VV-F-800 or jet fuel, JP-4 or JP-
5, conforming to MIL-T-5624. Lubricating oils for the engines shall be in accordance with MIL-L-
2104, MIL-L-6082, or MIL-L-9000.

3.4.8.1.7 Clutch: A manually controllable clutch shall be provided on types Il and V compressor units to
permit disengagement of the engine from the compressor for starting and operating the engine
without load. The clutch shall be designed to withstand repeated engagement without damage
when the compressor is loaded, or a means shall be provided to prevent engagement when the
compressor is loaded.

3.4.8.1.8 Variable speed control: A variable speed control for all engines shall be provided to permit
manual control of the engine speed. The engine speed shall be controllable from idling to rated
capacity power.

3.4.8.1.9 Engine accessories: The following minimum engine accessories shall be provided:

a. An oil pressure gage (for pressure lubrication systems), a cylinder head high temperature
safety cut off switch, a governor, and a fuel gage.

b. A tachometer shall be provided for diesel engines.

c. In addition to those specified herein, all accessories that are necessary for safe and
efficient operation and control of the engine shall be provided.
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3.4.8.1.10 Fuel tank: A fuel tank designed for use with the fuels specified in 3.4.8.1.6 shall be provided.
The installation of the fuel tank shall be made in such a manner that the tank can be easily
removed for repair or replacement, and the connections necessary for securing the tank to the
compressor unit shall be made in a manner that will prevent fatigue failure in the tank or in the
connections as a result of vibrations induced by operation of the compressor unit. The fuel tank
shall have sufficient capacity to operate the compressor at rated output for 8 continuous hours.
The filler neck shall have a minimum inside diameter of 1-% inches for fuel tanks of 25-gallon
capacity or less, and 2-% inches for larger fuel tanks. The filler shall be located for easy
external access and shall not permit spilled fuel to collect within the compressor access unit.
The tank shall be vented to the outside of the compressor unit. The tank shall be equipped with
a drain port. The area around the drain port shall be dimpled or lower than the bottom of the
tank to facilitate complete and easy drainage of fuel.

3.4.8.1.10.1 Fuel level indicator: A fuel level indicator shall be mounted adjacent to the fuel filler. The
indicator shall be accurate to within 5 percent of the full-scale range when the fuel tank is
being serviced. The tank shall be so baffled that the rate of tank filling will have no adverse
effects on the accuracy of the indicator.

3.4.8.1.11 Electrical starting system: Gasoline-engine-powered compressors shall be equipped with an
electrical starting system. The electrical starting system shall include an electrical cranking
motor, generator/alternator, battery, voltage regulator, ignition switch, and other related
components. Starting system voltage shall be as specified in the detail specification.

3.4.8.1.11.1 Storage batteries: Commercial batteries may be furnished provided they meet or exceed the
minimum capacity ampere - hour rating as specified in MIL-B-11188. Batteries shall be
shipped charged and dry without electrolyte.

3.4.8.1.11.1.1 Battery box: Compressor units requiring batteries shall be provided with a corrosion and
acid-resistant box incorporating provisions for gas venting, drainage, winterization when
required, rigid support, and accessibility for examination of battery terminals and electrolyte
level, and liquid replenishment of all cells. The box shall be so located that the battery can
be easily removed.

3.4.8.1.11.1.2 Terminals: Standard noncorrosive, screw type terminals shall be provided on the battery
end of the battery cables.

3.4.8.1.11.2 Starter motor: The electric starter motor shall be designed to repeatedly crank the engine at
sufficient starting speed when the engine is serviced with lubricants as specified herein and
with the engine at a temperature not exceeding 0° F. When winterization is required the drive
mechanism for engaging the starter motor with the engine flywheel shall be designed to
operate and release without the application of heat down to an ambient temperature of
-65° F.

3.4.8.1.11.3 Charging generator/alternator: The charging system shall be as specified in MIL-STD-1410.
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3.4.8.1.11.4 Ammeter: An ammeter shall be provided to indicate charge and discharge of the battery
current.

3.4.8.1.12 Exhaust system: A multiple-baffled muffler or mufflers shall be provided and shall be capable
of handling the exhaust gasses without causing more than 2 inches Hg backpressure in the
engine-exhaust-manifold system under any operating condition. Exhaust pipes shall be of such
length to insure discharge of exhaust gasses to a safe location with respect to the operator and
unit including raised drawbar or any other compressor enclosure surface.

3.4.8.2 Electric motor requirements: Electric motors shall be of the squirrel-cage induction type in
accordance with CC-M-641. The ambient temperature referenced shall be 122° F, and the
motors shall be capable of operation under the conditions specified herein. The continuous load
on the motor shall not exceed the nameplate rating for continuous operation. When explosion-
proof motors are specified, the motors shall be capable of operating under all specified
conditions without exceeding the nameplate rating.

3.4.8.2.1 Motors rated 1 hp and under: Motors rated 1 hp and under shall be designed to operate on
120/230-V (1-phase, 3-wire), 60-hertz, a-c power. Either manual or magnetic-type across-the-
line starting may be provided.

3.4.8.2.2 Motors rated 1 to 20 hp: Motors rated above 1 hp shall operate on 230/460-V (3-phase,
4-wire), 60-hertz, a-c power. Magnetic connectors for across-the-line starting shall be furnished
for motors up to 20 hp and shall be capable of operation on 230- or 460-V power. Alternate
thermal protectors not used in initial wiring shall be securely fastened inside the starter box to
prevent loss. The motor starter shall be wired as shown in figure 1.

3.4.8.2.3 Motors rated above 20 hp: Motors rated above 20 hp shall have reduced voltage, partial
winging, or other means to limit starting current to 200 percent of the normal full-load value.
Equipment shall be connected for 460-V operation. Control circuits shall be nominal 110 V and
components shall be equipped with fused or automatic breaker devices to protect the circuits
from overload conditions.

3.4.8.2.4 Reverse rotation protection: Three-phase electric motors on compressor units that will be
damaged by reverse rotation shall be provided with equipment to prevent rotation of the
compressor in the wrong direction in event the phase sequence is wrong. Means shall be
provided to reverse the phase sequence in one simple operation without resorting to rewiring of
plugs or switches, on all three-phase electric motors.

3.4.8.2.5 Electrical power: The compressor unit shall be designed and constructed to perform as
specified herein when suppled with 115 V + 10 percent, 230 V £ 10 percent or 460 V *
10 percent, at 60 + 3 hertz ac, as applicable.

3.4.8.2.6 Motor protection: Overload thermal protection devices of applicable power-handling capacity
shall be provided for each electric motor.
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3.4.8.2.7 Electric cables: Electric cables shall conform to MIL-C-3432, Class HD or HO, flexibility E.
Strain relievers shall be provided on the cables.

3.4.8.2.7.1 Input cables (single-phase motors): Single-phase electric motors shall be provided with a
permanently attached 6-foot, 3-conductor cable. The third conductor shall serve as a ground
for the compressor unit, and the compressor unit shall be capable of operation without the
third conductor connected.

3.4.8.2.7.2 Input cables (3-phase motors): The input cable for 3-phase electric motors shall be a
50-foot, 6-conductor cable and shall be connected as shown in figure 1. Cable leads L4, Ly,
L3 shall be sized as required. Ground lead L, shall not be smaller than size 8. Control leads
C1 and C2 shall not be smaller than size 12. For power conductors (L1, Ly, and L3) smaller
than size 8, the power and ground conductors shall be the same size, but not smaller than
size 12. The free end of the cables shall have the outer sheath removed for a distance of 12
inches to permit the attachment of a plug by the using activity.

3.4.8.2.7.3 Rack orreel: A rack or reel capable of containing the electric power cable shall be provided.
It shall provide a simple, hand-operable means of positively holding the free end of the cable
to prevent unwinding during storage and transportation. It shall be permanently attached to
the compressor unit in a conveniently accessible place.

3.4.8.3 Shutoff and control valves: Manually operated shutoff and control valves shall be provided as
required. The valves shall be designed and constructed to provide positive shutoff when closed
and minimum restriction to flow when open. The valve shall be so designed that the bonnet or
stem packing nut will not come loose while turning the valve handle while under pressure. The
valves shall be designed and mounted to permit replacement of the valve seats and seals without
removing the valve from the compressor or the valves shall be located to permit removal and
replacement without removing any other item on the air compressor unit.

3.4.8.3.1 Valve handles: Each manually operated shutoff or control valve shall be provided with a tee,
cross, or other easily turned type handle with a diameter of not less than 3 inches per inch of
nominal size, but in no case less than 1 inch.

3.4.8.3.2 Valve leakage: The valve shall show no indication of leakage with the outlet plugged or
capped, with the maximum working pressure of the component in which it will be installed
applied to the inlet, and with the valve either open or closed. The valve shall not leak more than
2.5 cubic inches of free gas per hour per half-inch or fraction thereof of nominal size from the
maximum working pressure of the component in which it will be installed to a downstream
pressure of atmospheric under the specified environmental conditions and when closed with a
torque of 60 £ 5 pound-inches per inch of nominal size. In addition, the valve shall be capable
of completing not less than 2,000 cycles of operation (see 6.4.8), including 1,000 cycles with
both inlet and outlet subjected to maximum working pressure and 1,000 cycles exhausting from
maximum working pressure to atmospheric pressure, without exceeding the specified leakage
limit.
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