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RATIONALE

AS27260 was returned to military custody as MIL-PRF-27260C at their request. Accordingly, it is hereby 
cancelled as regards SAE.

CANCELLATION NOTICE

This document has been declared "CANCELLED" as of June 2006. By this action, this document will 
remain listed in the Numerical Section of the Aerospace Standards Index.

 SAE values your input. To provide feedback 
 on this Technical Report, please visit 
 http://www.sae.org/technical/standards/AS27260A  
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NOTICE

This document has been taken directly from U.S. Military Specification MIL-PRF-27260C and contains 
only minor editorial and format changes required to bring it into conformance with the publishing 
requirements of SAE technical standards.  The initial release of this document is intended to replace 
MIL-PRF-27260C.  Any part numbers established by the original specification remain unchanged.

The original Military Specification was adopted as an SAE standard under the provisions of the SAE 
Technical Standards Board (TSB) Rules and Regulations (TSB 001) pertaining to accelerated adoption 
of government specifications and standards.  TSB rules provide for (a) the publication of portions of 
unrevised government specifications and standards without consensus voting at the SAE Committee 
level, and (b) the use of the existing government specification or standard format.

Under Department of Defense policies and procedures, any qualification requirements and associated 
qualified products lists are mandatory for DOD contracts.  Any requirement relating to qualified products 
lists (QPL’s) has not been adopted by SAE and is not part of this SAE technical document.
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1. SCOPE:

1.1 Scope:

This specification covers one type of 5,000-pound capacity aircraft cargo tie down. The tie down is 
designated CGU-1/B and is furnished in a minimum length of 240 inches.

2. APPLICABLE DOCUMENTS:

2.1 General:

The documents listed in this section are specified in sections 3 and 4 of this specification. This 
section does not include documents cited in other sections of this specification or recommended for 
additional information or as examples. While every effort has been made to ensure the completeness 
of this list, document users are cautioned that they must meet all specified requirements documents 
cited in sections 3 and 4 of this specification, whether or not they are listed.

2.2 Government documents:

2.2.1 Specifications and standards: The following specifications and standards form a part of this 
document to the extent specified herein. Unless otherwise specified, the issues of these 
documents are those listed in the issue of the Department of Defense Index of Specifications and 
Standards (DODISS) and supplement thereto, cited in the solicitation (see 6.2).

STANDARDS

DEPARTMENT OF DEFENSE

MIL-STD-130 - Identification Marking of US Military Property

(Unless otherwise indicated, copies of the above standard are available from the Standardization 
Document Order Desk, 700 Robbins Avenue, Building 4D, Philadelphia, PA 19111-5094.)
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2.3 Non-Government publications:

The following document forms a part of this document to the extent specified herein. Unless 
otherwise specified, the issues of the documents which are DOD adopted are those listed in the 
issue of the DODISS cited in the solicitation. Unless otherwise specified, the issues of documents 
not listed in the DODISS are the issues of the documents cited in the solicitation (see 6.2).

AMERICAN SOCIETY FOR QUALITY CONTROL (ASQC)

ANSI/ASQC Z1.4 - Sampling Procedures and Tables for Inspection by Attributes (DoD-adopted)

(Application for copies should be addressed to American Society for Quality Control, 611 East 
Wisconsin Avenue, P.O. Box 3005, Milwaukee, WI 53201-3005, or to the American National 
Standards Institute, 11 West 42nd Street, New York, NY 10036.)

RADIO TECHNICAL COMMISSION FOR AERONAUTICS (RTCA)

RTCA/DO-160 - Environmental Conditions and Test Procedures for Airborne Equipment

(Application for copies should be addressed to RTCA, Inc., 1140 Connecticut Ave. NW, Washington, 
DC 20036.)

2.4 Order of Precedence:

In the event of a conflict between the text of this document and the references cited herein, the text 
of this document takes precedence. Nothing in this document, however, supersedes applicable laws 
and regulations unless a specific exemption has been obtained.

3. REQUIREMENTS:

3.1 Qualification:

The tie downs furnished under this specification shall be products that are authorized by the 
qualifying activity for listing on the applicable qualified products list before contract award (see 4.2 
and 6.3).

3.2 Recycled, recovered, or environmentally preferable materials:

Recycled, recovered, or environmentally preferable materials should be used to the maximum extent 
possible provided the material meets or exceeds the operational and maintenance requirements, 
and promotes economically advantageous life cycle cost.
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