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RATIONALE
SAE FIVE-YEAR REVIEW: REMOVED AMS5880 FROM BALL CALLOUT DUE TO MATERIAL PERFORMANCE NOT
= MEETING THE LOAD REQUIREMENTS, UPDATED CADMIUM PLATE NOTICE, AND CORRECTED EXAMPLE OF PART
= NUMBER INTERNAL CLEARANCE FROM “.0001 TO .0005” TO “.0003 TO .0010” TO MATCH REQUIREMENT 7 AND
® NON-CREN PART STANDARD AS27648.
(L]
~ NOTICE
)
b THE COMPLETE REQUIREMENTS FOR PROCURING THE PRODUCT DESCRIBED HEREIN SHALL CONSIST OF THIS
DOCUMENT AND THE LATEST ISSUE OF AS7949.
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This report is published by SAE to advance the state of technical and engineering sciences. The use of this report is

entirely voluntary, and its applicability and suitability for any particular use, including any patent infringement arising therefrom, is the sole responsibility of the user.”

SAE reviews each technical report at least every five years at which time it may be revised, reaffirmed, stabilized, or cancelled. SAE invites your written comments and suggestions.
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£ For more information on this standard, visit =

§ https://www.sae.org/standards/content/AS27648/1A/ ) ﬁm ) /‘ )
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TABLE 1 - DIVENSIONS

E C
@D wibtH | WibTH = J
(@A) 0
OUTSIDE | INNER | OUTER | SHOULDER [ZORNER CHAMFER X484 @ Lo
DIAMETER | RING | RING | DIAMETER | INNER | OUTER | TO BRG. [MISALIGNMENT
AS +.0000 +.000 | +000 INNER | RING BORE | RING OD | SHARP | SPHERE |ANGLE EITHER| WEIGHT
DASH| @BBORE |  BORE -.0010 -005 | -.005 RING +015 +.015 |CORNER| OUTSIDE | DIRECTION LB
NO. 2/ |ToLERANCE| 1 2 1/ 1/ | (APPROX) -000 -000 | (REF) [DIAMETER 5/ (APPROX)
416 | 1.0000 f'gggg 1.0375 1141 1709 | 1.740 7° 25 18
21 | 13125 22500 1.454 2028 | 2.052 6° 30 20
23 | 14375 23750 1575 2155 | 2178 6° 22
25 | 15625 2.5000 437 375 1693 024 024 o8 [ 2302 5° 45 25
29 | 18125 2.7500 1.931 2535 | 2.552 5° 27
33 | 2.0625 +'888§ 3.0000 2.031 2787 | 2.802 5° 30
37 | 2.3125 - 3.2500 2468 3.039 | 3.052 4 30 33
47 | 2.9375 41250 3.003 035 oo | 2846 | 3.865 4° 30 64
48 | 3.0000 42500 531 469 3.022 : : 3.972 | 3.990 2° 69
29 | 3.0625 42500 3.022 3972 | 3.990 4 69

1/ ALL DIMENSIONS TO BE MET AFTER SURFACE TREATMENT.

2/ OUT-OF-ROUND TOLERANCES: BORE: -16 +.0003, -.0008 -21 THRU -49 +.0008, -.0008 OUTER DIA: +.0010, -.0020.

3/ A RADIUS GIVING APPROXIMATELY THE SAME GRIP FOR STAKING THE BEARING IN THE HOUSING WILL BE ACCEPTABLE.
4/ A RADIUS GIVING APPROXIMATELY THE SAME FILLET CLEARANCE WILL BE ACCEPTABLE.

5/ MISALIGNMENT ANGLE IS NOT TO EXCEED MINIMUM REQUIREMENT IN DESIGN OR APPLICATION.

TABLE 2 - LOADS AND STARTING TORQUE

1/ 2/
RADIAL [THRUST| RADIAL LOAD RATING
LIMIT LIMIT (LB) FOR AVERAGE
AS LOAD | LOAD LIFE OF 10000 3/

DASH |RATING |RATING | COMPLETE 90° CYCLES | MAXIMUM STARTING TORQUE
NO. LB LB CASE | CASE Il (INCH-OUNCE)
-16 8085 1600 4260 3960 5.0
-21 9840 2000 4590 4290 7.0
-23 10500 2200 4650 4360 9.0
-25 11300 2300 4680 4420 9.0
-29 12700 2600 4760 4530 14.0
-33 14400 2900 4820 4630 14.0
-37 15800 3200 4880 4690 20.0
-47 24700 5000 6600 6390 30.0
-48 27500 5500 8150 7840 30.0
-49 27500 5500 8150 7840 32.0

1/ CASE | - LOAD FIXED WITH RESPECT TO OUTER RING.
CASE Il - LOAD FIXED WITH RESPECT TO INNER RING.

2/ THESE RATINGS ARE FOR OPERATION UP TO 250 °F. FOR OPERATION UP TO
350 °F, THE RATINGS SHALL BE REDUCED BY 20%.

3/ SPECIFIED LIMITS ARE FOR BEARINGS LUBRICATED WITH MIL-PRF-81322
GREASE. FOR BEARINGS LUBRICATED WITH MIL-PRF-23827 TYPE | GREASE, THE
TORQUE LIMIT SHALL BE THE SPECIFIED VALUE IN THE TABLE MULTIPLIED BY 1.2.
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