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 SAE values your input. To provide feedback on this 
 Technical Report, please visit  
 http://standards.sae.org/AS29600/12A 

 
 

 
  

 
 

  

 
 
 
 

RATIONALE 
 
REVISION IS REQUIRED TO REMOVE ALL GOVERNMENT/WORD-FOR-WORD CONVERSION INFORMATION,  TO 
IMPROVE DRAWING LEGIBILITY, TO CORRECT ALL DOCUMENT REFERENCES, TO ADD METRIC EQUIVALENTS 
AND TO UPDATE DOCUMENT TO LATEST SAE FORMAT GUIDELINES. 
 

NOTICE 
 
THE COMPLETE REQUIREMENTS FOR PROCURING THE PRODUCT DESCRIBED HEREIN SHALL CONSIST OF THIS  
DOCUMENT AND THE LATEST ISSUE OF AS29600. 

FIGURE 1 - COMPOSITE CONNECTOR CONFIGURATION 

Full document details: SAE AS29600_12A

http://standards.sae.org/
http://www.avadocuments.com/doc/sae-as29600-12a
http://www.avadocuments.com/doc/sae-as29600-12a
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TABLE 1 - FIGURE 1 METRIC EQUIVALENTS 

 

INCHES MILLIMETERS INCHES MILLIMETERS INCHES MILLIMETERS INCHES MILLIMETERS

.010 0.254 .050 1.27 .150 3.81 .760 19.30 

TABLE 2 - FIGURE 1 DIMENSIONS 

SHELL 
SIZE 

Aø 
MAX. 

B 
±.010 

C THREAD 
REF 

Dø 
±.010 

  9   .847 (21.51) 

1.231 
(31.27) 

 

  .500-28   .795 (20.19) 
11   .990 (25.15)   .625-28   .920 (23.37) 
13 1.149 (29.18)   .750-28 1.075 (27.31) 
15 1.245 (31.62)   .875-28 1.170 (29.72) 
17 1.420 (36.07) 1.000-28 1.362 (34.59) 
19 1.627 (41.33) 1.125-28 1.557 (39.55) 
21 1.754 (44.55) 1.250-28 1.682 (42.72) 
23 1.881 (47.78) 1.375-28 1.807 (45.90) 
25 1.945 (49.40) 1.500-28 1.870 (47.50) 

 
 
REQUIREMENTS:  ALL REQUIREMENTS SHALL CONSIST OF THIS DOCUMENT AND THE LATEST ISSUE OF AS29600. 
 
DESIGN:  CONNECTORS SHALL BE DESIGNED IN ACCORDANCE WITH FIGURE 1 AND TABLE 2.  DIMENSIONS ARE IN INCHES AND 
APPLY AFTER PLATING.  METRIC EQUIVALENTS ARE GIVEN FOR INFORMATION PURPOSES ONLY AND ARE BASED ON 1 INCH =  
25.4 MM. 
 
MATING RECEPTACLE:  AS29600/10 AND AS29600/11. 
 
EXAMPLE OF PART NUMBER: 
 
           M29600                     /12               R                 B                     19                          P                         1   
 
 
 
             BASE                   DETAIL      CLASS        SHELL            INSERT              CONTACT      POLARIZATION 
    SPECIFICATION          SHEET                           SIZE 1/     ARRANGEMENT         STYLE 
 
1/ SEE TABLE 7 OF AS29600 FOR ADDITIONAL SHELL SIZE INFORMATION. 
 
 
SPECIFICATION NOTES: 
 
A CHANGE BAR (l) LOCATED IN THE LEFT MARGIN IS FOR THE CONVENIENCE OF THE USER IN LOCATING AREAS WHERE 
TECHNICAL REVISIONS, NOT EDITORIAL CHANGES, HAVE BEEN MADE TO THE PREVIOUS ISSUE OF THIS DOCUMENT. AN (R) 
SYMBOL TO THE LEFT OF THE DOCUMENT TITLE INDICATES A COMPLETE REVISION OF THE DOCUMENT, INCLUDING TECHNICAL 
REVISIONS. CHANGE BARS AND (R) ARE NOT USED IN ORIGINAL PUBLICATIONS NOR IN DOCUMENTS THAT CONTAIN EDITORIAL 
CHANGES ONLY. 

Full document details: SAE AS29600_12A

http://www.avadocuments.com/doc/sae-as29600-12a
http://www.avadocuments.com/doc/sae-as29600-12a

