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1. SCOPE AND FIELD OF APPLICATION:
1.1 This standard establishes the rolled thread element tolerances for lead, half-angle, taper, and

out-of-roundness for studs used in aerospace construction; it also establishes the requirements for
lead threads and runout threads for these studs.

1.2 This standard defines the requirements for runout threads and lead threads for bolt and screw rolled
threads used in aerospace construction; it also specifies a referee method, by optical projection, for
establishing conformity with these requirements which agree with ISO 3353.

1.3 The bolt and screw lead and runout thread requirements are also applicable to other externally
threaded products where the threads are produced by rolling.

2. DEFINITIONS:
2.1 Full Thread:

A fully formed thread has a profile that follows the design profile, within the tolerance band limits,
over an axial distance of 1 pitch (points A, B, C). See Figure 1.
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2.2 Thread Runout;

The thread runout is situated between the end of the plain portion of the shank (or the underhead
fillet) and the first fully formed thread root, where the minor diameter is not greater than the maximum
minor diameter. See Figures 2A and 2B.

2.2.1 For full shank fasteners, the runout X shall comprise the incomplete threads imparted by the thread
rolling die plus an unrolled portion of the blank diameter from which the thread is rolled. See
Figure 2A.

2.2.2 For pitch diameter shank fasteners, the runout X comprises only of incomplete threads, and will not
extend into the underhead fillet radius. See Figure 2B.

2.3 Incomplete Lead Threads:
The incomplete lead threads are situated between the end of the fastener and the first fully formed

thread, where the diameter at the crest is not less than the minimum major diameter. See Figure 3.
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FIGURE 2A. Full Shank Fasteners
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FIGURE 2B. Pitch Diameter Shank Fasteners
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2.3.1 Ineffective Lead Threads: The ineffective lead threads are situated between the end of the
fastener and the first effective thread, where the pitch diameter of the pressure flank of the thread
corresponds with the minimum pitch diameter at that point. See Figure 3.
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3. TECHNICAL REQUIREMENTS:
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FIGURE 3

Lead threads

3.1 Threads shall be as specified on the part drawing. External rolled threads shall also meet the
applicable requirements specified herein.

3.2 Special Stud End Threads:

The special stud end threads for interference fit, UN or UNJ inch thread forms and MJ metric thread
form, shall meet the following requirements.

3.2.1 Stud Thread Element Tolerances: Pitch diameter limits of the full threads on the stud end shall be
as specified on the part drawing.

3.2.1.1 Lead and Half-Angle Deviations: Where no tolerance class is specified on the part drawing,
tolerances for lead and half-angle of the stud end threads shall be as specified in Table |.
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TABLE | - Lead & Half-Angle Deviations

UN & UNJ Lead MJ Lead
Threads Deviation Half-Angle Thread Deviation Half-Angle
Per Inch {(See Note 1) Deviation Pitch (See Note 1) Deviation
Inch Deg Min i ym Deg Min
32 0.0003 0 37 0.8 7 O 37
28 0.0003 0 35 1 8 0 33
24 0.0003 0 33 1.25 10 0 30
20 0.0004 0 30 1.5 11 0 30
18 0.0004 0 31 1.75 13 0 29
16 0.0005 0 29 2 15 0 28
14 0.0005 0 29 2.5 18 0 26
13 0.0005 0 28 3 20 0 25
12 0.0006 0 28
11 0.0006 0 26
10 0.0007 0 26
9 0.0007 0 25
8 0.0008 0 25

Note 1. Lead deviation between any 2 threads not farther apart than the
length of stud end thread including the lead threads.

3.2.1.2 Taper: The pitch cylinder of all full threads on the stud end (see Figure 4) shall not taper more
than 0.0005 inch per inch for UN and UNJ threads and 13 um per 25 mm for MJ threads and, if
tapered, the smaller diameter shall be at the entering end of the stud. Taper variations shall fall
within diameter limits specified on the part drawing.

3.2.1.3 Out-of-Roundness: Out-of-roundness of the pitch cylinder of the stud end full threads shall not
exceed 0.0005 inch FIM for UN and UNJ threads and 13 um FIM for MJ threads. Roundness
variations shall fall within pitch diameter limits specified on the part drawing.

3.2.2 Stud Lead Threads: Where tapered lead threads are required, as illustrated in Figure 4, the pitch
diameter of the lead threads on the stud end shall originate from the stud pitch diameter of full
threads and continue, decreasing for a distance B specified in Table Il. See Figure 5.

3.2.2.1 The minimum lead thread length on the stud end is controlled by the number of turns that the
stud will enter a lead thread ring gage or gage of equivalent accuracy made to the maximum
pitch diameter of the lead threads specified on the part drawing; the number of such turns shall
be not less than 1 nor more than 2.

3.2.2.2 Any variation in lead (pitch) shall be in the same relative direction on the lead threads of the stud
end as on the full threads of the stud end.
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FIGURE 4. Stud End
For lllustrative Purposes Only
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