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 SAE values your input. To provide feedback
 on this Technical Report, please visit  
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FIGURE 1 

TABLE 1A 

AS NOM NOM       
IDENT TUBE OD TUBE OD A A B B C C 

NUMBER IN (MM) IN (MM) IN (MM) IN (MM) 
AS3074-02   .125   3.18  .025-.085 0.64-2.15   .083-  .113   2.11-  2.87   .257-  .267   6.53-  6.78 
AS3074-03   .188   4.76  .020-.080 0.51-2.03   .146-  .176   3.71-  4.47   .320-  .330   8.13-  8.38 
AS3074-04   .250   6.35  .045-.105 1.15-2.66   .193-  .223   4.91-  5.66   .373-  .383   9.48-  9.72 

AS3074-05   .312   7.92  .045-.105 1.15-2.66   .255-  .285   6.48-  7.23   .436-  .446 11.08-11.32 
AS3074-06   .375   9.52  .055-.115 1.40-2.92   .318-  .348   8.08-  8.83   .492-  .502 12.50-12.75 
AS3074-07   .438  11.11  .045-.105 1.15-2.66   .380-  .410   9.66-10.41   .554-  .564 14.08-14.32 

AS3074-08   .500  12.70  .065-.125 1.66-3.17   .426-  .456 10.83-11.58   .672-  .682 17.07-17.32 
AS3074-09   .562  14.29  .070-.130 1.78-3.30   .473-  .503 12.02-12.77   .734-  .744 18.65-18.89 
AS3074-10   .625  15.88  .075-.135 1.91-3.42   .539-  .569 13.70-14.45   .788-  .798 20.02-20.26 

AS3074-11   .688  17.46  .095-.155 2.42-3.93   .602-  .632 15.30-16.05   .896-  .906 22.76-23.01 
AS3074-12   .750  19.05  .095-.155 2.42-3.93   .664-  .694 16.87-17.62   .962-  .972 24.44-24.68 
AS3074-14   .875  22.23  .095-.155 2.42-3.93   .787-  .817 19.99-20.75  1.087-1.097 27.61-27.86 

AS3074-16  1.000  25.40  .095-.155 2.42-3.93   .913-  .943 23.20-23.95  1.212-1.222 30.79-31.03 
AS3074-18  1.125  28.58  .095-.155 2.42-3.93 1.022-1.052 25.96-26.72  1.402-1.412 35.62-35.86 
AS3074-20  1.250  31.75  .095-.155 2.42-3.93 1.147-1.177 29.14-29.89  1.525-1.535 38.74-38.98 

AS3074-24  1.500  38.10  .095-.155 2.42-3.93 1.381-1.411 35.08-35.83  1.775-1.785 45.09-45.33 
AS3074-28  1.750  44.45  .095-.155 2.42-3.93 1.646-1.676 41.81-42.57  2.150-2.160 54.61-54.86 
AS3074-32  2.000  50.80  .095-.155 2.42-3.93 1.880-1.910 47.76-48.51  2.400-2.410 60.96-61.21 
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