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RATIONALE 

 
REVISE THREAD TO AS8879, REVISE FPI REFERENCE AND REQUIREMENTS, DELETE ALL SOURCE CONTROL AND 
SOURCE OF SUPPLY INFORMATION, REVISE THREAD TO THREAD AND THREAD TO SHANK POSITIONAL 
TOLERANCES, ADD STRAIGHTNESS REQUIREMENT, REVISE LEAD END CHAMFERS TO AS1132, ADD NEW NOTE 
FOR DISPOSITION OF EXISTING INVENTORY, DELETE METRIC DIMENSIONS, FIGURE 1 RE-DRAWN WITH 
EDITORIAL UPDATES, UPDATE TO ANSI Y14.5M-1982, UPDATE SURFACE TEXTURE REFERENCES, ADD AS3062 
INCOMPLETE THREAD REQUIREMENTS, GENERAL EDITORIAL REVISION. 
 
AS3091A HAS BEEN REAFFIRMED TO COMPLY WITH THE SAE FIVE-YEAR REVIEW POLICY. 

 

FIGURE 1 - STUD 
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TABLE 1 - PART NUMBERS, DIMENSIONS L, A, B AND APPROX MASS 

PART NUMBERS L A 
B 

MIN 

APPROX 
MASS 
LB/100 

     
AS3091-01 1.052-1.072   .552-  .572 .438 1.21 
AS3091-02 1.115-1.135   .615-  .635 .500 1.28 
AS3091-03 1.178-1.198   .678-  .698 .562 1.35 
AS3091-04 1.240-1.260   .740-  .760 .562 1.42 
AS3091-05 1.302-1.322   .802-  .822 .656 1.49 

     
AS3091-06 1.365-1.385   .865-  .885 .562 1.57 
AS3091-07 1.428-1.448   .928-  .948 .688 1.64 
AS3091-08 1.490-1.510   .990-1.010 .562 1.71 
AS3091-09 1.552-1.572 1.052-1.072 .562 1.78 
AS3091-10 1.615-1.635 1.115-1.135 .562 1.86 

     
AS3091-11 1.678-1.698 1.178-1.198 .562 1.93 
AS3091-12 1.740-1.760 1.240-1.260 .562 2.00 
AS3091-13 1.802-1.822 1.302-1.322 .562 2.07 
AS3091-14 1.865-1.885 1.365-1.385 .562 2.14 
AS3091-15 1.928-1.948 1.428-1.448 .562 2.22 

     
AS3091-16 1.990-2.010 1.490-1.510 .562 2.29 
AS3091-17 2.052-2.072 1.552-1.572 .562 2.36 
AS3091-18 2.115-2.135 1.615-1.635 .562 2.43 
AS3091-19 2.178-2.198 1.678-1.698 .562 2.51 
AS3091-20 2.240-2.260 1.740-1.760 .562 2.58 

     
AS3091-21 2.302-2.322 1.802-1.822 .562 2.65 
AS3091-22 2.365-2.385 1.865-1.885 .562 2.72 
AS3091-23 2.428-2.448 1.928-1.948 .562 2.80 
AS3091-24 2.490-2.510 1.990-2.010 .562 2.87 
AS3091-25 2.552-2.572 2.052-2.072 .562 2.94 

     
AS3091-26 2.615-2.635 2.115-2.135 .562 3.01 
AS3091-27 2.678-2.698 2.178-2.198 .562 3.08 
AS3091-28 2.740-2.760 2.240-2.260 .562 3.16 
AS3091-29 2.802-2.822 2.302-2.322 .562 3.23 
AS3091-30 2.865-2.885 2.365-2.385 .562 3.30 

     
AS3091-31 2.990-3.010 2.490-2.510 .562 3.45 
AS3091-32 3.115-3.135 2.615-2.635 .562 3.59 
AS3091-33 3.240-3.260 2.740-2.760 .562 3.73 
AS3091-34 3.365-3.385 2.865-2.885 .562 3.88 
AS3091-35 3.490-3.510 2.990-3.010 .562 4.03 
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