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For more information on this standard, visit 
https://www.sae.org/standards/content/AS31001C/ 
 

 
 
 
 

RATIONALE 
 
AS31001C IS BEING STABILIZED BECAUSE THE PROCESSES/PRODUCT IS CONSIDERED MATURE AND THE 
COMMITTEE DOES NOT ANTICIPATE FUTURE TECHNICAL CHANGES. STABILIZATION DOES NOT IMPLY THE 
PROCESS OR PRODUCT IS UNACCEPTABLE FOR APPLICATIONS FOR WHICH IT IS DESIGNED. ANY TECHNICAL 
CHANGES NOTED BY A SUPPLIER OR USER WHICH RESULTS IN A PRODUCT OR REQUIREMENT CHANGE WILL 
BE ADDRESSED BY A NEW REVISION. QUALIFIED SUPPLIERS ARE STILL MAINTAINED. 
 

STABILIZED NOTICE 
 
THIS DOCUMENT HAS BEEN DECLARED "STABILIZED" BY SAE AE-8C1 CONNECTORS COMMITTEE AND WILL NO 
LONGER BE SUBJECTED TO PERIODIC REVIEWS FOR CURRENCY. USERS ARE RESPONSIBLE FOR VERIFYING 
REFERENCES AND CONTINUED SUITABILITY OF TECHNICAL REQUIREMENTS. NEWER TECHNOLOGY MAY EXIST. 
 

Full document details: SAE AS31001C

https://www.sae.org/standards/content/PRODCODE/
http://www.avadocuments.com/doc/sae-as31001c
http://www.avadocuments.com/doc/sae-as31001c
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  NOTICE 

THE COMPLETE REQUIREMENTS FOR PROCURING THE PRODUCT DESCRIBED HEREIN SHALL CONSIST OF THIS 
DOCUMENT AND THE LATEST ISSUE OF AS50151.   
 
 
 

CLASS A - SOLID SHELL 
CLASS C - PRESSURIZED 

 
FIGURE 1 - STYLE S (SOCKET INSERT) 

Full document details: SAE AS31001C

http://www.avadocuments.com/doc/sae-as31001c
http://www.avadocuments.com/doc/sae-as31001c
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STYLE P (PIN INSERT) 
 

CLASS A - SOLID SHELL 
CLASS C - PRESSURIZED 

 
FIGURE 2 - STYLE P (PIN INSERT) 

 
TABLE 1 - FIGURE 1 AND 2 DIMENSIONS 

 

SIZE 

A 
COUPLING 

THREAD 

B 
MIN 

USABLE 
THREAD 

D 
+.015 
-.000 

ID 

I 
MAX 

INSERT 
DIA 

JJ 1/ 
+.031 
-.000 

INSERT 
LOCATION 

K 
THICKNESS 
MOUNTING 

FLANGE 
L 

MAX 
OVERALL 
LENGTH 

M 
+.031 
-.000 

MOUNTING
FLANGE 

LOCATION MAX MIN 
8S 1/2 - 28 

.375 

  .370   .250 

.562 

.156 .062 

1.469 

.562 
10S 

5/8 - 24   .448 
  .320 

1.531 
10SL 

  .448 12S 
3/4 - 20   .557 

1.688 
12 .625 .750 2.062 .750 

14S 
7/8 - 20 

.375 
  .682   .525 

.562 1.688 .562 
14 .625 .750 2.062 .750 

16S 
1 - 20 

.375 
  .807   .650 

.562 1.688 .562 
16 

.625 .750 

2.062 
.750 

18 1-1/8 - 18   .932   .770 

.203 .094 
20 1-1/4 - 18 1.058   .925 

2.188 
22 1-3/8 - 18 1.182 1.020 
24 1-1/2 - 18 1.307 1.145 

2.312 .812 
28 1-3/4 - 18 1.526 1.365 
32 2 - 18 1.776 1.615 

.359 .125 
2.438 

.875 
36 2-1/4 - 16 1.995 1.830 
40 2-1/2 - 16 2.245 2.045 
44 2-3/4 - 16 2.495 2.300 

2.562 
48 3 - 16 2.745 2.550 

 
1/  WHERE RESILIENT INSERTS ARE USED, “JJ” MAY BE .109 LESS THAN THAT INDICATED. 

Full document details: SAE AS31001C

http://www.avadocuments.com/doc/sae-as31001c
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TABLE 1 - FIGURE 1 AND 2 DIMENSIONS (CONTINUED) 
  

SIZE 

N 
MAX 
O.D. 

O (REF) 
MOUNTING 

HOLE 
DIA 

P 
+.015 
-.000 
KEY 

HEIGHT 

R 
±.005 

 -  
MOUNTING

HOLES 

S 
±.031 

INCHES 
LENGTH

SIDE 

T 
+.010 
-.005 

MOUNTING
BOLT 
HOLE 
DIA 

V 
THREAD 

W 
MIN 

USABLE 
THREAD 

FOR INSERT 
ARRANGEMENT 
SEE DRAWING 

8S   .532   .562   .130   .594   .875 

.120 

1/2 - 28 

.375 

MIL-STD 1651 

10S   .656   .688 
  .165   .719 1.000 

10SL 
  .782   .812 5/8 - 24 12S 

  .224   .812 1.094 
12 

14S 
  .906   .938   .263   .906 1.188 3/4 - 20 

14 
16S 

1.032 1.062   .325   .969 1.281 7/8 - 20 
16 
18 1.156 1.188   .385 1.062 1.375 1 - 20 
20 1.282 1.312   .463 1.156 1.500 

1-3/16 - 18 
22 1.406 1.438   .510 1.250 1.625 
24 1.532 1.562   .573 1.375 1.750 

.147 1-7/16 - 18 
28 1.782 1.812   .683 1.562 2.000 
32 2.032 2.062   .808 1.750 2.250 

.173 

1-3/4 - 18 .438 
36 2.282 2.312   .915 1.938 2.500 2 - 18 

.500 
40 2.532 2.562 1.023 2.188 2.750 2-1/4 - 16 
44 2.782 2.812 1.150 2.375 3.000 2-1/2 - 16 .562 
48 3.032 3.062 1.275 2.625 3.250 3 - 16 .625 

 
NOTES FOR CLASS A AND C: 
 
1. SOCKET INSERTS OF HARD MATERIAL SHALL EXTEND .016 MAXIMUM BEYOND OR .032 MAXIMUM BELOW SHELL.  SOCKET 

INSERT OF RESILIENT MATERIAL SHALL EXTEND .047 +.000/-.047 BEYOND SHELL. 
 
 

 
 

CLASS K - FIREWALL 
 

FIGURE 3 - STYLE S (SOCKET INSERT) 
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