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PROCUREMENT SPECIFICATION: AS7477 
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For more information on this standard, visit 
https://www.sae.org/standards/content/AS3104B/ 
 

 
RATIONALE 

 
REVISE LEAD THREAD CHAMFER TO AS1132, ADD NOTE FOR DISPOSITION OF EXISTING INVENTORY NOTE, 
UPDATE FIGURE 1 TO ASME Y14.5-2018. 
 

 
FIGURE 1 - BOLT 
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TABLE 1 - DIMENSIONS 
 

PART NUMBER L G MIN K MAX 
APPROX MASS 

LB/100 
AS3104-14 1.438   .030   .188 10.44 
AS3104-15 1.500   .090   .250 10.75 
AS3104-16 1.562   .152   .312 11.06 
AS3104-17 1.625   .215   .375 11.37 
AS3104-18 1.688   .278   .438 11.67 

     
AS3104-19 1.750   .340   .500 11.98 
AS3104-20 1.812   .402   .562 12.29 
AS3104-21 1.875   .465   .625 12.59 
AS3104-22 1.938   .528   .688 12.90 
AS3104-23 2.000   .590   .750 13.21 

     
AS3104-24 2.125   .715   .875 13.82 
AS3104-25 2.250   .840 1.000 14.44 
AS3104-26 2.375   .965 1.125 15.05 
AS3104-27 2.500 1.090 1.250 15.67 
AS3104-28 2.625 1.215 1.375 16.28 

     
AS3104-29 2.750 1.340 1.500 16.90 
AS3104-30 2.875 1.465 1.625 17.51 
AS3104-31 3.000 1.590 1.750 18.12 
AS3104-32 3.125 1.715 1.875 18.74 
AS3104-33 3.250 1.840 2.000 19.35 

     
AS3104-34 3.375 1.965 2.125 19.97 
AS3104-35 3.500 2.090 2.250 20.58 
AS3104-36 3.625 2.215 2.375 21.20 
AS3104-37 3.750 2.340 2.500 21.81 
AS3104-38 3.875 2.465 2.625 22.43 

     
AS3104-39 4.000 2.590 2.750 23.04 
AS3104-40 4.125 2.715 2.875 23.66 
AS3104-41 4.250 2.840 3.000 24.27 
AS3104-42 4.375 2.965 3.125 24.88 
AS3104-43 4.500 3.090 3.250 22.50 

     
AS3104-44 4.625 3.125 3.375 26.11 
AS3104-45 4.750 3.340 3.500 26.73 
AS3104-46 4.875 3.465 3.625 27.34 
AS3104-47 5.000 3.590 3.750 27.96 
AS3104-48 5.125 3.715 3.875 28.57 

     
AS3104-49 5.250 3.840 4.000 29.19 
AS3104-50 5.375 3.965 4.125 29.80 
AS3104-51 5.500 4.090 4.250 30.42 
AS3104-52 5.625 4.215 4.375 31.03 
AS3104-53 5.750 4.340 4.500 31.65 

     
AS3104-54 5.785 4.465 4.625 32.26 
AS3104-55 6.000 4.590 4.750 32.88 

NOTE: FOR SHORT SCREWS THREADED TO HEAD, REFER TO AS9434. 
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