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RATIONALE
THIS DOCUMENT IS BEING STABILIZED AT THE REQUEST OF PROCURING ORGANIZATIONS FOR APPLICATIONS
= SPECIFIC TO ENGINE AND ENGINE CONTROL SYSTEMS. FOR HYDRAULIC AND PNEUMATIC APPLICATIONS AS83248/1
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2 STABILIZED NOTICE
THIS DOCUMENT HAS BEEN DECLARED "STABILIZED" BY THE SAE A-6C2 SEALS COMMITTEE AND WILL NO

LONGER BE SUBJECTED TO PERIODIC REVIEWS FOR CURRENCY. USERS ARE RESPONSIBLE FOR VERIFYING
REFERENCES AND CONTINUED SUITABILITY OF TECHNICAL REQUIREMENTS. NEWER TECHNOLOGY MAY EXIST.
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% SECTION A-A

Ix D :
PART REF. ) = (o T T(E;§ APPROX MASS
NUMBER zgﬁgén 0D
MIN MAX MIN MAY | MIN MAX MIN MaX | LB/100 [ kg/10C
AS3208-01 | .250 -28 | .0938 .180 ) 190 4.57 | 4.83].053 1 .059 | 1.35 | 1.50-] .012 0.005
AS3208-02 | .3125-244 .125 J23 | (2441 5.94 | 6.20| .06%L | .067 | 1.55 | 1.70 | .019 0.009
AS3208-03 | .375 -24 | .1875 .296 | .306f{ 7.52 | 7.77(.061 | .067 | 1.55 | 1.70 | .023 0.011
AS3208-04 | .4375-20] .250 J346 | 356 8.79| 9.04|.069 | 075 {1.75 | 1.90 | .034 0.015
AS3208-05 | 500 -20; .3125 ,409 1 419 10.39 [10.64 ! .069 | .075 | 1.75 | 1.90 | .03% 0.018
AS3208-06 | .5625-18| .375 463 1 4731 11.76 {12.01| .075 | .08L | 1.90 { 2.06 | .052 ¢.023
AS3208-07,] .625 -18 | .4375 523 | .537| 13.28 113,64 | .079 | .085 | 2,01 | 2.16 | .064 0.02¢
AS3208-08 | .750 -16] .500 6351 .653| 16.13|16.59 | .085 | .090 | 2,13 | 2.29 | 086 0.039
AS3208-09 | .8125-16{ .3625 .6%7 | .715] 17.70 | 18.16 | .09 | .100 | 2.39 | 2.54 | 117 G.053
AS3208-10 | .875 -1& | 625 746 | 764 ) 18.95 | 19.41 | 094 § 100 | 2.39 | 2.54 | 125 0.057
AS3208-11 §1.000 -12{ .6875 854 1 8721 21.6% | 22,35 .112 | .120 | 2.8 | 3.05 | .205 0.093
AS3208-12 | 1.0625-12| .750 - | .91513% .933! 23.24 |23.70 1 .112 | .120 | 2.8& | 3.05 | .218 0.099
453208-13 | 1.325 -12{ 8125 976 3 .996 | 24.79 |25.30| .112 | .120 | 2.84 | 3.05 | .231 0,105
AS3208-14 | 1.1875-12| .875 1.037 [1.057 | 26.346 1 26.85 | .112 | .120 | 2.84 | 3.05 | .243 0.110
AS3208-16 | 1,3125-12 [ 1.000 1.161 [ 1.181] 29.4% [ 20.00| .112 | .120 | 2.84 ]| 3.05 | .269 0.122
£53208-18 | 1.500 ~12} 1.125 1.343 | 1.367 | 34.11 (34,72 | .112 | ,120 | 2.84 { 3.05 | .308 0.150
AS3208-20 | 1.825 -12{ 1.250 1.461 {1.489 ] 37.311 | 37.82{ .114 | .122 | 2.90 | 3.10 | .345 0.156
AS3208-24 | 1.875 -12 | 1.500 1.706 {1,734 | 42.33 |44.04 | 114 | 122 | 2.90 | 3.10 | .398 0.180
AS3208-28 | 2.250 -12 | 1.750 2,072 [2.108 | 32.63 | 53.54 | .114 | .122 | 2,90 | 3,10 | .478 §.217
AS3208-32 | 2,300 -12 | 2.000 2.319 | 2.355] 58.90 155,82 | 114 | .122 | 2.90 { 3.10 | .531 0.241

=

(a) FOR REFERENCE PURPOSES ONLY.

2. MATERIAL AND PROCUREMENT SPECIFICATION: FLUORCCARBON RUBBER AMS 7276.

3. DIMENSIONS IN INCHES (MILLIMETRE). METRIC CONVERSTONS ARE IN INTERNATIONAL SYSTEM UNITS (S1).
4. IDENTIFICATION AND PACKAGING PER AMS 2817.

5. DIMENSTIONAL INSPECTION PER AS871.

6. DO NOT USE UNASSIGNED PART NUMBERS.

~d

THESE SEALS ARE INTENDED FOR USE WITH INTERMAL STRATCHT THRFAD FLUID CONNECTION BOSSES.
REF. MS33649, AS1171, AND ANST B141,6-1972.
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