FEDERAL SUPPLY CLASS

REV.
A

RATIONALE

THIS DOCUMENT HAS BEEN DETERMINED TO CONTAIN BASIC AND STABLE TECHNOLOGY WHICH IS NOT
DYNAMIC IN NATURE. THIS STANDARD HAS BEEN STABILIZED.

STABILIZED NOTICE

THIS DOCUMENT HAS BEEN DECLARED "STABILIZED" BY THE SAE E-25 GENERAL STANDARDS FOR AEROSPACE
AND PROPULSION SYSTEMS COMMITTEE AND WILL NO LONGER BE SUBJECTED TO PERIODIC REVIEWS FOR
CURRENCY. USERS ARE RESPONSIBLE FOR VERIFYING REFERENCES AND CONTINUED SUITABILITY OF
TECHNICAL REQUIREMENTS. NEWER TECHNOLOGY MAY EXIST.

AS3214

@
o
> (=}
o 3
= S
[} [}
k%) 2
5 2
Q. ©
g %)
s £
o= g
&g £
.
B 2
QL2 0
32 £
ga &
ge W
22 o
5 )
5o 8
TS o
% 2 %
®BE ©O
T o 5
gz 8 o
— = = o
22 8 f
g8 © g
" © -8' N
2e g [a)
° g = w
2o E N
c2 @9 |
2E o 2
GE @ |<£
gg 2 )
we @
LT o
o J o
> 5 —
55 F 3
82 S 8
5% o N
52 E a)
ag = S
wgs S =
=% = o
= i
5 ©
eL 3 <
Fs <
s> 2
k= 2 & ©
= @© > Q
g5 ¢ 2
S>> 9 o))
2L 4 N
Q 1]
@ E @ a
E a T THIRD ANGLE PROJECTION (:f))
=l . .
S % 3 SAE values your input. To provide feedback \ 2}
gé e on this Technical Report, please visit /\ /‘
25 8 http:/www.sae.org/technical/standards/AS3214A : () . .
€S E K/ \\‘
83 3
-
n o § CUSTODIAN: E-25
Tg ©
o
28 2 AEROSPACE STANDARD
g5 ¢ REV.
~Fg @ WIRE, SAFETY-STEEL, CORROSION AS3214 A
22 4 INTERNATIONAL AND HEAT RESISTANT, AMS5689
n n
> Documents

Copyright 2015 SAE International )
All rights reserved. No part of this publication may be reproduced, stored in a retrieval system or transmitted, in any form or by any ri.eans, electicnic, B@@mm@mbﬁhm‘,l ng Hub
recording, or otherwise, without the prior written permission of SAE.
TO PLACE A DOCUMENT ORDER:  Tel: 877-606-7323 (inside USA and Canada) Tel: +1 724-776-4970 (outside USA)
Fax: 724-776-0790 Email: CustomerService@sae.org SAE WEB ADDRESS: http://www.sae.org

Full document details: SAE AS3214A


http://www.sae.org/technical/standards/PRODCODE
http://avadocuments2026.com/doc/sae-as3214a
http://avadocuments2026.com/doc/sae-as3214a

|-— LENGTH AS REQUIRED-—*‘ r-WIRE DIA
L 3 ( - ‘

PART NOMINAL WIRE GRAMS PER METRE
NUMBER WIRE DIA | DIAMETER APPROX
AS3214-01 0.5 0.46-0.54 .71
AS3214-02 0.8 0.76-0,84 4,37
AS3214-03 1.0 0.95-1.05 6.85
AS3214-04 1,25 1.2-1.3 11.11

1. MATERIAL: CORROSION AND HEAT RESISTANT STEEL PER AMS 5689

WHEN LOCKWIRE IS SUPPLIED IN ACCORDANCE WITH THIS DRAWING,
THE SPECIFIED DIAMETER TOLERANCES SUPERSEDE THOSE IN THE
MATERIAL SPECIFICATION

3. DIMENSIONS IN S| MILLIMETRES UNLESS OTHERWISE SPECIFIED
4, DO NOT USE UNASSIGNED PART NUMBERS
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