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1. SCOPE:

This standard establishes dimensional limits and acceptance requirements for uniform cross section
spiral retaining rings which have been processed to minimize the amount of distortion and burrs.

2. APPLICABLE DOCUMENTS:
ANSI B27.6-1972 General Purpose Uniform Cross Section Spiral Retaining Rings
3. REQUIREMENTS:
3.1 Material and Finish:
The material and finish shall be as specified on the drawing.
3.2 Design:

3.2.1 Crimp: Retaining rings requiring crimping shall meet the following requirements (See Figure 1).
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FIGURE 1. Crimped Retaining Rings
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3.2.1.1 Crimp height: The height of the crimp (see Figure 2) shall be equal to the actual thickness of the
ring within the tolerances of Table 1.

TABLE 1
T T
Ring Thickness Ring Thickness Tolerance Tolerance

{Inch) _{mm) {Inch) fmm)

000 - ,0u4 0.00 - 1,12 +,002 +0.05
-.004 -0.10

.045 - 066 1.1 - 1,68 +,003 +0,08
-.005 -0.13

.067 and over 1.70 and over +.005 40,13
-.007 -0.18

3.2.1.2 Crimp length, angle and radius: The crimp length, angle and radius (see Figure 2) shall conform
to the dimensions and tolerances in Table 2.
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FIGURE 2. Crimp
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