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 SAE values your input. To provide feedback
 on this Technical Report, please visit  
 http://www.sae.org/technical/standards/AS3226A 

 
 

RATIONALE 
 
REVISE THREAD SPECIFICATION TO AS8879, UPDATE DIMENSIONING AND TOLERANCING TO ANSI Y14.5M-1982, 
UPDATE REFERENCES (SURFACE TEXTURE, FPI, ETC.) FORMATS AND TABLES, REMOVE METRIC DIMENSIONS, 
FIGURE 1 REDRAWN AND TABLE RE-TYPED. GENERAL EDITORIAL UPDATE. 
 
 

 

FIGURE 1 - TEE 
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FITTING, TEE, BULKHEAD ON RUN, FLARED, 
CORROSION AND HEAT RESISTANT STEEL (UNS S34700) 

 

TABLE 1A - PART NUMBERS, NOMINAL TUBE OD, THREAD T, AND DIMENSIONS A - F 

PART 
NUMBER 

NOMINAL 
TUBE OD THREAD T ØA B ØC ØD 

E 
MIN ØF 

AS3226-02 .125   .3125-24 UNJF-3A   .058-  .065 .144-.159   .235-  .245   .129-  .135 .060   .247-  .252 
AS3226-03 .188   .3750-24 UNJF-3A   .121-  .128 .144-.159   .297-  .307   .192-  .198 .060   .309-  .314 
AS3226-04 .250   .4375-20 UNJF-3A   .168-  .175 .160-.175   .349-  .359   .239-  .245 .060   .361-  .366 

         
AS3226-05 .312   .5000-20 UNJF-3A   .230-  .237 .160-.175   .411-  .421   .301-  .307 .060   .423-  .428 
AS3226-06 .375   .5625-18 UNJF-3A   .293-  .301 .165-.180   .466-  .476   .365-  .371 .060   .478-  .483 
AS3226-07 .438   .6250-18 UNJF-3A   .355.  -363 .165-.180   .529-  .539   .427-  .433 .060   .541-  .546 

         
AS3226-08 .500   .7500-16 UNJF-3A   .387-  .395 .229-.244   .644-  .654   .459-  .465 .100   .657-  .662 
AS3226-09 .562   .8125-16 UNJ-3A   .434-  .442 .229-.244   .706-  .716   .506-  .512 .100   .719-  .724 
AS3226-10 .625   .8750-14 UNJF-3A   .480-  .488 .255-.270   .757-  .767   .552-  .558 .100   .770-  .775 

         
AS3226-11 .688 1.0000-12 UNJF-3A   .542-  .552 .304-.319   .865-  .875   .616-  .622 .130   .879-  .884 
AS3226-12 .750 1.0625-12 UNJ-3A   .604-  .614 .304-.319   .928-  .938   .678-  .684 .130   .942-  .947 
AS3226-14 .875 1.1875-12 UNJ-3A   .729-  .739 .304-.319 1.052-1.062   .803-  .809 .130 1.067-1.072 

         
AS3226-16 1.000 1.3125-12 UNJ-3A   .839-  .851 .312-.327 1.178-1.188   .915-  .921 .130 1.192-1.197 
AS3226-18 1.125 1.5000-12 UNJF-3A   .948-  .960 .312-.327 1.365-1.375 1.024-1.030 .175 1.379-1.384 
AS3226-20 1.250 1.6250-12 UNJ-3A 1.073-1.086 .363-.378 1.490-1.500 1.150-1.156 .175 1.504-1.509 

         
AS3226-24 1.500 1.8750-12 UNJ-3A 1.307-1.320 .374-.389 1.740-1.750 1.384-1.390 .185 1.753-1.758 
AS3226-28 1.750 2.2500-12 UNJ-3A 1.542-1.557 .447-.462 2.115-2.125 1.649-1.655 .255 2.128-2.133 
AS3226-32 2.000 2.5000-12 UNJ-3A 1.776-1.791 .457-.472 2.365-2.375 1.883-1.889 .255 2.378-2.383 

 

TABLE 1B - PART NUMBERS AND DIMENSIONS G - P 

PART 
NUMBER ØG H J K ØL 

M 
MIN N P 

AS3226-02   .225-  .255 .198-.218   .307-  .327   .672-  .692   .219-  .239 .032 .125-.135   .697-  .717 
AS3226-03   .285-  .315 .198-.218   .336-  .356   .672-  .692   .281-  .301 .032 .131-.141   .754-  .774 
AS3226-04   .335-  .365 .240-.260   .388-  .408   .738-  .758   .334-  .354 .037 .140-.150   .816-  .836 

         
AS3226-05   .400-  .430 .240-.260   .388-  .408   .738-  .758   .396-  .416 .037 .140-.150   .879-  .898 
AS3226-06   .455-  .485 .268-.288   .388-  .408   .803-  .823   .452-  .472 .040 .156-.166   .988-1.008 
AS3226-07   .520-  .550 .268-.288   .388-  .408   .803-  .823   .514-  .534 .040 .172-.182   .988-1.008 

         
AS3226-08   .635-  .665 .302-.322   .479-  .499   .893-  .913   .630-  .650 .045 .187-.197 1.185-1.205 
AS3226-09   .695-  .725 .302-.322   .479-  .499   .893-  .913   .693-  .713 .045 .203-.213 1.185-1.205 
AS3226-10   .750-  .780 .347-.367   .575-  .595 1.008-1.028   .744-  .764 .051 .219-.229 1.401-1.421 

         
AS3226-11   .855-  .885 .407-.427   .653-  .673 1.112-1.132   .854-  .874 .058 .234-.244 1.604-1.624 
AS3226-12   .920-  .950 .407-.427   .653-  .673 1.112-1.132   .917-  .937 .058 .234-.244 1.604-1.624 
AS3226-14 1.040-1.070 .407-.427   .700-  .720 1.112-1.132 1.042-1.062 .058 .234-.244 1.758-1.778 

         
AS3226-16 1.170-1.200 .407-.427   .710-  .730 1.112-1.132 1.167-1.187 .058 .234-.244 1.768-1.788 
AS3226-18 1.350-1.380 .407-.427   .757-  .777 1.112-1.132 1.354-1.374 .058 .234-.244 2.017-2.037 
AS3226-20 1.480-1.510 .407-.427   .757-  .777 1.112-1.132 1.479-1.499 .058 .234-.244 2.017-2.037 

         
AS3226-24 1.730-1.760 .407-.427   .879-  .899 1.112-1.132 1.729-1.749 .058 .234-.244 2.283-2.303 
AS3226-28 2.105-2.135 .407-.427 1.007-1.027 1.195-1.215 2.104-2.124 .058 .234-.244 2.767-2.787 
AS3226-32 2.355-2.385 .407-.427 1.132-1.152 1.310-1.330 2.354-2.374 .058 .234-.244 3.017-3.037 
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