
 
 
 

  

AEROSPACE STANDARD 
BOLT, MACHINE - DOUBLE HEXAGON EXTENDED 

WASHER HEAD, DRILLED, PD SHANK, SILVER PLATED, 
NICKEL ALLOY, UNS N07718, 185 KSI MIN, .2500-28 UNJF-3A 

 

 

A
S3

25
1™

 

Copyright © 2026 SAE International 
All rights reserved. No part of this publication may be reproduced, stored in a retrieval system, transmitted, in any form or by any means, electronic, mechanical, photocopying, recording, 
or otherwise, or used for text and data mining, AI training, or similar technologies, without the prior written permission of SAE. 
TO PLACE A DOCUMENT ORDER:  Tel: 1-877-606-7323 (U.S. and Canada only) Tel: 1-724-776-4970 (outside U.S. and Canada) 
 Fax: 724-776-0790 Email: CustomerService@sae.org SAE WEB ADDRESS: http://www.sae.org 

IS
SU

ED
 1

98
0-

07
   

  R
EA

FF
IR

M
ED

 2
00

7-
06

   
  R

EV
IS

ED
 2

02
6-

04
 

THIRD ANGLE PROJECTION 

CUSTODIAN: E-25 

 

R
EV

. 
E 

FEDERAL SUPPLY CLASS 
5306 

AS3251™ 
SHEET 1 OF 3 

REV. 
E 

PROCUREMENT SPECIFICATION: AS7466 

SA
E 

Ex
ec

ut
iv

e 
St

an
da

rd
s 

C
om

m
itt

ee
 R

ul
es

 p
ro

vi
de

 th
at

: “
Th

is
 re

po
rt 

is
 p

ub
lis

he
d 

by
 S

AE
 to

 a
dv

an
ce

 th
e 

st
at

e 
of

 te
ch

ni
ca

l a
nd

 e
ng

in
ee

rin
g 

sc
ie

nc
es

. T
he

 u
se

 o
f t

hi
s 

re
po

rt 
is

 
en

tir
el

y 
vo

lu
nt

ar
y,

 a
nd

 it
s 

ap
pl

ic
ab

ilit
y 

an
d 

su
ita

bi
lit

y 
fo

r a
ny

 p
ar

tic
ul

ar
 u

se
, i

nc
lu

di
ng

 a
ny

 p
at

en
t i

nf
rin

ge
m

en
t a

ris
in

g 
th

er
ef

ro
m

, i
s 

th
e 

so
le

 re
sp

on
si

bi
lit

y 
of

 th
e 

us
er

.”
 

 SA
E 

re
vi

ew
s 

ea
ch

 te
ch

ni
ca

l r
ep

or
t a

t l
ea

st
 e

ve
ry

 fi
ve

 y
ea

rs
 a

t w
hi

ch
 ti

m
e 

it 
m

ay
 b

e 
re

vi
se

d,
 re

af
fir

m
ed

, s
ta

bi
liz

ed
, o

r c
an

ce
lle

d.
 S

AE
 in

vi
te

s 
yo

ur
 w

rit
te

n 
co

m
m

en
ts

 a
nd

 s
ug

ge
st

io
ns

. 

For more information on this standard, visit 
https://www.sae.org/standards/content/AS3251E/ 
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LIGHTENING HOLE REQUIREMENTS UPDATED PER LATEST AS1132. GENERAL NOTES UPDATED TO CURRENT 
E-25 PROCEDURES. 
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FIGURE 1 - BOLT 
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TABLE 1 - PART NUMBERS AND DIMENSIONS L, N, M, AND APPROX MASS 
 

PART NO. L 
N 

MIN 
M 

MAX 

APPROX 
MASS 
LB/100  PART NO. L 

N 
MIN 

M 
MAX 

APPROX 
MASS 
LB/100 

AS3251-04   .365-  .385   .025   .099 1.04 AS3251-34 2.490-2.510 1.619 1.750 3.60 
AS3251-05   .428-  .448   .025   .099 1.11 AS3251-35 2.615-2.635 1.744 1.875 3.75 
AS3251-06   .490-  .510   .025   .099 1.18 AS3251-36 2.740-2.760 1.869 2.000 3.90 

          
AS3251-07   .552-  .572   .025   .099 1.27 AS3251-37 2.865-2.885 1.994 2.125 4.05 
AS3251-08   .615-  .635   .025   .099 1.34 AS3251-38 2.990-3.010 2.119 2.250 4.20 
AS3251-09   .678-  .698   .025   .099 1.41 AS3251-39 3.115-3.135 2.244 2.375 4.35 

          
AS3251-10   .740-  .760   .025   .099 1.48 AS3251-40 3.240-3.260 2.369 2.500 4.51 
AS3251-11   .802-  .822   .025   .099 1.57 AS3251-41 3.365-3.385 2.494 2.625 4.65 
AS3251-12   .865-  .885   .025   .125 1.64 AS3251-42 3.490-3.510 2.619 2.750 4.81 

          
AS3251-13   .928-  .948   .057   .188 1.71 AS3251-43 3.615-3.635 2.744 2.875 4.95 
AS3251-14   .990-1.010   .119   .250 1.80 AS3251-44 3.740-3.760 2.869 3.000 5.11 
AS3251-15 1.052-1.072   .181   .312 1.87 AS3251-45 3.865-3.885 2.994 3.125 5.25 

          
AS3251-16 1.115-1.135   .244   .375 1.94 AS3251-46 3.990-4.010 3.119 3.250 5.41 
AS3251-17 1.178-1.198   .307   .438 2.01 AS3251-47 4.115-4.135 3.244 3.375 5.55 
AS3251-18 1.240-1.260   .369   .500 2.11  AS3251-48 4.240-4.260 3.369 3.500 5.71 

           
AS3251-19 1.302-1.322   .431   .562 2.17  AS3251-49 4.365-4.385 3.494 3.625 5.87 
AS3251-20 1.365-1.385   .494   .625 2.24  AS3251-50 4.490-4.510 3.619 3.750 6.01 
AS3251-21 1.428-1.448   .557   .688 2.32  AS3251-51 4.615-4.635 3.744 3.875 6.17 

           
AS3251-22 1.490-1.510   .619   .750 2.40  AS3251-52 4.740-4.760 3.869 4.000 6.31 
AS3251-23 1.552-1.572   .681   .812 2.47  AS3251-53 4.865-4.885 3.994 4.125 6.47 
AS3251-24 1.615-1.635   .744   .875 2.54  AS3251-54 4.990-5.010 4.119 4.250 6.61 

           
AS3251-25 1.678-1.698   .807   .938 2.62  AS3251-55 5.115-5.135 4.244 4.375 6.77 
AS3251-26 1.740-1.760   .869 1.000 2.70  AS3251-56 5.240-5.260 4.369 4.500 6.91 
AS3251-27 1.802-1.822   .931 1.062 2.77  AS3251-57 5.365-5.385 4.494 4.625 7.07 

           
AS3251-28 1.865-1.885   .994 1.125 2.84  AS3251-58 5.490-5.510 4.619 4.750 7.21 
AS3251-29 1.928-1.948 1.057 1.188 2.92  AS3251-59 5.615-5.635 4.744 4.875 7.37 
AS3251-30 1.990-2.010 1.119 1.250 3.00  AS3251-60 5.740-5.760 4.869 5.000 7.52 

           
AS3251-31 2.115-2.135 1.244 1.375 3.15  AS3251-61 5.865-5.885 4.994 5.125 7.67 
AS3251-32 2.240-2.260 1.369 1.500 3.30  AS3251-62 5.990-6.010 5.119 5.250 7.82 
AS3251-33 2.365-2.385 1.494 1.625 3.45       
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