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For more information on this standard, visit 
https://www.sae.org/standards/content/AS3262B/ 

RATIONALE 

UPDATE THREAD SPECIFICATION TO AS8879, FIGURE 1 REDRAWN AND EDITORIAL UPDATE. 

AS3262B HAS BEEN REAFFIRMED TO COMPLY WITH THE SAE FIVE-YEAR REVIEW POLICY. 

FIGURE 1 - NUT 

TABLE 1A - PARTS NUMBERS AND DIMENSIONS T, A, B, C, D, E, F, AND G 

PART 
NUMBER 

THREAD 
T 

A 
MAX 

B 
MAX 

C D ØE F G 

AS3262-03 .1900-32 UNJF-3B   .948 .436 .344   .688 .250 - .270 .258 - .288 .030 - .038 
AS3262-04 .2500-28 UNJF-3B 1.292 .540 .500 1.000 .310 - .330 .336 - .366 .030 - .038 
AS3262-05 .3125-24 UNJF-3B 1.292 .645 .500 1.000 .372 - .392 .383 - .413 .036 - .044 

TABLE 1B - DIMENSIONS H, J, K, L, P, R AND APPROX. MASS 

PART 
NUMBER 

ØH ØJ 
MIN 

K L 
P 

LBF 
MIN 

R 
LBF-IN 

MIN 

APPROX 
MASS 

LB/100 

AS3262-03 .098 - .103 .194 .115 - .125 .053 200   90   .54 
AS3262-04 .098 - .103 .254 .135 - .145 .073 225 160 1.01 
AS3262-05 .130 - .135 .317 .135 - .145 .057 250 280 1.77 
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NOTES: 

1 MATERIAL: NUT - CORROSION AND HEAT RESISTANT STEEL, AMS5525 OR AMS5731 (UNS S66286). 

BASKET - CORROSION AND HEAT RESISTANT STEEL, AMS5525 (UNS S66286). 

2 FINISH: NUT - SILVER PLATE THREADS ONLY PER AMS2411.  DIMENSIONS OF NUT THREAD ARE AFTER PLATING AND 
BEFORE FORMING LOCKING FEATURE. 

BASKET – CLEAN.  FINISHED BASKET SHALL BE DEGREASED AND IMMERSED FOR NOT LESS THAN 20 MINUTES IN A 
SOLUTION OF 1 VOLUME OF NITRIC ACID (SP GR 1.42) AND 9 VOLUMES OF WATER AT ROOM TEMPERATURE. 

/3/ PROCUREMENT SPECIFICATION:  AS7251 EXCEPT PUSH-OUT LOAD P LBF MIN AND TORQUE-OUT LOAD R LBF-IN MIN SHALL 
MEET VALUES IN TABLE 1B. 

4 HARDNESS:  NUT 34 - 44 HRC; BASKET 30 - 46 HRC. 

5 REMOVE BURRS AND SHARP EDGES. 

/6/. RADIAL FLOAT OF NUT THREAD RELATIVE TO BASKET ØE SHALL BE .030 MIN. 

7 SURFACE TEXTURE:  SYMBOLS PER ASME Y14.36M.  REQUIREMENTS PER ASME B46.1.  UNLESS OTHERWISE SPECIFIED, 
SURFACES TO BE  125 MICROINCHES Ra. 

8 DIMENSIONING AND TOLERANCING:  ANSI Y14.5M-1982 (ASME PUBLICATION). 

9 DIMENSIONS IN INCHES. 

10 DO NOT USE UNASSIGNED PART NUMBERS. 

11 A CHANGE BAR (l) LOCATED IN THE LEFT MARGIN IS FOR THE CONVENIENCE OF THE USER IN LOCATING AREAS WHERE 
TECHNICAL REVISIONS, NOT EDITORIAL CHANGES, HAVE BEEN MADE TO THE PREVIOUS ISSUE OF THIS DOCUMENT. AN (R) 
SYMBOL TO THE LEFT OF THE DOCUMENT TITLE INDICATES A COMPLETE REVISION OF THE DOCUMENT, INCLUDING 
TECHNICAL REVISIONS. CHANGE BARS AND (R) ARE NOT USED IN ORIGINAL PUBLICATIONS, NOR IN DOCUMENTS THAT 
CONTAIN EDITORIAL CHANGES ONLY. 

AS AND AMS ARE SAE INTERNATIONAL PUBLICATIONS. 
ASME IS AN AMERICAN SOCIETY OF MECHANICAL ENGINEERS PUBLICATION. 
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