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p THE COMPLETE REQUIREMENTS FOR PROCURING THE PRODUCT DESCRIBED HEREIN SHALL CONSIST OF THIS

9 DOCUMENT AND THE LATEST ISSUE OF AS23190.
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SECTION A-A
SECTION "A'-"A" (TYPICAL)

FIGURE 1 - MS3339 MOUNTING PLATE CONFIGURATION

This report is published by SAE to advance the state of technical and engineering sciences. The use of this report is

entirely voluntary, and its applicability and suitability for any particular use, including any patent infringement arising therefrom, is the sole responsibility of the user.”

SAE reviews each technical report at least every five years at which time it may be revised, reaffirmed, stabilized, or cancelled. SAE invites your written comments and suggestions.
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TABLE 1 - FIGURE 1 DIMENSIONS

DASH NO. OF H L A C D E F w T MIN PLASTIC
NO. BUNDLE +1/16 +1/16 MIN B MIN MIN MIN MIN G +.015 +.010 TENSILE STRAPS
I
.260 152 MS3367-2
-3 3 3-3/4 4-1/4 .240 180 .065 312 .061 195 142 .500 125 50 MS3367-4
-4 4 5 5-1/2 ’ ’ MS3367-5
-5 5 6-1/4 6-3/4
-6 1 1-1/2 2-3/32
-7 2 3 3-19/32
-8 3 4-1/2 5-3/32 .260 152 MS3367-3
I ) 2 6 6-19/32 .240 180 .093 .500 .093 313 ‘142 625 . 203 120 MS3367-6
-10 5 7-1/2 8-3/32
-11 6 9 9-19/32
TABLE 2 - COLOR/MATERIAL DESCRIPTION
COLOR
DASH NO. COLOR/MATERIAL
-0 BLACK/WEATHER STABILIZED NYLON 66 TYPE PA0191 PER ASTM D4066 >1.9% CARBON
-9 NATURAL/GENERAL PURPOSE NYLON 66 TYPE PA0111 PER ASTM D4066
-17 BLACK/WEATHER STABILIZED NYLON 66 <1.9% CARBON TYPE PA0111 PER ASTM D4066

ADDITIONAL REQUIREMENTS:
I 1.  MATERIAL: NYLON IN ACCORDANCE WITH TABLE 2.

2. REMOVE ALL BURRS AND SHARP EDGES. BREAK ALL SHARP CORNERS. MOLD MARKS AND NORMAL VENT FLASH ARE
PERMISSIBLE.

NOTES:
1. ALL DIMENSIONS ARE IN INCHES.
2. EXAMPLE OF PART NUMBER:
MS3339 -1 -9
T—— COLOR DASH NUMBER
ITEM DASH NUMBER

MS NUMBER

3. PART NUMBER SHALL APPEAR ON PACKAGE.

APPLICATION NOTE:

1. AS33391 1S NOT RECOMMENDED FOR NEW DESIGN.

SPECIFICATION NOTE:

1.  REVISION INDICATOR: A CHANGE BAR (I) LOCATED IN THE LEFT MARGIN IS FOR THE CONVENIENCE OF THE USER IN
LOCATING AREAS WHERE TECHNICAL REVISIONS, NOT EDITORIAL CHANGES, HAVE BEEN MADE TO THE PREVIOUS ISSUE OF
THIS DOCUMENT. AN (R) SYMBOL TO THE LEFT OF THE DOCUMENT TITLE INDICATES A COMPLETE REVISION OF THE

DOCUMENT, INCLUDING TECHNICAL REVISIONS. CHANGE BARS AND (R) ARE NOT USED IN ORIGINAL PUBLICATIONS NOR IN
DOCUMENTS THAT CONTAIN EDITORIAL CHANGES ONLY.
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