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THIRD ANGLE PROJECTION 

CUSTODIAN: G-3/G-3B 
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AS33931™ 
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PROCUREMENT SPECIFICATION: MIL-DTL-81716 

S
A

E
 T

e
c
h
n
ic

a
l 
S

ta
n
d

a
rd

s
 B

o
a
rd

 R
u
le

s
 p

ro
v
id

e
 t
h

a
t:
 “

T
h
is

 r
e
p

o
rt

 i
s
 p

u
b
lis

h
e

d
 b

y
 S

A
E

 t
o
 a

d
v
a
n
c
e
 t

h
e
 s

ta
te

 o
f 
te

c
h

n
ic

a
l 
a
n

d
 e

n
g
in

e
e

ri
n

g
 s

c
ie

n
c
e
s
. 

T
h

e
 u

s
e
 o

f 
th

is
 r

e
p

o
rt

 i
s
 e

n
ti
re

ly
 

v
o
lu

n
ta

ry
, 

a
n
d

 i
ts

 a
p

p
lic

a
b
ili

ty
 a

n
d

 s
u
it
a

b
ili

ty
 f

o
r 

a
n
y
 p

a
rt

ic
u
la

r 
u
s
e
, 
in

c
lu

d
in

g
 a

n
y
 p

a
te

n
t 
in

fr
in

g
e

m
e

n
t 
a

ri
s
in

g
 t

h
e

re
fr

o
m

, 
is

 t
h

e
 s

o
le

 r
e
s
p
o
n

s
ib

ili
ty

 o
f 

th
e

 u
s
e
r.

” 

 S
A

E
 r

e
v
ie

w
s
 e

a
c
h

 t
e
c
h
n
ic

a
l 
re

p
o
rt

 a
t 

le
a
s
t 
e

v
e

ry
 f
iv

e
 y

e
a
rs

 a
t 

w
h
ic

h
 t
im

e
 i
t 
m

a
y
 b

e
 r

e
v
is

e
d
, 
re

a
ff

ir
m

e
d
, 
s
ta

b
ili

z
e
d
, 

o
r 

c
a
n
c
e
lle

d
. 
S

A
E

 i
n
v
it
e
s
 y

o
u

r 
w

ri
tt
e

n
 c

o
m

m
e
n

ts
 a

n
d

 s
u

g
g

e
s
ti
o

n
s
. 

 SAE values your input. To provide feedback on this 
 Technical Report, please visit  
 http://standards.sae.org/AS33931C 

 
 
 
 

RATIONALE 
 
THIS DOCUMENT HAS BEEN DETERMINED TO CONTAIN BASIC AND STABLE TECHNOLOGY WHICH IS NOT 
DYNAMIC IN NATURE. 
 

STABILIZED NOTICE 
 
THIS DOCUMENT HAS BEEN DECLARED "STABILIZED" BY THE SAE G-3, AEROSPACE COUPLINGS, FITTINGS, 
HOSE, TUBING ASSEMBLIES COMMITTEE AND WILL NO LONGER BE SUBJECTED TO PERIODIC REVIEWS FOR 
CURRENCY. USERS ARE RESPONSIBLE FOR VERIFYING REFERENCES AND CONTINUED SUITABILITY OF 
TECHNICAL REQUIREMENTS. NEWER TECHNOLOGY MAY EXIST. 
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NOTICE 

 
THE INITIAL SAE PUBLICATION OF THIS DOCUMENT WAS TAKEN DIRECTLY FROM U.S. MILITARY STANDARD 
MS3393A.  THIS SAE STANDARD RETAINS THE SAME PART NUMBERS ESTABLISHED BY THE ORIGINAL MILITARY 
DOCUMENT. 
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FIGURE 1 - PACKING, PREFORMED 
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