FEDERAL SUPPLY CLASS
>. 5306
w m
14 RATIONALE
LEAD THREAD CHAMFER TO AS1132, UPDATE TO ASME Y14.5-2018, REVISE FILLET RADIUS TO CR, ADD USAGE
NOTE, GENERAL EDITORIAL UPDATES.
=
-
3
3 1].003[B]
< )
260___, L
“ 240 < XY
5 250
%) =
z 2 SZ— G THREAD RUNOUT
s 3 026 PER AS3062
g 3 1006
L °
5. & —--I
6y @
g ! 2 N 063 TOPONT_| 450 pppROX
22 £ ‘ ' —
[ R 02!
g2 § X 60° | : [ es
o= k=1 .
8% 2 A\ pos _%/_______ i
28 3 6X@.060 - .080 THRU s
2g > vrz.oeo-.11oxs5°-®9JO°_/ =S
§o & [Dl@.020M[D[B[ C S v 232 L018MIN
5P £ 439 A [9P22 ’
o .
R 42 2500-28 UNJF-3A
e ® / —|@.003/1 | PER ASBS879
S¢ 3 9'1% A 006 ]A]
£% 8 TO DEPTH SHOWN
[}
8 8 MARK PART NUMBER AND [B] 11/
52 & MANUFACTURERS IDENTIFICATION 32
23 g PER AS478 CLASS A EXCEPT EDGE o o
gs & DISTANCE REQUIREMENTS DO NOT APPLY R
s 4287
% £ @ @.398 MIN §
£2 % BEARING SURFACE S
35 ¢ - a
25 ¢ LC}JJ
28 3 o 2.448 MAX SECTION THRU >
55 @ THREAD PROFILE o
P /
T2 o =1
- ;
5E E SHAPE INTHIS g
Sg = AREA OPTIONAL Q
3 £ o
55 = VIEW A ENLARGED ]
Q = c
23 © =
ot £ o
25 2 i
FS 3 FIGURE 1-BOLT <
L5 8 i
=31 >
g> 2 ©
5 = =
8g ¢ 8
g3 2 8
28 8 a
© @ L
g 2 & THIRD ANGLE PROJECTION a
E® Q . . . . . T n
ES & For more information on this standard, visit =
§ § 3 https://www.sae.org/standards/content/AS3405B/ ) ?m ) /‘ .
8o £ S —
g2 % \
= © -
b5 5 CUSTODIAN: E-25 PROCUREMENT SPECIFICATION: AS7471
o8 o
=
55 ¢ AEROSPACE STANDARD
2 ™
ki % 3 BOLT, MACHINE - HEXAGON HEAD, AS3405 REV.
we ; DRILLED 6 HOLES, PD SHANK, SHEET 1 OF 3 B
5 & HEEHETENES AMS5708 (UNS N07001), .2500-28 UNJF-3A
5% 5 ¥ ... Documents

Copyright © 2022 SAE International .
Al rights reserved. No part of this publication may be reproduced, stored in a retrieval system or transmitted, in any form or by any riieans, electicnic, Be&umemb&hml ﬂg Hub
recording, or otherwise, without the prior written permission of SAE.
TO PLACE A DOCUMENT ORDER:  Tel: 877-606-7323 (inside USA and Canada) Tel: +1 724-776-4970 (outside USA)
Fax: 724-776-0790 Email: CustomerService@sae.org SAE WEB ADDRESS: http://www.sae.org

Full document details: SAE AS3405B


https://www.sae.org/standards/content/AS3405B/
http://www.avadocuments.com/doc/sae-as3405b
http://www.avadocuments.com/doc/sae-as3405b

TABLE 1 - PART NUMBERS AND DIMENSIONS

APPROX APPROX
G K MASS G K MASS

PART NO. L MIN MAX LB/100 PART NO. L MIN MAX LB/100
AS3405-04 .365- .385 .025 .099 1.48 AS3405-34  2.490-2.510 1.619 1.750 4.00
AS3405-05 428- 448 .025 .099 1.55 AS3405-35 2.615-2.635 1.744 1.875 4.16
AS3405-06 .490- .510 .025 .099 1.62 AS3405-36  2.740-2.760 1.869 2.000 4.32
AS3405-07 .652- 572 .025 .099 1.70 AS3405-37  2.865-2.885 1.994 2.125 4.46
AS3405-08 .615- .635 .025 .099 1.77 AS3405-38  2.990-3.010 2.119 2.250 4.62
AS3405-09 .678- .698 .025 .099 1.84 AS3405-39  3.115-3.135 2.244 2.375 4.76
AS3405-10 .740- .760 .025 .099 1.91 AS3405-40  3.240-3.260 2.369 2.500 4.92
AS3405-11 .802- .822 .025 .099 1.99 AS3405-41  3.365-3.385 2.494 2.625 5.06
AS3405-12 .865- .885 .025 125 2.06 AS3405-42  3.490-3.510 2.619 2.750 5.22
AS3405-13 .928- .948 .057 .188 213 AS3405-43  3.615-3.635 2.744 2.875 5.36
AS3405-14 .990-1.010 119 .250 2.20 AS3405-44  3.740-3.760 2.869 3.000 5.52
AS3405-15 1.052-1.072 181 312 2.29 AS3405-45  3.865-3.885 2.994 3.125 5.66
AS3405-16 1.115-1.135 .244 .375 2.36 AS3405-46  3.990-4.010 3.119 3.250 5.82
AS3405-17 1.178-1.198 .307 438 243 AS3405-47  4.115-4.135 3.244 3.375 5.96
AS3405-18 1.240-1.260 .369 .500 2.50 AS3405-48  4.240-4.260 3.369 3.500 6.12
AS3405-19 1.302-1.322 431 .562 2.59 AS3405-49  4.365-4.385 3.494 3.625 6.26
AS3405-20 1.365-1.385 494 .625 2.66 AS3405-50  4.490-4.510 3.619 3.750 6.42
AS3405-21 1.428-1.448 .557 .688 2.73 AS3405-51  4.615-4.635 3.744 3.875 6.56
AS3405-22 1.490-1.510 .619 .750 2.80 AS3405-52  4.740-4.760 3.869 4.000 6.72
AS3405-23 1.552-1.572 .681 .812 2.89 AS3405-53  4.865-4.885 3.994 4.125 6.86
AS3405-24 1.615-1.635 744 .875 2.96 AS3405-54  4.990-5.010 4.119 4.250 7.02
AS3405-25 1.678-1.698 .807 .938 3.03 AS3405-55 5.115-5.135 4.244 4.375 7.16
AS3405-26 1.740-1.760 .869 1.000 3.10 AS3405-56  5.240-5.260 4.369 4.500 7.32
AS3405-27 1.802-1.822 .931 1.062 3.19 AS3405-57  5.365-5.385 4.494 4.625 7.46
AS3405-28 1.865-1.885 .994 1.125 3.26 AS3405-58  5.490-5.510 4.619 4.750 7.62
AS3405-29 1.928-1.948 1.057 1.188 3.33 AS3405-59  5.615-5.635 4.744 4.875 7.76
AS3405-30 1.990-2.010 1.119 1.250 3.40 AS3405-60 5.740-5.760 4.869 5.000 7.92
AS3405-31 2.115-2.135 1.244 1.375 3.56 AS3405-61  5.865-5.885 4.994 5.135 8.06
AS3405-32 2.240-2.260 1.369 1.500 3.70 AS3405-62  5.990-6.010 5.119 5.250 8.22
AS3405-33  2.365-2.385 1.494 1.625 3.86

NOTES:

/1 FOR PART NUMBERS AS3405-04 THRU AS3405-18, DATUM A SHALL REPLACE DATUM B.

2. MATERIAL: AMS5708 NICKEL ALLOY (COMPOSITION SIMILAR TO UNS N07001).

3. PROCUREMENT SPECIFICATION: AS7471.

4. FLUORESCENT PENETRANT INSPECTION PER ASTM E1417/E1417M, TYPE 1, SENSITIVITY LEVEL 2 MIN.

5. SURFACE TEXTURE: SYMBOLS PER ASME Y14.36M. REQUIREMENTS PER ASME B46.1. UNLESS OTHERWISE SPECIFIED,
SURFACES TO BE 125 MICROINCHES Ra, EXCEPT UPSET HEAD TO BE 250 MICROINCHES Ra.

6. BREAK SHARP EDGES .003 TO .015, UNLESS OTHERWISE SPECIFIED.

7. DIMENSIONS ARE IN INCHES. UNLESS OTHERWISE SPECIFIED, TOLERANCES: ANGULAR DIMENSIONS +5°.
I 8. DIMENSIONS AND TOLERANCING: ASME Y14.5 -2018.

9. DO NOT USE UNASSIGNED PART NUMBERS.

10. UNLESS OTHERWISE SPECIFIED, PART INVENTORY MANUFACTURED TO PREVIOUS REVISIONS OF THE APPLICABLE DRAWING
OR SPECIFICATION MAY BE PROCURED AND USED UNTIL STOCK IS DEPLETED.
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