FEDERAL SUPPLY CLASS
5935

RATIONALE

REV.
D

ADD LIMITED USE OF TIN/ZINC FINISH CLASS PER THE COMMITTEE DECISION. EDITORIAL CORRECTIONS.

NOTICE

THE COMPLETE REQUIREMENTS FOR PROCURING THE PRODUCT DESCRIBED HEREIN SHALL CONSIST OF THIS
DOCUMENT AND THE LATEST ISSUE OF AS50151.

MILITARY AND/OR GOVERNMENT AGENCIES LISTED HEREIN ARE THOSE OF THE UNITED STATES. FOR OTHER
LOCATIONS, USERS OF THIS SPECIFICATION ARE ADVISED TO CONSULT THEIR LOCAL REGULATIONS.

AS34121™

2

0 2 ¢
= 3

<3 3 V THREAD ¢

[0 =3
e v CHAMFER 45° TO I‘\ P
£. & ROOT OF FIRST ¢;\°’

Sy £ THREAD

[N

g=> 2
28 ¢
Fs 3

5 c
83 = HH
o= (2] ry

] 2

c o w

05 < P
Be 0 <

© = 5 d
55 3 -5 —o 4w S
L& o
£s B =ElAow] —=] W (
£ i g 005 RAD o
°% © FOR DETAILS OF CONNECTOR MAX. ‘04g (TYP)
% ® ﬁ FRONT END CONFIGURATION
o5 § SEE AS50151. ~
Sg 5 N
88 o TYPICAL TOOTH DETAIL Q
SgE @2 o
S £ N
BC & a
L § o FIGURE 1 - AS34121 CONFIGURATIONS—CLASSES D, DV, L, U, AND W %
'?.';J 3 g ENVIRONMENT-RESISTANT INTERFACE ONLY, WITH ACCESSORY THREADS E
32 ° TABLE 1 - FIGURE 1 METRIC EQUIVALENTS
53 > -
5% @ o
'%% S INCHES |MILLIMETERS | INCHES | MILLIMETERS | INCHES | MILLIMETERS S
k2] 2 g .005 0.127 .016 0.406 .046 1.17 g
5 5 = .010 0.254 .025 0.635 .061 1.55 i}
a8 =
£z g o
2y = i
Fo ® [T
- m
= @© [
£ = [
L2 ;,aé) o
35 2 S
82 ¢ >
op O o))
Se % a
e o 8
g 2 B THIRD ANGLE PROJECTION 8
=3 h =

E®© o . . . _ ] [0}
EL S For more information on this standard, visit =
8% 3 https://www.sae.org/standards/content/AS34121D/ ] /CD\ — 1

C © -—
% = 'Eé CUSTODIAN: AE-8C1 PROCUREMENT SPECIFICATION: AS50151

08 o
=
55 g AEROSPACE STANDARD

o > = ™
&2 ® CONNECTORS, RECEPTACLE, ELECTRIC, AS34121 REV.
Wws W oo e WALL MOUNTING, FRONT RELEASE, CRIMP CONTACT, | SHEET 1 OF 3 D
hBo B ‘ AN TYPE — WITH ACCESSORY THREADS Doc U m ents

Copyright © 2025 SAE International .
All rights reserved. No part of this publication may be reproduced, stored in a retrieval system, transmitted, in any form or by any means, electronic, mQ@rﬁHmﬁ&;p%QQMﬁ ub
or otherwise, or used for text and data mining, Al training, or similar technologies, without the prior written permission of SAE.
TO PLACE A DOCUMENT ORDER:  Tel: 1-877-606-7323 (U.S. and Canada only) Tel: 1-724-776-4970 (outside U.S. and Canada)
. Fax: 724-776-0790 Email: CustomerService@sae.or: SAE WEB ADDRESS: http://www.sae.or:
Full document details: SAE AS34121D @sae.org 9


http://www.avadocuments.com/doc/sae-as34121d
http://www.avadocuments.com/doc/sae-as34121d

TABLE 2 - AS34121 DIMENSIONS

L MAX 0
SIZE SIZE M N (REF) R T
K 16812 | 8,4,80 | +.031 +.000 MTG. TP. s +.010
size | +015 | conTs | coNT's | -.000 -.062 HOLE C.-C. +.031 -.005
8s 532 (13.51) | 562 (14.27) | 594 (15.09) 875 (22.23)
110°§’L 562 (14.27)| 656 (16.66) | .688 (17.48) | .719 (18.26)| 1.000 (25.40)
125 083 N/A 782 (19.86) | 812 (20.62) | .812 (20.62)| 1.094 (27.79)
12 21 750 (19.05)
14S : 562 (14.27)
- 780 (1905)| 906 (23.01) | 938 (23.83) | 906 (23.01)|1.188 (30.18) | 120 (3.05)
11668 562 (14.27) | 4 032 (26.21) | 1.062 (26.97) | .969 (24.61)| 1.281 (32.54)
18 (1'262% 750 (19.05) | 1156 (29.36) | 1.188 (30.18) |1.062 (26.97)[ 1.375 (34.93)
20 : : 05) 282 (32.56) | 1.312 (33.32) |1.156 (29.36)| 1.500 (38.10)
22 1.406 (35.71) | 1.438 (36.53) |1.250 (31.75)| 1.625 (41.28)
24 1532 (38.91) | 1.562 (39.67) |1.375 (34.93)| 1.750 (44.45)
28 125 (199%) 812 (20.62) 4755 (45.26) | 1.812 (46.02) [1.562 (39.67)[ 2.000 (50.80)| 147 B-73)
32 (3.18) : 2.032 (51.61) | 2.062 (52.37) |1.750 (44.45)] 2.250 (57.15)
36 2.282 (57.96) | 2.312 (58.72) |1.938 (49.23)] 2.500 (63.50)
40 875 (22.23) [ 2.532 (64.31) | 2.562 (65.07) [2.188 (55.58)| 2.750 (69.85)| .173 (4.39)
44 2.782 (70.66) | 2.812 (71.42) |2.375 (60.33) 3.000 (76.20)
48 3.032 (77.01) | 3.062 (77.77) |2.625 (66.68)| 3.250 (82.55)
TABLE 2 - AS34121 DIVENSIONS (CONTINUED)
V THREAD GG HH P W WW
SIZE CLASS 2A EE MAX +.005 £.005 MIN MIN
8s 500-20 UNEF_| 426/ 419 (10.82/10.64) | .499 (12.67) | .368 ( 9.35)
10S 625-24 UNEF
e e NEF—| 562/ 555 (14.27114.10) | 625 (15.88) | 502 (12.75)
125 750-20 UNEF
= L NEF—| 679/ 672 (17.25117.07) | 750 (19.05) | 618 (15.70)
14S 875-20 UNEF
14 87520 UNEF_| 804/ 797 (2042/20.24) | 875 (22.23) | 743 (18.87)| g5 (1 65)| 200 (7.37) | 310 (7.87)
16S 1.000-20 UNEF
= o UNEE—| 929/ 922 (23.60/23.42) | 1.000 (25.40) | 868 (22.05)
18 1.062-18 UNEF_| 984/ 977 (24.99/24.82) | 1.062 (26.97) | .924 (23.47)
20 1.188-18 UNEF_| 1.109/1.102 (28.17/27.99) | 1.187 (30.15) | 1.049 (26.64)
22 1.312-18 UNEF_| 1.234/1.227 (31.34/31.17) | 1.312 (33.32) | 1.174 (29.82)
24 1.438-18 UNEF_| 1.350/1.352 (34.52/34.34) | 1.437 (36.50) | 1.299 (32.99)
28 1.750-18 UNS__| 1.613/1.603 (40.97/40.72) | 1.750 (44.45) | 1.520 (38.61)
32 2.000-18 UNS | 1.863/1.853 (47.32/47.07) | 2.000 (50.80) | 1.770 (44.96)
36 225016 UN___ | 2.113/2.103 (53.67/53.42) | 2.250 (57.15) | 1.985 (50.42)
40 2.500-16 UN___ | 2.363/2.353 (60.02/59.77) | 2.500 (63.50) | 2.200 (55.88)| 0%° (2:41)|-467 (11.86) .487 (12.37)
44 2.750-16 UN___ | 2.613/2.603 (66.37/66.12) | 2.750 (69.85) | 2.455 (62.36)
48 3.000-16 UN___| 2.858/2.848 (72.59/72.34) | 3.000 (76.20) | 2.705 (68.71)
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