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PART NUMBER A APPROX PART NUMBER A APPROX
+.010 WEIGHT +.010 WEIGHT
LB/100 Lb/100
AS3436-04 .125 .283 AS3436-18 .500 1.134
AS3436-05 .141 .320 AS3436-20 .562 1.274
AS3436-06 .156 .354 AS3436-22 .625 1.417
AS3436-07 .172 .390 AS3436-24 .688 1.560
AS3436-08 .188 .426 AS3436-26 .750 1.700
AS3436-09 .219 . 497 AS3436-30 .875 1.984
AS3436-10 .250 .567 AS3436-34 1.000 2.267
AS3436-11 .281 .637 AS3436-38 1.125 2.551
AS3436-12 .312 .707 AS3436-42 1.250 2.834
AS3436-13 .344 .780 AS3436-46 1.375 3.117
AS3436-14 .375 .850 AS3436-50 1.500 3.401
AS3436-16 .438 .993
1 MATERIAL: TITANIUM ALLOY AMS4901 OR AMS4921
2. PROCUREMENT SPECIFICATION: MA1784.
3. SURFACE TEXTURE: SYMBOLS PER ANSI Y14.36-1978,

REQUIREMENTS PER ANSI B46.1-1978.
. BREAK SHARP EDGES .003-.015.

. DIMENSIONS AND TOLERANCING: ANSI Y14.5M-1982
. DIMENSIONS IN INCHES.

. DO NOT USE UNASSIGNED PART NUMBERS.
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