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AS34461A HAS BEEN REAFFIRMED TO COMPLY WITH THE SAE FIVE-YEAR REVIEW POLICY.

THE REQUIREMENTS FOR PROCURING THE PRODUCT DESCRIBED HEREIN SHALL CONSIST OF THIS
SPECIFICATION SHEET AND THE LATEST ISSUE OF SAE AS81703.
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This report is published by SAE to advance the state of technical and engineering sciences. The use of this report is

entirely voluntary, and its applicability and suitability for any particular use, including any patent infringement arising therefrom, is the sole responsibility of the user.”
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FIGURE 1B — CONNECTOR CONFIGURATIONS AND DIMENSIONS (CONTINUED)

FIGURE 1 — CONFIGURATIONS AND DIMENSIONS
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ASSEMBLED TO STRAIGHT ASSEMBLED TO STRAIGHT ASSEMBLED TO 90 DEGREE
BACKSHELL LESS STRAIN RELIEF BACKSHELL WITH STRAIN RELIEE B L ELIEF
(SEENOTE 1) (SEENOTE 1} (SEE NOTE 1)

NOTE 1- CONNECTOR ASSEMBLY MUST INCLUDE A BACKSHELL TO MEET THE MOISTURE SEALING REQUIREMENTS OF AS81703.
SEE A585049/31, /51, /52, AND /60 FOR APPLICABLE BACKSHELL ACCESSORIES.

FIGURE 2 — CONNECTOR BACKSHELL/ACCESSORY DETAILS
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FIGURE 3 — CONNECTOR ASSEMBLY DETAILS
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