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For more information on this standard, visit 
https://www.sae.org/standards/content/AS3482E/ 
 

 
 
 

RATIONALE 
 
NOTES REARRANGED TO ENSURE THERE IS NO CONFLICT BETWEEN PROCUREMENT SPEC AND STANDARD. 
 
AS3482E HAS BEEN REAFFIRMED TO COMPLY WITH THE SAE FIVE-YEAR REVIEW POLICY. 
 
A REAFFIRMED STATUS IS GIVEN TO TECHNICAL REPORTS THAT HAVE BEEN REVIEWED BY THE TECHNICAL 
COMMITTEE AND DEEMED TO BE CURRENT WITH NO NEED FOR IMMEDIATE REVISION.  NO CHANGES HAVE BEEN 
MADE TO THIS DOCUMENT AS A RESULT OF THIS REVIEW.   
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Full document details: SAE AS3482E
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TABLE 1 - DIMENSIONS T TO F 

PART 
NUMBER 

T 
THREAD 

A 
MAX Ø B C 

Ø D 
MIN 

E 
MAX 

F 
MIN 

AS3482-02 .1640-32 UNJC-3B .486 .235-.297 .234 .168 .250 .100 
AS3482-03 .1900-32 UNJF-3B .521 .298-.328 .250 .194 .250 .100 
AS3482-04 .2500-28 UNJF-3B .591 .380-.414 .281 .254 .281 .100 
AS3482-05 .3125-24 UNJF-3B .747 .475-.505 .359 .317 .328 .125 

TABLE 1 - DIMENSIONS G TO APPROX MASS (CONTINUED) 

PART 
NUMBER 

Ø G 
±.010 

H 
MAX 

J 
±.002 

Ø K 
+.005 
-.000 

L 
MAX 

AXIAL 
STRENGTH 

LBF MIN 

APPROX 
MASS 
LB/100 

AS3482-02 .200 .437 .219 .098 .047 1720 .23 
AS3482-03 .200 .437 .219 .098 .047 2460 .28 
AS3482-04 .200 .437 .219 .098 .055 4580 .45 
AS3482-05 .230 .537 .269 .130 .065 7390 .78 

 
NOTES: 
 
1. MATERIAL: CORROSION AND HEAT RESISTANT ALLOY AMS5525, AMS5731, OR AMS5734.  
 
2. PROCUREMENT SPECIFICATION: AS4393, EXCEPT AS FOLLOWS: 
 
        a      HEAT TREATMENT: AFTER FORMING, PLATE NUTS SHALL BE PRECIPITATION HEAT TREATED TO A HARDNESS NOT TO  
                EXCEED THAT SPECIFIED IN NOTE 2d. 
 
 b. BAKE AT 800 °F ± 15 °F IN LIEU OF 1200 °F ± 15 °F FOR NUTS TESTED AFTER BAKE. 
 
        c      FINISH: NUT - SILVER PLATE PER AMS2410; SILVER PLATE ONLY ON THREADS, EXCEPT: SILVER PLATING IS OPTIONAL IN 

THE COUNTERBORE OR COUNTERSINK AND MAY BE INCOMPLETE, BUT NO PLATING SHALL EXTEND TO THE BEARING 
SURFACE OR THE TOP OF THE NUT. DIMENSIONS APPLY AFTER PLATING.  

  
 d. HARDNESS: 44 HRC MAXIMUM. 
 
        e.     COMPLETELY RECRYSTALLIZED MICROSTRUCTURE IS NOT REQUIRED. 
 
3. REMOVE BURRS AND SHARP EDGES. 
 
4. SURFACE TEXTURE: SYMBOLS PER ASME Y14.36M. REQUIREMENTS PER ASME B46.1. UNLESS OTHERWISE SPECIFIED, 

SURFACES TO BE 125 MICROINCHES Ra. 
 
5. DIMENSIONING AND TOLERANCING: ANSI Y14.5M-1982 (ASME PUBLICATION). 
 
6. DIMENSIONS ARE IN INCHES. 
 
7. DO NOT USE UNASSIGNED PART NUMBERS. 
 
8. UNLESS OTHERWISE SPECIFIED, PART INVENTORY MANUFACTURED TO PREVIOUS REVISIONS OF THE APPLICABLE DRAWING 

OR SPECIFICATION MAY BE PROCURED AND USED UNTIL STOCK IS DEPLETED. 
 
9. REVISION INDICATOR: A CHANGE BAR (l) LOCATED IN THE LEFT MARGIN IS FOR THE CONVENIENCE OF THE USER IN LOCATING 

AREAS WHERE TECHNICAL REVISIONS, NOT EDITORIAL CHANGES, HAVE BEEN MADE TO THE PREVIOUS ISSUE OF THIS 
DOCUMENT. AN (R) SYMBOL TO THE LEFT OF THE DOCUMENT TITLE INDICATES A COMPLETE REVISION OF THE DOCUMENT, 
INCLUDING TECHNICAL REVISIONS. CHANGE BARS AND (R) ARE NOT USED IN ORIGINAL PUBLICATIONS, NOR IN DOCUMENTS 
THAT CONTAIN EDITORIAL CHANGES ONLY. 

 
AS AND AMS ARE SAE INTERNATIONAL PUBLICATIONS. 
ANSI IS AN AMERICAN NATIONAL STANDARDS INSTITUTE PUBLICATION. 
ASME IS AN AMERICAN SOCIETY OF MECHANICAL ENGINEERS PUBLICATION. 
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